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POLSON FLOOD
PUMPING STATION
(FPS)

ADDITIONAL
CONTRACTOR
LAYDOWN AREA
(IF REQUIRED)

POLSON COMMINUTOR
CHAMBER (DOWNSTREAM
SIPHON CHAMBER)

EXISTING MUNROE COMBINED
SEWER OVERFLOW CHAMBER

MUNROE SIPHON
INLET CHAMBER

MAINTAIN ACCESS TO RESIDENCE AT
ALL TIMES. (AT INTERSECTION OF
APPROACH AND DRIVEWAY LOOP)

EXISTING ACCESS APPROACH
(SHARED WITH RESIDENT,
SEE SPECIFICATIONS).

CONSTRUCTION NOTES:
1. RESTORE BOULEVARDS, SIDEWALKS, ROADWAYS AND LANDSCAPING UPON COMPLETION OF THE WORK.
2. ALL WORK SHALL BE COMPLETED FROM WITHIN CITY PROPERTY.
3. THE CONTRACTOR SHALL MAKE ALL EFFORTS TO PROTECT EXISTING LANDSCAPING.
4. DEWATERING OF THE 300 MM SIPHON (TO BE LINED) IS PERMITTED TO FACILITATE THE WORK.
5. CIPP INSTALLATION REQUIREMENTS:

5.1. WATER INVERSION AND HOT WATER CURE INSTALLATION METHODS ONLY.
5.2. CONTINUOUS LENGTH TEMPERATURE MONITORING SYSTEM SHALL BE UTILIZED DURING LINER CURING.

6. LINER END SEALS SHALL BE INSTALLED AT ALL TERMINATIONS.
7. REMOVE AND DISPOSE OF EXISTING GRATINGS, LADDER CAGES, VALVES AND APPURTENANCES FOR 300 AND 450 MM SIPHONS.
8. PRESSURE TEST REQUIRED AFTER INSTALLATION.
9. BOTH PLATE AND CONFINED PIPE SAMPLES SHALL BE COLLECTED.
CONSTRUCTION SEQUENCING:
1. DEVELOP SITE, CHAMBER, AND PIPELINE ACCESS.
2. INSTALL FLOW CONTROL MEASURES AS REQUIRED TO FACILITATE THE WORK.
3. REMOVE VALVES AND APPURTENANCES.
4. COMPLETE REHABILITATION WORKS ON THE ISOLATED SIPHON.
5. INSTALL END SEALS.
6. OBTAIN POST-LINING INSPECTION ON ISOLATED SIPHON AND SUBMIT FOR REVIEW BY CONTRACT ADMINISTRATOR.
7. COMPLETE PRESSURE TEST ON THE ISOLATED SIPHON.
8. REINSTATE FLOWS UPON ACCEPTANCE OF POST-LINING INSPECTION AND SUCCESSFUL PRESSURE TEST.
9. RESTORE SITE
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KEY PLAN

IF  POWER EQUIPMENT OR EXPLOSIVES
ARE TO BE USED FOR EXCAVATION ON

THIS PROJECT THE CONTRACTOR  MUST:

1) NOTIFY THE GAS COMPANY OF THE
PROPOSED LOCATION OF EXCAVATION.

2) TAKE PRECAUTION TO AVOID DAMAGE
TO GAS COMPANY INSTALLATIONS.

SEE PROVINCIAL REGULATION 210/72 FOR DETAILS
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