
COMPACTE 
SUBGRADE

100mm NATURAL 
WOOD MULCH

200mm CRUSHED LIMESTONE BASE 
COURSE, 20mm (3/4") DOWN

NON-WOVEN GEOTEXTILE FABRIC TO 
BE PLACED BETWEEN SUBGRADE AND 
GRANULAR BASE AS PER CW 3130

(1000mm x 800mm x 800mm) BLACK 
GRANITE BOULDERS TO HAVE MIN. 
700mm x 600mm FLAT FACE FOR 
ETCHING. INTERPRETIVE CONTENT 
TO BE PROVIDED BY CA

BOULDER TO BE PARTIALLY BURRIED 
TO ENSURE MAX. STABILITY. FLAT 
SURFACE FOR ETCHING TO BE 
APPROX. 15 DEGREE VIEWING ANGLE

ETCHED BOULDERS
Scale: 1:206

12MM THK. x 165MM WIDE GALVANIZED STEEL 
PLATE WRAPPED AROUND TIMBER SIGN, 
WELDED TO STEEL TUBE FRAMES. 
POWDERCOAT BLACK

(1000mm x 1550mm x 2600mm) BLACK GRANITE 
BOULDERS. PARTIALLY BURRIED TO ENSURE 
MAX. STABILITY

COMPACTED SUBGRADE

CONCRETE UNIT PAVERS

200mm DEPTH COMPACTED GRANULAR BASE 
COURSE, 20MM DOWN

NON-WOVEN GEOTEXTILE FABRIC TO BE 
PLACED BETWEEN SUBGRADE AND 
GRANULAR BASE AS PER CW 3130

LASER CUT/ETCHED 
COPPER SHEETS 
WITH INTERPRETIVE 
ARTWORK. 
INTERPRETIVE 
CONTENT TO BE 
PROVIDED BY CA

150MM LEAN CONCRETE BASE FOR PAVERS

150mm DEPTH COMPACTED GRANULAR BASE 
COURSE, 20MM DOWN

2000mm DIA. x 165mm THK. WOOD INTERPRETIVE 
SIGN. 38mm x 89mm (2x4") PRESSURE TREATED 
WOOD TIMBERS TO FORM TWO CIRCULAR 
FACES OF SIGN. STAIN FINISH TO BE SELECTED 
BY CONTRACT ADMINISTRATOR

INTERIOR FRAME AS REQUIRED TO FASTEN 
EXTERIOR TIMBERS AND COPPER ARTWORK

50MM GALVANIZED STEEL ROD INSERTED 
THROUGH DRILLED HOLES IN BOULDER. STEEL 
ANCHOR PLATES FASTENED TO BASE OF 
BOULDER. STEEL BOLTS TO CONNECT ROD TO 
STEEL TUBING. POWDERCOAT BLACK.

SHOP DRAWINGS REQUIRED FOR CUSTOM SIGN 
FABRICATION, STRUCTURE AND FASTENING

165

2000

CUSTOM SIGN DETAILS: FRONT FACE AND PROFILE
Scale: 1:205

SOD ON COMPACTED TOPSOIL. 
REFER TO SPECIFICATIONS

TOPSOIL SUITABLE FOR PLANTING. 
REFER TO SPECIFICATIONS
COMPACTED SUBGRADE

EXISTING SUBSTRATE

75

NOTES:
1. CONTRACTOR TO REPAIR ANY AREAS DAMAGED 
DURING CONSTRUCTION WITH SOD

SOIL AND SOD
Scale: 1:203

600mm x 600mm x 65mm 'BROADWAY' CONCRETE UNIT 
PAVERS IN NATURAL AND ASH. REFER TO L2 FOR 
LAYOUT. C/W ETCHED UNIT PAVERS (24). INTERPRETIVE 
CONTENT TO BE PROVIDED BY CA

76mm x 76mm 4000 SERIES HEAVY DUTY "L" SHAPED 
EDGE RESTRAINT BY CURV-RITE C/W 200mm LONG SPIKE 
@ 300mm O.C. ANCHORED INTO COMPACTED GRANULAR

ADJACENT MATERIAL VARIES

EXISTING SUBSTRATE

150

15mm DEPTH SAND BEDDING COURSE

COMPACTED SUBGRAGE

150mm DEPTH COMPACTED GRANULAR 
BASE COURSE, 20MM DOWN

150mm DEPTH LEAN CONCRETE BASE

POLYMERIC SAND JOINT FILLER

CONCRETE UNIT PAVERS
Scale: 1:201

150 MM DEPTH 
NATURAL MULCH

COMPACTED SUBGRADE

EXISTING SUBSTRATE

SPADED EDGE ALONG 
ALL SODDED EDGES

NON-WOVEN GEOTEXTILE

NATURAL WOOD MULCH DETAIL
Scale: 1:204

CUSTOM 500MM DIA. CAST 
NICKEL BRONZE PLAQUE. SHOP 
DRAWING REQUIRED. PLAQUE 
ANCHORED TO LEAN CONCRETE 
PAVER BASE. 

SHOP DRAWING REQUIRED FOR 
PLAQUE AND ANCHORING.

INTERPRETIVE IMAGERY 
PROVIDED BY CONTRACT 
ADMINISTRATOR. 4 UNIQUE 
DESIGNS ON 4 PLAQUES.

UNIT PAVERS CUT TO FIT 
PLAQUE. EPOXY EDGE OF 
PLAQUE TO PAVERS.

INTERPRETIVE PLAQUE DETAIL
Scale: 1:209
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28
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1828+/-

431+/-

431+/-

CUSTOM TREE GRATES BY 
URBAN ACCESSORIES (OR 
APPROVED EQUAL). STYLE: 
JAMISON, MATERIAL: NICKEL 
BRONZE, FINISH: RAW. 
INSTALLATION/ EXPANSION 
JOINTS PER MANUFACTURER 
SPEC.

CUSTOM OPENINGS TO FIT 
EXISTING TREE TRUNKS AND 
ROOTS. TREE GRATES AND 
FRAMES SHALL NOT TOUCH 
EXISTING TREE OR ROOTS.

SHOP DRAWINGS REQUIRED 
FOR TREE GRATES, FRAMES 
AND ANCHORING.

TREE GRATE SIZED TO FIT 3 
ROWS X 3 ROWS OF PAVERS

1828+/-

FILL OPENING WITH NATURAL 
WOOD MULCH

1828

TREE GRATES DETAIL
Scale: 1:207

60
0

20
0

20
0

200

600mm HT. GALVANIZED STEEL 
FLASHING FASTENED TO EXISTING 
CONCRETE FOUNTAIN, ON ALL 4 SIDES. 
APPROX. LENGTH 21.6M TOTAL (SITE 
VERIFY). HAMMERED TEXTURE, 
POWDERCOAT BLACK

LASER CUT LETTERING ON ALL FOUR SIDES. 
INTERPRETIVE IMAGERY PROVIDED BY 
CONTRACT ADMINISTRATOR

SHOP DRAWINGS REQUIRED FOR FLASHING 
AND FASTENING.

CUSTOM FOUNTAIN FLASHING DETAIL
Scale: 1:2010

CONCRETE UNIT PAVERS ON LEAN 
CONCRETE BASE

NEW BARRIER CURBS. GRADES TO 
BE SET BY AECOM (CONTRACT 
ADMINISTRATOR TO COORDINATE).

REFER TO SD-203A, CW-3240

EXISTING PAVING TO REMAIN

BARRIER CURB
Scale: 1:202

TREE GRATE FRAME
Scale: 1:58

TREE GRATE

TREE GRATE FRAME WITH 
CONCRETE ANCHOR FROM 
URBAN ACCESSORIES (OR 
APPROVED EQUAL). 

SHOP DRAWINGS ARE 
REQUIRED FOR CUSTOM 
TREE GRATES AND/OR 
FRAMES.

CONCRETE UNIT PAVERS

LEAN CONCRETE 
BASE FOR UNIT 
PAVERS

FLASHING PROFILE
Scale: 1:511

GLAVANIZED STEEL WASHERS AND 
BOLTS. SIZE AND PLACEMENT TO 
MATCH EXISTING HARDWARE AND 
DRILL HOLES. POWDERCOAT BLACK 
WASHER AND BOLT HEAD TO MATCH 
NEW FLASHING.

TYP. ANGLED TOP CORNER 
(APPROX. 20 DEGREES) TO MATCH 
EXISTING FLASHING. SITE VERIFY 
SIZE AND ANGLE.

75+/-

25
+/

-

35+/-

EXISTING EXPOSED AGGREGATE 
CONCRETE FOUNTAIN

EXISTING FLASHING 
REFERENCE IMAGE
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THIS DRAWING SHALL NOT BE SCALED. FOLLOW GIVEN DIMENSIONS ONLY.

THE CONSTRACTOR SHALL SATISFY HIM/HERSELF THAT ALL DIMENSIONS AND 
INFORMATION ARE CORRECT.

PRIOR TO THE COMMENCEMENT OF WORK REPORT ANY DISCREPANCIES TO 
THE CONTRACT ADMINISTRATOR.

VARIATIONS AND MODIFICATIONS TO WORK WILL NOT BE ALLOWED WITHOUT 
THE WRITTEN PEMISSION OF THE CONTRCT ADMINISTRATOR.

THIS DRAWING SHALL NOT BE USED FOR CONSTRUCTION PURPOSES UNTIL  
APPROVED BY CONTRACT ADMINISTRATOR AND AUTHORIZED BY OWNER.
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