
CHECK VALVE

CONNECT NEW 300mm PVC WITH FLANGE
TO BELL END OF 90 DEGREE BEND

INSTALL NEW BUTTERFLY
VALVE C/W ELECTRICAL
ACTUATOR. SUPPORT AT BASE
WITH CONNECTION TO WALL

INSTALL NEW 150 MM PVC PIPE WITH
FLANGE CONNECTING TO BUTTERFLY VALVE

SUMP PUMP 4
(P-D935 - SP4)

SUMP PUMP 3
(P-D934 - SP3)

100mm DISCHARGE

100mm DISCHARGE

150mm PVC FOOTING/WEEPING TILE DRAIN

222.46m

227.00m

221.76m

225.74m

225.15m

100mm DISCHARGE

SUMP PUMP 3
(P-D934 - SP3)

SUMP PUMP 4
(P-D935 - SP4)

150mm FOOTING/
WEEPING TILE DRAIN

INSTALL 100mm NOMINAL 45° BEND C/W FLANGE. CONTRACTOR TO
INSPECT AND ASSESS CONNECTION AND PROPOSE WATER TIGHT,
MECHANICALLY SECURE CONNECTION TO EXISTING PIPING TO
CONTRACTOR ADMINISTRATOR FOR REVIEW . INSTALL 100mm
ACTUATED BUTTERFLY AND FLANGES

REMOVE  EXISTING SUMP
PUMP DISCHARGE PIPE

REMOVE EXISTING SUMP
PUMP DISCHARGE PIPE

REMOVE EXISTING BACKWATER VALVE AND PIPE.
REPLACE WITH 150 SCHED 40 PVC PIPE, FLANGES,

ACTUATED BUTTERFLY VALVE AND TERMINAL
BACKWATER VALVE.

ROTATE CLAMP AS NECESSARY,
FOR BEND AND BUTTERFLY INSTALLATION

100mm DISCHARGE

REMOVE EXISTING BACKWATER VALVE AND PIPE.
REPLACE WITH 150 SCHED 40 PVC PIPE, FLANGES,

ELECTRICALLY ACTUATED BUTTERFLY VALVE
AND TERMINAL BACKWATER VALVE.

SUMP PUMP 4
(P-D935 - SP4)

150mm FOOTING/
WEEPING TILE DRAIN

150mm STORM
DISCHARGE

100mm DISCHARGE

100mm DISCHARGE

150mm DRAIN

150mm DRAIN

150mm DRAIN

150mm DRAIN

SUMP PUMP 3
(P-D934 - SP3)

100mm STORM
DISCHARGE

INSTALL 100mm NOMINAL 45° BEND C/W FLANGE.
CAULK IN PLACE. INSTALL 100mm ELECTRICALLY

ACTUATED BUTTERFLY AND FLANGES
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PROVIDE 316 S.S.
ACTUATOR
MOUNTING BRACKET

PROVIDE 316 S.S.
EXTENSION STEM

1372Ø STORM SUMP PIT
INV EL 221.76

150 DRAIN

150 DRAIN

150 DRAIN

10
0 S

TORM D
RAIN

 D
IS

CHARGE

100 WEEPING TILE

10
0 

W
EE

PI
N

G
 T

IL
E
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POWER AND ALARM CABLE TO NEW SUMP
CONTROL PANEL TO BE PROVIDED FROM
EXISTING DBPS POWER PANEL

  

1 DETAIL - EXISTING SUMP PIT AND STORM SUMP PUMPS
 

SUMP PIT PLAN (LOWER)
 1:20

A SECTION
 1:20

SUMP PIT PLAN (UPPER)
 1:20
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THE CITY OF WINNIPEG
WATER AND WASTE DEPARTMENT

WATER TREATMENT PLANT - FLOOD PROTECTION
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BOOSTER PUMP STATION
PROCESS MECHANICAL

STORM SUMP PIT PLAN AND SECTIONS
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MG

JP

MGM

KWF

AS  SHOWN

PDPA ISSUED FOR 30% REVIEW 22/02/25 MG MM
PB ISSUED FOR 30% 22/04/14 MG MM
PC ISSUED FOR 90% 22/07/18 MG MM
PD ISSUED FOR CONSTRUCTION 22/09/07 MG MM

MATTHEW SKINNER

SEPT 8, 2022

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
ORIGINAL SIGNED BY M.P.A GAUDREAU SEPTEMBER 7, 2022


	Sheets and Views
	60650849-SHT-C-0006-006
	PLOT-A3



