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PARK AND OPEN SPACES Drinking Water Station
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WATER STATION PAD LAYOUT
Scale: NTS3

LAYOUT NOTES:
1. DIMENSIONS ARE IN MM
2. THE LAYOUT OF THE DRINKING WATER STATION 
CONCRETE PAD AND THE ASPHALT PATHWAY SHALL 
BE APPROVED BY CONTRACT ADMINISTRATOR PRIOR 
TO CONSTRUCTION

ELKAY OUTDOOR EZH2O
Scale: 1:201
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8 - 12.5mm dia. 
anchor holes

Supply and Install 125mm 
thick reinforced concrete pad 
on 150mm compacted 
granular base (refer to Detail 
2) (3 SM)

Top of asphalt to be flush 
with water station pad and 
existing concrete pad

Supply and Install ELKAY 
OUTDOOR EZH2O water 
station. Install and secure 
to pad as per 
manufacturer's written 
instructions.Refer to Detail 
1 for dimensions

Tie new slab into existing 
w/ 600mm long 10M 
dowels spaced 600mm o/c

WASHROOM

10m Bars Spaced 450 
mm apart. Min. 50mm  
clearance
10M dowel - 600mm 
long at 600mm o/c into 
existing pad

125 mm reinforced CIP 
concrete as per 
SCD-663

CIP PAD AND TIE-IN TO EXISTING
Scale: NTS2

Non-woven geotextile

150mm depth compacted 
granular base

COMPACTED SUBGRADE

PLUMBING/MECHANICAL ROOM PHOTOS

EXISTING 
CONCRETE PAD
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