
TREE TIE: BIODEGRADABLE OR POLYETHYLENE
FABRIC - SEE SPECS.

2- 76 DIA. x 2440 WOOD STAKES

PLANTING MEDIUM

FINISH GRADE

REMOVE BURLAP & WIRE
BASKET FROM TOP 1/3 OF
ROOTBALL
SCARIFY BOTTOM & SIDES OF
TREE WELL TO 150 DEPTH

COMPACTED SUBGRADE
OR FILL
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REMOVE EXCESS SOIL BUILD UP
OVER ROOT FLARE UNTIL FIRST
FIBEROUS ROOTS AT TRUNK ARE
PRESENT & POSITION AT TOP OF
MULCH / FINISHED GRADE

WOOD STAKE
ROOTBALL
TREE TIE

PLAN

TREE PROTECTION: 12.7 SQUARE x 914 HT. 19
GUAGE GALVANIZED HARDWARE CLOTH 12.7

SQUARE OPENING BURRY HARDWARE CLOTH
150 INTO PLANTING MEDIUM FASTEN CLOTH TO

POSTS W/TREE TIES TOP MIDDLE & BOTTOM

SPADE EDGE TO DIAMETER OF
BRANCHES OR 1000 MIN.

75 DEPTH WOOD MULCH
WATERING SAUCER 100 DEPTH

10
2 DECIDUOUS TREE PLANTING

SCALE 1:40

GALV. HARDWARE
CLOTH W/100
OVERLAP AT POSTS

TO CLEAR
ROOTBALL
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PLASTIC TRUNK PRTECTION TO SCD-517
GRANULAR B, TYPE 1 SUB-BASE
TO 98% MDD

COMPACTED SUBGRADE
OR FILL

125 SAND BEDDING COURSE

60
0 
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.

150

150

NON-WOVEN GEOTEXTILE - SEE
SPECS.

100 DIA. PERF. WEEPING TILE
- DAYLIGHT AT WALL END

950-1000 DIA. GRANITE BOULDER
SET 125 BELOW FINISHED GRADE
IN SAND / GRAVEL BEDDING
ENSURE BOULDERS ARE STABLE &
SECURE

TOPSOIL

PARK PATHWAY
CRUSHED LIMESTONE

NOTES:
1. NESTLE BOULDER INTO SAND BEDDING. ENSURE BOULDER IS SET ON A STABLE

SIDE SO IT IS FIXED IN PLACE W/NO MOVEMENT.
2. VERIFY LAYOUT ON SITE W/CONTRACT ADMINISTRATOR PRIOR TO INSTALLATION.
3. PLACE BOULDERS SO THEY ABUT OR STACK ONTO EACH OTHER TIGHTLY &

CONTINUOUSLY AS SHOWN ON THE DRAWINGS. GRIND OFF EDGES &
PROJECTIONS AS REQUIRED TO ENSURE A TIGHT FIT W/NO MOVEMENT.
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1 BOULDER RETAINING WALL

SCALE 1:15

LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW

WATERMAIN

LAND DRAINAGE SEWER
SANITARY/COMBINED SEWER

MANHOLE
CATCH BASIN/CATCH PIT

CURB INLET WITH BOXHYDRO HANDWELL/CABINET
MTS  HANDWELL/PEDESTAL

GAS

SURVEY BAR
FENCE

TREECATV/FIBRE OPTIC
TRAFFIC SIGNALS/PIT

CB LEAD/SSP/DCP

SUBDRAIN
DITCH

PROPERTY LINE

BOC/EDGE OF PAVEMENT

TEST HOLE

ELEVATION
TRAFFIC SIGN

33.000
CONCRETE PAVEMENT

CONC SIDEWALK/MEDIAN
ASPHALT PAVEMENT

PAVING STONE
CABLE CONC. MAT

SOD
RAMP CURBTH-TH-

TOPSOIL
GRANULAR PATH

SALVAGED RIP RAP
CRUSHED LIMESTONE
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LOCATION OF UNDERGROUND STRUCTURES
AS SHOWN ARE BASED ON THE BEST
INFORMATION AVAILABLE BUT NO
GUARANTEE IS GIVEN THAT ALL EXISTING
UTILITIES ARE SHOWN OR THAT THE GIVEN
LOCATIONS ARE EXACT.  CONFIRMATION OF
EXISTENCE AND EXACT LOCATION OF ALL
SERVICES MUST BE OBTAINED FROM THE
INDIVIDUAL UTILITIES BEFORE PROCEEDING
WITH CONSTRUCTION.
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SUPR. U/G STRUCTURES
COMMITTEE
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