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NOTES:

1. NO EXCAVATION FOR RIPRAP PLACEMENT WILL BE

PERMITTED UNTIL THE LOWER ROCKFILL COLUMN

SHEAR KEY HAS BEEN COMPLETELY INSTALLED.

REFER TO THE SPECIFICATIONS FOR OTHER OPEN

TRENCH EXCAVATION LIMITATIONS.

2. ANY GRANULAR MATERIALS REQUIRED BY THE

CONTRACTOR FOR ACCESS RAMP DEVELOPMENT

SHALL BE SUB-CUT RELATIVE TO THE ACCESS

RAMP GEOMETRY SHOWN UNLESS OTHERWISE

ACCEPTED BY THE CONTRACT ADMINISTRATOR

AFTER ACCESS RAMP FIELD FITTING.

3. EXISTING CONCRETE SLABS SHALL BE REMOVED.

REFER TO SPECIFICATIONS FOR DETAILS.

4. SILT FENCES SHALL BE INSTALLED AFTER

CONSTRUCTION OF RIPRAP BLANKET AND SHALL

REMAIN IN PLACE UNTIL VEGETATION HAS

REESTABLISHED.

5. TEMPORARY STOCKPILING OF MATERIALS ON SITE

SHALL NOT BE PERMITTED UNLESS OTHERWISE

ACCEPTED BY THE CONTRACT ADMINISTRATOR.
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