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THE CITY OF WINNIPEG
WATER AND WASTE DEPARTMENT

NORTH END SEWAGE TREATMENT PLANT
DCS MIGRATION

1-0101-ANET-W001 001

NETWORK ARCHITECTURE DIAGRAM
FIBRE RISER - NP-W900
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LEGEND:

CAT6 ETHERNET

OM3 MULTIMODE FIBRE,
QTY OF STRANDS AS INDICATED

CABINET OR EQUIPMENT BOUNDARY

NOTES:
1. ALL PATCH CABLES TO BE CONNECTED IN CROSSOVER

CONFIGURATION.

2. TWO STRANDS FOR SERVER NETWORK.

3. TWO STRANDS FOR ADMIN NETWORK AND TWO STRANDS FOR
SECURITY NETWORK TO BE CONNECTED TO SWITCHES (NOT SHOWN)
PROVIDED BY CITY OF WINNIPEG IT DEPARTMENT.

4. CONNECT ALL ETHERNET PORTS OF SWITCH TO THE ETHERNET
PATCHBAY. FOR CLARITY PURPOSES, NOT EVERY INDIVIDUAL PATCH
CABLE IS SHOWN.

5. UTILIZE PATCHBAY TO CONNECT SWITCHES OF THE SAME NETWORK
AS SHOWN.

6. REMOVE NETWORK A AND B SWITCH CONNECTION IF USING TURBO
RING PROTOCOL. UTILIZE PATCHBAY TO MAKE CONNECTION.
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