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THE CITY OF WINNIPEG
WATER AND WASTE DEPARTMENT

NORTH END SEWAGE TREATMENT PLANT
DCS MIGRATION

1-0101-AUTY-A001 001

AUTOMATION
NEW FIBRE BACKBONE ROUTING

OPTION 1

CR

MM

DA

DA

AS SHOWN
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GENERAL NOTES:

1. ALL NEW FIBRE SHALL BE OM3.

2. RUN FIBRE IN SERVICE TUNNELS WHERE AVAILABLE. BURY CABLE WHERE
ROUTING DOES NOT INCLUDE TUNNELS.

3. REDUNDANT CABLES ARE NOT PERMITTED TO BE RUN IN THE SAME
RACEWAY (CONDUIT, CABLE TRAY, ETC) AS THE PRIMARY CABLE.

4. GREY LINETYPE DENOTES EXISTING.

5. ALL NEW EQUIPMENT AND CABLING IS TO BE PROVIDED AND INSTALLED
BY THE CONTRACTOR UNLESS INDICATED OTHERWISE.

N

LEGEND:

CABLE RUN IN TUNNEL

FIBRE CABLE IN UNDERGROUND CONDUIT

1

2

3

REFERENCE DRAWING

NO. DRAWING TITLE DRAWING NUMBER NO. DRAWING TITLE DRAWING NUMBER

1 BOILER AREA CONTROL ROOM 1-0101-AGAD-B001 9 LEACHATE ROOM 1-0101-AGAD-X001

2 CENTRATE AREA CONTROL ROOM 1-0101-AGAD-C001 10 MAIN SERVER ROOM 1-0101-AGAD-M001

3 DEWATERING AREA CONTROL ROOM 1-0101-AGAD-W001 11 PRIMARY CLARIFIER AREA CONTROL ROOM 1-0101-AGAD-P001

4 DIGESTER AREA CONTROL ROOM 1-0101-AGAD-D001 12 SECONDARY CLARIFIER AREA CONTROL ROOM 1-0101-AGAD-S001

5 GRIT AREA CONTROL ROOM 1-0101-AGAD-G001 13 SUBSTATION SERVER ROOM 1-0101-AGAD-E001

6 HAULED LIQUID WASTE 1 1-0101-AGAD-Y001 14 UV AREA CONTROL ROOM 1-0101-AGAD-U001

7 HAULED LIQUID WASTE 2 1-0101-AGAD-Y002 15 FIBRE LOOP 1-0101-ANET-A001

8 HPO AREA CONTROL ROOM 1-0101-AGAD-R001 16 UNDERGROUND DETAILS 1-0101-AAAA-A002

MAIN PLANT
      SCALE: 1:1000
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METRIC
WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

4

KEYNOTES:

FIBRE PATCH PANEL TO BE INSTALLED FOR FUTURE CONNECTION TO
PARCEL B. FIELD-LOCATE AT END OF TUNNEL ON UPPER LEVEL. FINAL
INSTALLED LOCATION TO BE CONFIRMED AND APPROVED BY CONTRACT
ADMINISTRATOR.

FIBRE CABLE BETWEEN UV AND MAIN (CN-U900-A AND CN-U900-B) TO BE
RUN IN EXISTING DUCT BANK.

APPROXIMATE FIBRE ROUTING.  FIBRE CABLE, HEADWORKS NETWORK
PANEL, AND ALL ASSOCIATED WORK WITHIN CLOUD TO BE SUPPLIED AND
INSTALLED BY OTHERS.

HYDRO-VAC UNDER ROAD IN ORDER TO MINIMIZE TRAFFIC DISRUPTIONS.
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