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JOHNSON AVENUE W INSTALL 1800 CATCH BASIN
AS PER SD-024
#169 #73 #75 #77  #77 #79 #185 #189 #191 RIM 230.420 #97
INV'S ¢250: 228.770 ADJUST MH (S—MH40007942)
#191A CONNECT TO EX 450 CONC CS TO FINISHED GRADE
COMPLETE EPR OF INSTALL 4.9m OF 250 CB LEAD RIM  230.83
S—MA40008678, 450 c/w #150mm REDUCER CAUTION INV E 225.36
OF 6—MH40007942 CHAIN LINK FENCE REMOVE EXISTING CATCH
AS DIRECTED BY BASIN AND ABANDON AND
CONTRACT PLUG EXISTING LEAD
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AS PER SD-024
INSTALL 15m of 150mm
> — INSULATE LONG WATER BARRIER CURB AS DIRECTED RIM 230.440 L INSTALL 6.0m SUBDRAINS  REMOVE EXISTING CURB INLET AND
INV N 8250: 228.790 : CATCH BASIN; ABANDON AND PLUG
SERVICES (TYP.) BY CONTRACT ADMINISTRATOR IN EACH DIRECTION
SEE NOTE 9 | CONNECT TO EX 450 CONC CS AS PER CW 3120 EXISTING CATCH BASIN LEAD
NOTE 6 (TYP) CAUTION INSTALL 4.9m OF 250 CB P
LOW PROPERTY LEAD c/w $200mm REDUCER (TYP.)
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NOTES: |
1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH THE LATEST REVISION OF THE CITY OF WINNIPEG STANDARD 2.49 10.50 | 2.45
CONSTRUCTION SPECIFICATIONS AT TIME OF TENDER. SIDEWALK ROADWAY | SIDEWALK
2. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION. 3.50 3.30 | 3.50 | 0.50
3. ALL ROADWAY DIMENSIONS SHOWN ARE TO BACK OF CURB. : (TYP.)
4. RENEW CURB AND SIDEWALK AS IDENTIFIED BY CONTRACT ADMINISTRATOR. | :
5. CONSTRUCT 150mm REINFORCED CONCRETE ALLEY APPROACHES AND 200mm REINFORCED CONCRETE COMMERCIAL e R e B o8%
APPROACHES WITH 75mm OF GRANULAR A BASE, 300mm-—50mm GRANULAR A SUB—BASE, AND e i I 2 0% \ 53y A= -
SEPARATION /FILTRATION GEOTEXTILE FABRIC AS DIRECTED BY CONTRACT ADMINISTRATOR. l 2 {_/:
6. ALL PRIVATE WALKWAYS TO BE ADJUSTED/RENEWED TO NEW SIDEWALK OR TOP OF CURB ELEVATION, AS REQUIRED. 2 & EXISTING GROUND
_
7. ADJUST ALL WATER VALVES, CURB STOPS, HYDRANTS, MANHOLES, AND CATCH BASINS TO NEW GRADES, AS REQUIRED. REMOVE EXISTING SIDEWALK AND A \
8. MODIFIED BARRIER CURB TO BE CONSTRUCTED AT INTERSECTION RADII AND BACK LANE RADII WHERE R<25m. INSTALL 100mm CONCRETE NN MMA MARKINGS
9. ALL EXISTING LONG WATER SERVICES TO BE INSULATED AS PER SD—018, AS REQUIRED. SIDEWALK AS PER SD—228A e /// AS PER EXX METR'C
10. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT REQUIRE TEMPORARY SUPPORT, REMOVAL OR REPLACEMENT, (TYP.) (TYP.)
TO BE DONE SO AT THE EXPENSE OF THE CONTRACTOR AS NECESSARY. L == ‘7‘ ‘ ‘7‘ ‘ ‘7m7‘ ‘ ‘7‘ ‘ ‘7‘ ‘ ‘ ‘ ‘ ‘—‘ ‘ ‘—‘ ‘ ‘—‘ =y W WHOLE NUMBERS INDICATE MILLIMETRES
11. CONTRACTORS TO TAKE PRECAUTIONARY STEPS TO PROTECT EXISTING TREES WITHIN THE LIMITS OF CONSTRUCTION Z o s e H\—H\—H\—F—H\—H ===} Z BARRIER CURB DECIMALIZED NUMBERS INDICATE METRES
FROM DAMAGE FROM CONSTRUCTION ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS. S ‘mmm”HHHH—W—W— =L HH‘W > (180mm REVEAL)
12. ALL BOULEVARDS TO BE SODDED UNLESS OTHERWISE NOTED. e =l - = AS PER SD—204
L O|l | 230 PLAIN-DOWELLED CONCRETE H o
13. WATER MAIN, STREET LIGHTS, AND TRAFFIC SIGNALS TO BE RENEWED. REFER TO THEIR RESPECTIVE TENDER DRAWINGS. 5 Ol = T00—GRANULAR A BASE COURSE 5 (TYP.) s s ENGINEERS
—— WATER MAIN . #1171 CIVIC ADDRESS @ 0.45 150—50 GRANULAR A SUB BASE 0.75 & — ﬂiﬂﬁ%guﬂsm
: GEO—GRID -
— | LAND DRAINAGE SEWER |————m — o IRON BAR z (TYP.) 300—100 GRANULAR A SUB BASE (TYP.) 1;’0 SUB DRAIN o/ Certificate of Authorization
——————| WASTE WATER SEWER |=———— = — —s HYDRO POLE & LIGHT STANDARD SEPARATION GEOTEXTILE FABRIC STONE AND DR Al<l:\l A‘%E
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—_—— HYDRO o0— / e |LIGHT STANDARD OR TRAFFIC SIGNAL| e—s e FABRIC AS PER SD—245 .
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