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1 SECTION - SIDEWALK
: 1:30L2.2

CURB - SEE CIVIL

CIP CONC. SIDEWALK OVER AGGREGATE
BASE COURSE & COMPACTED SUBGRADE

+/-280 WIDE INDICATOR STRIP - 3 ROWS
OF PAVERS
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2 SECTION AT WATERFRONT - NORTH
: 1:10L2.2 SCALE

3 SECTION AT WATERFRONT - SOUTH
: 1:10L2.2

BORDER PAVER ROWS

1 ROW CLAY PAVER DARK IRONSPOT
1 ROW HOLLAND 6CM SQUARE PAVER BUFF

1 ROW CLAY PAVER DARK IRONSPOT
1 ROW HOLLAND 6CM PAVER NATURAL

ON15 BEDDING SAND & 76 DEPTH BLOCKOUT

CURB - SEE CIVIL

BEDDING SAND (BOTTOM)
JOINT SAND (JOINTS)

CIP CONC. SIDEWALK BLOCKOUT

76

MUNIC PAVERS FROM STOCKPILE
ENSURE SMOOTH TRANSITION

CURB - SEE CIVIL

BEDDING SAND (BOTTOM)
JOINT SAND (JOINTS)

1 ROW CLAY PAVER DARK IRONSPOT
1 ROW HOLLAND 6CM PAVER BUFF

1 ROW CLAY PAVER DARK IRONSPOT
1 ROW HOLLAND 6CM PAVER NATURAL

ON15 BEDDING SAND & 76 DEPTH BLOCKOUT

1 ROW HOLLAND 6CM PAVER NATURAL
3 ROWS CLAY PAVER DARK IRONSPOT

ON15 BEDDING SAND & 76 DEPTH BLOCKOUT

CIP CONC. SIDEWALK
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SCALE

4 SIDEWALK INDICATOR STRIP
: 1:10L2.2

NOTE: SIDEWALK INDICATOR STRIP BLOCKOUTS MUST BE IN DIRECT & CONTINUOUS
ALIGNMENT WITH APPROACH INDICATOR STRIP BLOCKOUTS.
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+/- 280 0R 371 to suit paver+/-280 to suit paverCIP CONC. SIDEWALK

BEDDING SAND (BOTTOM)
JOINT SAND (JOINTS)

3 ROW CLAY PAVER DARK
IRONSPOT RUNNING BOND ON 16

BEDDING SAND 73 DEPTH
BLOCKOUT

SCALE

5 HEAVY DUTY INDICATOR STRIP
: 1:15L2.2
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+/-315 to suit paver+/-315 to suit paver

PAVEMENT - SEE CIVIL

NOTE: SIDEWALK INDICATOR STRIP BLOCKOUTS MUST BE IN DIRECT & CONTINUOUS
ALIGNMENT WITH APPROACH INDICATOR STRIP BLOCKOUTS.

DRAIN - SEE CIVIL

BEDDING SAND (BOTTOM)
JOINT SAND (JOINTS)

2 COURSE BROADWAY PAVER
MAHOGANY RUNNING BOND
ON 25 BEDDING SAND & 125

DEPTH BLOCKOUT
150 150

SCALE

6 LIGHT STANDARD CONC. PILE
1:20L2.2
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500 DIA. CONC. PILE TO
CW3310

R/W 6-15M VERT.BARS

PVC CONDUIT

10M @ 300 C/C

BOND BREAKER B/T PILE
& SIDEWALK

CIP CONC. SIDEWALK

WASHINGTON KLEIN LIGHT
STANDARD, BASE PLATE &
BOLT PATTERN & ANCHOR
BOLTS - SEE ELECTRICAL

ANCHOR BASE - SEE
ELECTRICAL

SCALE

10 TRIPOD
1:20L2.2

RAISED CIP CONC. SIDEWALK 403 DIA.

CONC. SIDEWALK

TOP VIEW

SECTION BELOW CNC-CUT PLATE
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6 ea. 13mm DIA. x 250mm STAINLESS STEEL
ANCHOR BOLTS

BOLT PATTERN

3-152 x 76 x 9 STEEL FLAT BAR

3-1141or 953 x 76 x 9 STEEL FLAT BAR

25 O.D. x 76 SCHED 40 PIPE EYE
PIECE NOTE: 6 WILL BE FROM

STOCKPILE AND 2 WILL BE NEWLY
FABRICATED FOR THIS PROJECT

R139

61 61
73 x 25 x 35 SQUARE TUBE

279 DIA x 9 STEEL FLAT BAR
ROUND PLATE  W/CNC-CUT

LETTERS
GRAPHIC TO BE PROVIDED BY

CONTRACT ADMINISTRATOR

800

3-152 x 76 x 9 STEEL FLAT BAR

EDGE OF RAISED CIP CONC.
SIDEWALK

152 x 102 x 6 THK. STEEL FLAT BAR
CNC-CUT SILHOUETTE W/6 THK. BASE
PLATE. NOTE: 6 WILL BE FROM STOCKPILE
AND 2 WILL BE NEWLY FABRICATED FOR
THIS PROJECT & GRAPHIC TO BE
PROVIDED BY CONTRACT
ADMINISTRATOR

15
0

NOTE: ALL STEEL TO BE PAINTED
W/PRIMER AND COATED W/SATIN BLACK
URETHANE - SEE SPECS.

116 x 25 x 35 SQUARE TUBE

16 x 9 THK. STEEL FLAT BAR
SUPPORT

6 THK. STEEL FLAT PLATE
TRIANGULAR SUPPORT
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468

RETAIN EXIST. PLANTING MEDIUM
MOUND
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EXIST. CONC. SIDEWALK

INDICATOR STRIP 3 COURSE
RUNNING BOND DARK IRONSPOT
ENDICOTT PAVER ON 16 BEDDING
SAND & JOINT SAND. RE-USE
EXIST. PAVERS

FILL VOID TO UNDERSIDE OF
VAULT COVER W/COMPACTED
PLANTING MEDIUM

EXIST. CONC. VAULT COVER

FILL TREE OPENING VOID W/BLACK
GRANITE MULCH

CLEAR & GRUB EXIST. TREE - SEE
SPECS.

SCALE

7 CLEAR & GRUB TREE DETAIL
: 1:30L2.2
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SCALE

8 TREE REPLACEMENT - TREE GRATE
: 1:30L2.2
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COMPACTED PLANTING MEDIUM MOUND

PLANTING MEDIUM

MAINTAIN / RE-SET EXIST. GEOTECH ON
OUTSIDE WALL OF TREE WELL

CAST IRON TREE GRATE OVER
GALVANIZED FRAME. RE-USE EXISTING

EXIST. CONC. SIDEWALK OR CURB

REMOVE EXCESS SOIL BUILD UP OVER
ROOT FLARE UNTIL FIRST FIBEROUS ROOTS
AT TRUNK ARE PRESENT & POSITION AT
BOTTOM OF FINISHED GRADE IN TREE WELL

CLEAR & GRUB EXIST. TREE & REPLACE
W/NEW TREE
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280
EXIST. CONC. SIDEWALK

INDICATOR STRIP 3 COURSE
RUNNING BOND DARK IRONSPOT
ENDICOTT PAVER ON 16 BEDDING
SAND & JOINT SAND. RE-USE
EXIST. PAVERS

CLEAR & GRUB EXIST.
TREE & REPLACE

W/NEW TREE

SCALE

9 TREE REPLACEMENT - TREE VAULT
: 1:30L2.2

374
1120

CONC. VAULT COVER
RE-USE EXISTING

COMPACTED PLANTING MEDIUM MOUND

PLANTING MEDIUM

MAINTAIN / RE-SET EXIST. GEOTECH ON
OUTSIDE WALL OF TREE WELL

REMOVE EXCESS SOIL BUILD UP OVER
ROOT FLARE UNTIL FIRST FIBEROUS ROOTS
AT TRUNK ARE PRESENT & POSITION AT
BOTTOM OF FINISHED GRADE IN TREE WELL
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LOCATION OF UNDERGROUND STRUCTURES AS
SHOWN ARE BASED ON THE BEST INFORMATION
AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL
EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN
LOCATIONS ARE EXACT CONFIRMATION OF
EXISTANCE AND EXACT LOCATION OF ALL SERVICES
MUST BE OBTAINED FROM THE  INDIVIDUAL UTILITIES
BEFORE PROCEEDING

LOCATIONS APPROVED
UNDERGROUND STRUCTURES

NOTE:
These design documents are prepared solely for the use by the party with whom the design professional  has entered into a contract and there are
no representations of any kind made by the design professional to any party with whom the design professional has not entered into a contract.
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