
DECIDUOUS TREE PLANTING2 HERBACEOUS PLANTING4
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SPACING AS PER
PLANTING PLAN
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100mm DEPTH MULCH AS
SPECIFIED REDUCE DEPTH
AROUND PLANT

PRUNE TO REMOVE DEAD
OR BROKEN BRANCHES

FINISH GRADE - SEE LAYOUT
PLAN FOR ADJACENT SURFACE

PLANTING SOIL MEDIUM - SEE
SPECIFICATIONS; SOIL TO BE
COMPACTED AND WATERED TO
ELIMINATE AIR POCKETS

CLEAN, SHARP EDGE AROUND
PLANTING BED

UNDISTURBED OR COMPACTED
SUBGRADE

REMOVE POT WITHOUT
BREAKING ROOT BALL

SCARIFY SIDES PRIOR
TO PLANTING
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100mm DEPTH MULCH
REDUCE TO 50mm AROUND
SHRUB

PLANTING SOIL MEDIUM -
SEE SPECIFICATIONS;
SOIL TO BE COMPACTED
AND WATERED TO ELIMINATE
AIR POCKETS

PLACE TOP OF ROOTBALL
FLUSH WITH FINISED GRADE

UNDISTURBED OR
COMPACTED SUBGRADE

300 MIN.

PRUNE TO REMOVE DEAD
OR BROKEN BRANCHES

SHRUB PLANTING - CONTINUOUS BED3

FINISH GRADE - SEE LAYOUT
PLAN FOR ADJACENT SURFACE

NOTES:
1. PLANTING BED PREP , EXCAVATION AND

INSTALLATION TO BE DONE BY CONTRACTOR.
2. HERBACEOUS PLANTINGS AS NOTED ON PLANTING

PLAN TO BE SUPPLIED AND INSTALLED BY
DOWNTOWN WINNIPEG BIZ.

REMOVE POT/CONTAINER WITHOUT
BREAKING ROOTBALL, CUT ROOTS
THAT ARE POTBOUND (BY OTHERS)

PLACE TOP OF ROOT BALL FLUSH WITH
FINISH GRADE (BY OTHERS)
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EXISTING PUBLIC
WASHROOM

BUILDING

EXISTING
DOWNSPOUT

CIP CONCRETE PAVING & CITY
OF WINNIPEG STANDARD
DETAIL SCD-662A FOR
THICKENED EDGE

UNDISTURBED OR COMPACTED
SUBGRADE TO 98% SPD

150mm Ø PERFORATED SUBDRAIN
SURROUNDED BY 19mm CLEAR STONE,
CONTINUOUSLY WRAPPED IN
GEOTEXTILE, SEE CIVIL
EXISTING SUBGRADE
(DO NOT COMPACT)

50mm Ø CLEAR STONE
FILTER FABRIC

50mm MULCH LAYER

BIORETENTION
GROWING MEDIUM
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RAIN GARDEN1

315

L0.00
1

SHRUB AND HERBACEOUS PLANTING
TO BE SUPPLIED BY CONTRACTOR
AND INSTALLED BY OWNER
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200

SHRUB PLANTING BED, REFER TO
DETAIL 3 / L501 AND LANDSCAPE PLAN

FOR ADJACENT SURFACE

5mm THICK ALUMINUM EDGE
RESTRAINT WITH 300mm STEEL
LANDSCAPE SPIKE 300mm O.C.

STABILIZED AGGREGATE

UNDISTURBED OR COMPACTED
SUBGRADE TO 98% SPD

COMPACTED GRANULAR
SUB-BASE (50mm) AS PER CITY

OF WINNIPEG STANDARD

COMPACTED GRANULAR BASE
(20mm) AS PER CITY OF

WINNIPEG STANDARD

STABILIZED AGGREGATE PAVING5

CONCRETE PAVING, REFER
TO DETAIL 1 / L500

5mm THICK ALUMINUM EDGE
RESTRAINT WITH 300mm STEEL
LANDSCAPE SPIKE 300mm O.C.
STABILIZED AGGREGATE

UNDISTURBED OR COMPACTED
SUBGRADE TO 98% SPD

COMPACTED GRANULAR
SUB-BASE (50mm) AS PER CITY
OF WINNIPEG STANDARD

COMPACTED GRANULAR BASE
(20mm) AS PER CITY OF
WINNIPEG STANDARD
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STRUCTURAL SOIL, 900mm
DEEP SOIL TRENCH
COMPACTED TO 95% SPD

DECIDUOUS TREE PLANTING,
REFER TO DETAIL 2 / L501

STABILIZED AGGREGATE SURFACING - TYPE 1

STABILIZED AGGREGATE SURFACING - TYPE 2

± 1200 WIDTH
REFER TO NOTE 1

NOTE:
1. WIDTH OF TREE PIT IN STABILIZED

AGGREGATE AREA TO BE CONFIRMED ON SITE
WITH LANDSCAPE ARCHITECT UPON DELIVERY
OF TREE STOCK ON SITE.
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