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PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.

THE CITY OF WINNIPEG
Planning, Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, (R3C 4X5)
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As Shown

November 2023 MANAGER,
PLANNING AND LAND USE DIVISION

Yale Avenue Park
DRAWING TITLE

Y.1-B5
Details

SITE ADDRESS

DATEMANAGER,
PARK AND OPEN SPACES Playground Redevelopment

06
-0

1-
23

 T
em

pl
at

e.
m

cd
   

 M
on

da
y,

 J
an

ua
ry

 2
3,

 2
00

6

BID OPPORTUNITY NO.

949-2023336 Yale Ave. W

200mm depth 19mm (3/4") Down 
Compacted Granular Base on 
Geogrid/Geotextile Composite 

Permaloc 2.25" Structuredge 
Aluminum Paver Restraint w/ 10" 
Spiral Spike

Granular Paving as per SCD-646. 
Build Up Granular Material as 
Required to Allow Paver Restraint 
to Sit Flush With Top of Pavers 

Re-lay Salvaged Pavers on 
25mm (1") Depth Bedding Sand. 
Pavers to be Cut No Smaller 
than 1/2 of a Whole Unit.

Salvaged Paving Stone 
Scale: 1:202

Compacted Subgrade

38x140mm (2"X6") PT 
Lumber Between Cap 
and Timber

Double Tier Timber Edging w/ 
Cap on Subbase and 
Geotextile as per SCD-651A

Mitre End Caps at 
Accessible Entrance

Finished Grade to be Flush 
w/ Accessible Entrance, 
6mm Tolerance, Max.

Accessible Entrance
Scale: 1:204
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1.83 O/C TYP

150 X 150mm PT Post

3660mm (12') Long 38 X 
190mm (2"x8") Boards. 
Alternate Alignment of Board 
Ends Row over Row.

300mm Dia. Hole Backfilled 
with 19mm (3/4") Crushed 
Limetsone Down Installed in 
Lifts and Tamped
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Timber Fence Detail
Scale: 1:501

Finished Grade 86
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150 X 150mm PT Post

38 X 190mm (2"x8") Boards to be 
Installed on Street Side of Fence

2 x 100mm Structural Screws 
per Board on Each Post

Timber Fence Detail
Scale: 1:203

75

Timber Planter Detail 1
Scale: 1:205

140 X 140mm (6"x6") PT 
Timber. Lap Timbers at 
Corners and Pin with Spikes

12mm dia. X 250mm Spike @ Max. 
1200mm o.c. and at all Joints

19mm dia. X 500mm Rebar @ Max 
1200mm o.c. and at all Joints. 

75mm Depth X 300mm Wide 
19mm Down Crushed Granular 
Base on Non-Woven Geotextile

Salvaged Paving Stone as 
per Detail 2/Y.1-B4

Existing Subgrade

140 X 140mm (6"x6") PT 
Timber 3 Tiers High

12mm dia. X 250mm Spike 
@ Max. 1200mm o.c. and at 
all Joints.

19mm dia. X 500mm 
Rebar @ Max 1200mm 
o.c. and at all Joints. 

75mm Depth X 300mm 
Wide 19mm Down Crushed 
Granular Base on 
Non-Woven Geotextile

Salvaged Paving Stone and 
Base as per Detail 2/Y.1-B4

Existing SubgradeTimber Planter Detail 2
Scale: 1:206

NOTES
1. END CUTS OF TIMBERS TO BE TREATED WITH 

APPROPRIATE ABOVE GROUND (CLEAR) OR BELOW 
GROUND PRESERVATIVES SUITABLE FOR OUTDOOR 
APPLICATIONS.


