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APPENDIX ‘I’ – TEMPORARY TRAFFIC CONTROL SIGNAGE DRAWINGS 

 
 
TEMPORARY TRAFFIC CONTROL SIGNAGE DRAWINGS FOR: 
 

St. Johns Avenue/Anderson Avenue Alley from Main Street to Fowler Street – Asphalt Pavement 
Reconstruction 
Charles Street from Church Avenue to Machray Avenue – Asphalt Pavement Reconstruction 
Church Avenue from Charles Street to Main Street – Asphalt Pavement Reconstruction 
Cochrane Street from End to Lansdowne Avenue – Concrete Pavement Rehabilitation 
Lansdowne Avenue from Main Street to St. Cross Street – Concrete Pavement Rehabilitation 
Luxton Avenue from St. Cross Street to End – Asphalt Pavement Reconstruction 
Machray Avenue from Aikins Street to Main Street – Asphalt Pavement Reconstruction 
McAdam Avenue from End to Scotia Street – Concrete Pavement Rehabilitation 
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ALL TRAFFIC SIGNAGE AND TEMPORARY TRAFFIC CONTROL TO CONFORM WITH THE LATEST

REVISION OF THE CITY OF WINNIPEG MANUAL OF TEMPORARY TRAFFIC CONTROL ON CITY STREETS

CONTRACTOR SHALL MAINTAIN SAFE PEDESTRIAN ACCESS AND CROSSINGS. WHERE SIDEWALKS

ARE LOCATED ON BOTH SIDES OF THE STREET, CONTRACTOR MUST MAINTAIN PEDESTRIAN

ACCESS ON ONE SIDE AT ALL TIMES.

PARKING TO BE REMOVED AT TIME OF CONSTRUCTION.

ADVANCED SIDEWALK CLOSURE SIGNS MUST BE DISPLAYED IN THE FIELD AS PER FIGURE 25 IN THE MTTC
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ALL TRAFFIC SIGNAGE AND TEMPORARY TRAFFIC CONTROL TO CONFORM WITH THE LATEST

REVISION OF THE CITY OF WINNIPEG MANUAL OF TEMPORARY TRAFFIC CONTROL ON CITY STREETS

CONTRACTOR SHALL MAINTAIN SAFE PEDESTRIAN ACCESS AND CROSSINGS. WHERE SIDEWALKS

ARE LOCATED ON BOTH SIDES OF THE STREET, CONTRACTOR MUST MAINTAIN PEDESTRIAN

ACCESS ON ONE SIDE AT ALL TIMES.
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