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GENERAL NOTES

3.

2.

1.

5.

REMOVE EXISTING PAVEMENT AND CONSTRUCT NEW 125mm ASPHALT
PAVEMENT AS PER CROSS SECTION
CONSTRUCT NEW CONCRETE BARRIER CURB FOR ASPHALT PAVEMENT
(SD-200A, 400MM CURB HT.)
RENEW EXISTING 100mm CONCRETE SIDEWALK (SD-228A)

INSTALL NEW 1800 CATCH BASIN WITH CURB & GUTTER INLET (SD-024)
CONNECT TO EXISTING 300mm COMBINED SEWER WITH 4.0m - 250mm Ø PVC
PIPE AS PER CW 2130
INSTALL 6m SUB DRAINS (SD-245) AND CONNECT TO CATCH BASIN. CAP ENDS
AS PER CW 3120

4. CONSTRUCT NEW CURB RAMP (SD-229D)

INSULATE WATER SERVICE AS PER SD-018
INSTALL NEW FRAME AND SOLID COVER (AP-006, AP-007) AND ADJUST TO
GRADE
REGRADE INTERLOCKING PAVING STONES AND SIDEWALK BLOCKS
REPLACE 100mm CONCRETE PRIVATE WALK
MILL EXISTING ASPHALT AND PLACE NEW ASPHALT OVERLAY (40mm TYP.)

6.

7.
8.

9.

REMOVE EXISTING APPROACH AND CONSTRUCT NEW 150mm REINFORCED
CONCRETE APPROACH (SD-202B, SD-235, SD-237) LIP CURB FOR ASPHALT
PAVEMENT TO BE POURED INTEGRAL
REMOVE EXISTING PAVEMENT AND CONSTRUCT NEW 150mm REINFORCED
CONCRETE PAVEMENT
CONSTRUCT 150mm CONCRETE ISOLATION (SD-220D)
REMOVE EXISTING CATCH BASIN
INSTALL TYPE B PAVEMENT REPAIR FABRIC

PAVEMENT DIMENSIONS ARE TO BACK OF CURBA.
ALL CURB RADII UNDER 15.0m SHALL BE MODIFIED (SD-203B)
PAVEMENT REPAIRS ARE A REPRESENTATIVE SAMPLE OF THE TENDERED
QUANTITIES
CURB REPLACEMENT AS DIRECTED BY CONTRACT ADMINISTRATOR
ASPHALT TIE-IN LIMITS TO BE DETERMINED IN FIELD BY CA
ADJUST ALL WATER VALVES AND CURB STOPS TO GRADE
CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE
FIELD PRIOR TO CONSTRUCTION

CONSTRUCTION NOTES

ABANDON EXISTING CATCH BASIN AND DRAINAGE INLET AS PER CW 213017.
ABANDON EXISTING CATCH BASIN AS PER CW 213018.

16.
15.
14.

13.

12.
11.
10.

INSTALL NEW CATCH PIT WITH CURB AND GUTTER INLET FRAME (SD-023), AND
CONNECT TO EXISTING CATCH BASIN WITH 250mm Ø PVC PIPE AS PER CW
2130

19.

H. ALL WATER SERVICES WITHIN THE LIMITS OF THE RECONSTRUCTION SHALL
BE INSULATED AS PER SD-018

WATER SERVICE INSULATION

WOOD FENCE

ISSUED FOR TENDER

20. INSTALL NEW CATCH PIT WITH CURB AND GUTTER INLET FRAME (SD-023), AND
CONNECT TO NEW CATCH BASIN WITH 250mm Ø PVC PIPE AS PER CW 2130

B.
C.

D.
E.
F.
G.

I. NON - VIBRATORY COMPACTION WITHIN 5.0m OF 600 FEEDERMAIN
AND NO SUB-GRADE COMPACTION
REFER TO SPECIFICATION E20. ROADWORKS IN CLOSE PROXIMITY TO A
FEEDERMAIN OF THE TENDER DOCUMENT
REFER TO SPECIFICATION E3. MANITOBA HYDRO ALLOWABLE EXCAVATIONS
AROUND EXISITNG POLES OF THE TENDER DOCUMENT

J.
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NOTE 1

NOTE 2 (TYP.)

NOTE 3 (TYP.)

10.76

9.94 NOTE 4 (TYP.)

NOTE 5, 6
RIM ELEV. 230.199

SUBDRAIN ELEV. 229.329
CB INV. ELEV. 228.569
CS INV. ELEV 227.352

NOTE 20

ASPHALT
OVERLAY LIMIT

RECONSTRUCTION LIMIT

NOTE 7

NOTE 8, 14 (TYP.), 16 (TYP.)
ASSET #MH00013873

RIM ELEV. 230.542
N. INV. ELEV. 227.790
E. INV. ELEV. 226.460
S. INV. ELEV. 226.460

NOTE 8
ASSET #MH00013877

REPLACE CONCRETE RISER RINGS
FROM 0.00m TO 0.45m

RIM ELEV. 230.656
N. INV. ELEV. 227.790

NOTE 10 (TYP.)

NOTE 11

NOTE 12

REMOVE EXISTING
 APPROACH

NOTE 17

NOTE 18REMOVE EXISTING
CONCRETE SIDEWALK

NOTE 19
NOTE 8

RECONSTRUCTION LIMIT

ASSET #MH00013941
RIM ELEV. 230.771
N. INV. ELEV. 227.840
S. INV. ELEV. 226.460
 W. INV. ELEV. 227.100

ASSET #MA00015593
EPR 4.4m - 300mm PVC PIPE AND RENEW ONE
PRIVATE SERVICE CONNECTION
FROM 28.0m TO 32.4m
AS PER CW 2130

ASSET #CL00015697
ABANDON AND PLUG
EXISTING 300mm SEWER SERVICE
FROM 47.0m TO 55.0m
300mm CS INV. ELEV. 227.258 1.

50

WORK TO BE COMPLETED
WITH CHURCH AVENUE

SEE SE-24-33

TYPICAL CROSS SECTION A
N.T.S.

100mm - TOPSOIL & SOD

150mm - SUITABLE MATERIAL

150mm - 50mm SUB BASE
MATERIAL - GRANULAR B

RECYCLED CONCRETE

20M DEFORMED TIE BAR 600mm LONG

180mm CURB HEIGHT REVEAL

2 - 19.1mm DOWELS AT TRANSVERSE JOINTS

2 - 10M LONGITUDINAL  DEFORMED BARS

BARRIER CURB FOR
ASPHALT PAVEMENT

(SD-200A)

0.31 1.50 4.50

0.45 3.7500

0.301.504.50

0.453.75

7.50

20.117

RENEW EXISTING 150mm REINFORCED
CONCRETE PAVEMENT

NOTES:
REFER TO SPECIFICATION E16. CONSTRUCTION OF BARRIER CURB FOR ASPHALT PAVEMENT  OF THE TENDER DOCUMENT
TRANSVERSE JOINT SAW CUT EVERY 3.0m TO A MAXIMUM DEPTH OF 25mm

SD-200A PLAN VIEW
N.T.S

INSTALL TYPE B
PAVEMENT REPAIR

FABRIC (TYP.)
AS PER SD-220D

CAUTION: 600 PCCP
FEEDER MAIN

ABANDONED WM

NOTE 6
INSTALL NEW 1800 CATCH BASIN

WITH FRAME AND SOLID COVER (SD-025)
AND CONNECT TO 600mm SRS WITH - 250mm PVC

PIPE AS PER CW 2130
RIM ELEV. 230.235

SUB DRAIN ELEV. 229.365
CB INV. ELEV. 228.605

SRS INV. ELEV. 225.369 ASSET #MH00013960
RIM ELEV. 230.720

N. INV. ELEV. 225.490
S. INV. ELEV. 225.480
E. INV. ELEV. 225.650

ASSET #MH00013872
RIM ELEV. 230.635

N. INV. ELEV. 225.240
E. INV. ELEV. 225.300
S. INV. ELEV. 225.260

CONNECT EXISTING 300mm CB LEAD
TO 600mm SRS WITH 3.0m - 300mm PVC PIPE
AS PER CW 2130
CB LEAD INV. ELEV. 227.430
600mm SRS INV. ELEV. 225.381

0.60

RECONSTRUCTION
LIMIT

ABANDONED 72 KV
DO NOT DISTURB


