GRANT AVENUE - WESTBOUND CONSTRUCTION NOTES:

233.0 233.0

WB MEDIAN GUTTER EX. WB LEFT TURN 1. ISOLATE MISCELLANEOUS ITEMS IN NEW CONCRETE WORKS AS
(CONTROL LINE) LANE GUTTER | 2329 PER SD-228C.

STA = 1+542.04 WB MEDIAN GUTTER EX. BACK OF '

STA = 1+530.01 ELEV = 232.694 LEFT TURN TO HARROW NORTH SIDEWALK

232.8 )
STA = 1+512.91 ELEV= 232849

ELEV = 232.605 STA = 1+542.04
ELEV = 232.639

232.9

2.  ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH LATEST
232.8 REVISION OF THE CITY OF WINNIPEG STANDARD CONSTRUCTION
’ SPECIFICATIONS.

STA = 1+577.08
ELEV = 232.606 232.7 3. LEGAL PLAN AND UNDERGROUND INFORMATION FROM CITY OF

BACK OF NORTH WINNIPEG LBIS. CONTRACTOR TO VERIFY ALL UNDERGROUNDS IN

SIDEWALK THE FIELD.
232.6

232.7

EX. WB MEDIAN GUTTER

232.6
0. 25% 4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO AVOID DAMAGE
FROM CONSTRUCTION ACTIVITIES TO TREES WITHIN THE LIMITS OF

232.5 CONSTRUCTION.

0.26% . P

2325 043% 2

_  -0.45%

5. LOCATION OF EXISTING SERVICES TO BE CONFIRMED IN THE FIELD

232.4 ‘ \'-0'410/4“ 58%|  232.4 BY THE CONTRACTOR.

STA = 1+529.98

o —
) 6. INSTALL CB LEADS AT MIN. 1.0% SLOPE OR AS DIRECTED BY THE
232.3 ELEV = 232.584 STA = 14542 04 -0.41% 232.3 CONTRACT ADMINISTRATOR.
-1+ ELEV = 232.529
232 2 STA = 1+512.90 232 2 7. CONTRACTOR TO CONFIRM EXISTING LEAD INVERT ELEVATIONS
WB NORTH GUTTER

ELEV = 232.510 STA = 1+577.08 : PRIOR TO INSTALLATION.
ELEV = 232.532

232.1 232.1 8. ALL DIMENSIONS ARE TO BACK OF CURB.

EX. WB NORTH GUTTER 9. LIMITS OF CURB AND SIDEWALK RECONSTRUCTION TO BE
232.0 232.0 FINALIZED IN THE FIELD BY THE CONTRACT ADMINISTRATOR.

10. ADJUST ALL WATER VALVES, MANHOLES, CATCH BASINS, CATCH
PITS AND WATER SHUT OFF VALVES TO GRADE.

GRANT AVENUE - EASTBOUND
EX. EB LEFT TURN BACK OF SOUTH 11. ALL PRIVATE WALKWAYS TO BE ADJUSTED TO NEW SIDEWALK OR

EB MEDIAN GUTTER LANE GUTTER STA = 1452000 SIDEWALK STA = 1455137 233.0 TOP OF CURB ELEVATION, AS REQUIRED.
ELEV = 232.678 STA = 1+542.37 ELEV = 232.571

EX. BACK OF (CONTROL LINE) 12. STREET LIGHT STANDARDS, HYDRO POLES AND ANCHORS THAT

SOUTH SIDEWALK EX. EB MEDIAN GUTTER STA = 1+520.00 STA =1+530.00 ELEV = 232.634 232.9 REQUIRE TEMPORARY SUPPORT, REMOVAL OR REPLACEMENT,
STA = 1+479.44 32 ba3 ELEV = 232.648 ARE TO BE DONE AT THE EXPENSE OF THE CONTRACTOR, AS
232.8 EB LEFT TURN ELEV = 232516 | FLEV = 2320 232.8 NECESSARY.
-0.
STA = 1+450.00 LANE GUTTER B -0.00% /\ =82% 13. FOR ROAD RECONSTRUCTIONS, INSTALL 6 m OF 150 mm SUBDRAIN
232.7 ELEV = 232.409 STA = 1+479.44 0T% __—— —— 232 7 TO CATCH BASINS IN BOTH DIRECTIONS PARALLEL TO ROADWAY
. 1%, _

233.0

232.9

ELEV = 232.481 - 0.06% -0.11% ’b\’?} — AS PER SD-245 AND CAP ENDS.

232.6 ——— 232.6 14. FOR ROAD RECONSTRUCTIONS, ALL WATER MAINS AND SERVICES

STA = 1+450.00
ELEV = 232.400

. 60 0 \
a— 00/0 . 0 /0 i ~ / .
e e — 0.4 e \ L 190/ - _ ——— NEED TO BE INSULATED. ADDITIONALLY, ALL CATCH BASINS,

— — ° — . - S —— —

-_— o e— T -_— T— \’é~ 0. 76% t — T —— MANHOLES AND LEAD PIPES LOCATED WITHIN 2.0 m OF A

0.36% — . — e ——— \\\\ — . T—-0.29%—___-0.469 232.5 RESIDENTIAL SERVICE MUST BE INSULATED TO PROTECT THE
= IS — ° o — SERVICE FROM POTENTIAL FUTURE FREEZING.

—— o, 2= STA = 1+530.00 -~ —_
— . —
2324 |~ = ——— FrEvH—23o588 e ———— 2324 15. FOR ROAD RECONSTRUCTIONS, CURB REVEAL SHALL BE 180 mm
0.26% —_—— e ———— UNLESS NOTED OTHERWISE. FOR ROAD REHABILITATIONS, CURB
. _\_\~
— e

2325

-0.400 REVEAL SHALL BE 150 mm UNLESS NOTED OTHERWISE.
232.3 —240% 232.3

232.2 232.2 REMOVALS / RELOCATES O

STA = 1+450.00 EX. EB SOUTH GUTTER

STA = 1+551.37
232.1 ELEV = 232.270

S LBV = oap o8 232.1 REMOVALS / RELOCATES (BY OTHERS) O

EB SOUTH GUTTER

232.0 232.0 ADJUSTMENTS O
1+450 1+475 1+500 1+525 1+550 1+575

ADJUSTMENTS (BY OTHERS)

| | H% | | ABBREVIATIONS: SYMBOLS:
Porr } } ; ‘ cone CONGRETE HYDRO MANHOLE
. \ ! \ | ), TELEPHONE MANHOLE
J |
| |
| |

N ASP ASPHALT .
EX NORTH PROPERTY LINE | - o EX NORTH PROPERTY LINE vp TVPICAL O.;1 TRAFFIC SIGNAL SPLICE PIT
| 1001 7 47 X

L T EX EXISTING ©  WATER VALVE

— . J MH MANHOLE < HYDRANT
] AV WATER VALVE " CURB STOP

EL ELEVATION
MONOLITHIC CONCRETE “~  GAS VALVE

CB CATCH BASIN G
SPLASH STRIP SD-223A cp CATCH PIT ©. HYDRO POLE

REMOVE EX. CONCRETE MEDIAN I Cl CURB INLET ©° HYDRO POLE WITH LIGHT
/ BUS STOP [ SLAB SD-227A . < vl o+ STREET LIGHT
TS TRAFFIC SIGNAL e > TRAFFIC SIGNAL

“  SIGNAL CONTROL BOX
BELLMTS PEDESTAL
(o) TREE

“+  IRON PROPERTY BAR

-~ HYDRO GUY ANCHOR

ST

E;A
LLMT
.
“"HARROW

. N MONOLITHIC CONCRETE
N BULLNOSE SD-227C (TYP)

, T @
. MATCH EXISTING |
GRADES (TYP)

|

-MH60009952:
REPAIR/REPLACE
BENCHING

Oy e I : :
8% 232.529 )R P e X e
e CAUTION: [ e gy e

“IFIBER L

METRIC

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

WARNING

IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
USED FOR EXCAVATION ON THIS PROJECT THE
CONTRACTOR MUST:

. MONOLITHIC CONCRETE R
SPLASH STRIP SD-223A 1+500 1+550.

S G 1.5 577, 1 e |

| +547.60
A 375 CS (232606 *4R=1W

(2325516) a

— B s E R

- { 232.400 232.571 B

] | 1+450 S
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232. 481

1. NOTIFY THE GAS COMPANY OF THE PROPOSED
LOCATION OF EXCAVATION.

MATCHLINE: STA. 1+440
MATCHLINE: STA. 1+600

Pl: 1+ 547 60

‘t‘@" I — ‘.r\é’_'.' N N N _
. — = — - -\'._' ._'._' ._'._

‘ 2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
Bt P B COMPANY INSTALLATIONS SEE PROVINCIAL
" REGULATION 210/72 FOR DETAILS.

CAUTION:| [ ‘
GAS (232.588)

08'€

LI DR @2270)

] 3. OBTAIN EXCAVATION PERMITS PRIOR TO
CONSTRUCTION.

DETECTABLE WARNING GRANT AVE \ CAUTION:

/ : : ——} i 400 WM
777777777777777777777777777777777777777777 | : : A—HE SURFACE TILE SD-229BB (TYP)

’ | \ REMOVE EX
N ) X I
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X SURFACE TILE SD-229AA (TYP) SD-228A (TYP)
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|
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CATCH BASIN o CURB RAMP I THAT THE_GIVEN LOCATIONS ARE EXACT.
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