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CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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Planning, Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, (R3C 4X5)
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As Shown

January 2024 MANAGER,
PLANNING AND LAND USE DIVISION

Northwood Community Centre
DRAWING TITLE

N.10-Q5Details
SITE ADDRESS

DATEMANAGER,
PARK AND OPEN SPACES Playground and Basketball Court
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BID OPPORTUNITY NO.

24-20241415 Burrows Ave.

FENCE POST & CHAIN LINK MESH

ENGINEERED WOOD FIBRE SAFETY 
SURFACE ON DRAINAGE LAYER AS PER 
MANUFACTURER'S SPECIFICATIONS

2X8 PT LUMBER EDGING FASTENED TO 
FENCE POST AS PER DETAIL 2/N.10-Q5

FABRIC BACKER

31mm (1 1/4") GALVANIZED FENCING 
NAILS EVERY 150mm ALONG LENGTH OF 
BOTTOM BOARD
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FINISHED GRADE. ENSURE 
POSITIVE SLOPE AWAY FROM 
PLAY AREA (1-10%)

PLAY EDGING ALONG CHAIN LINK FENCE
Scale: 1:101

FENCE POST & CHAIN LINK MESH

ENGINEERED WOOD FIBRE SAFETY 
SURFACE ON DRAINAGE LAYER AS PER 
MANUFACTURER'S SPECIFICATIONS

2X8 PT LUMBER EDGING 

9.5mm (3/8") WIDE 125mm (5") LONG 
GALVANIZED SQUARE-NECK CARRIAGE  
BOLT W/NYLAON WASHER. MAX 2 
THREADS EXPOSED

FINISHED GRADE. ENSURE 
POSITIVE SLOPE AWAY FROM 
PLAY AREA (1-10%)
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PLAY EDGING ALONG CHAIN LINK FENCE
Scale: 1:102

TOP VIEW

FENCE POST

CHAIN LINK MESH

PT LUMBER BOARD

CARRIAGE BOLT W/ NYLON 
WASHER

ENGINEERED WOOD FIBRE SAFETY 
SURFACE ON DRAINAGE LAYER AS PER 
MANUFACTURER'S SPECIFICATIONS. TOP 
OF SAFETY SURFACING TO BE FLUSH WITH 
ASPHALT AT ENTRANCE.

ACCESSIBLE ROLLED ASPHALT EDGE
Scale: 1:103

ASPHALT SURFACE AND BASE 
AS PER SCD-648
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TIMBER EDGING
BEYOND AS PER

SCD-651A
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