—_——
= ) =
—_—
_——_—
—_——,—
—_—
— s
—_—

GALVANIZED INSPECTION
GROUND WELL HE 700 OR

EQUAL

MECHANICAL
CONNECTION

_\ GRADE
BURNDY GP6429 OR /_

EQUAL

6 AWG BARE
GROUND TO NEXT ROD

/ 17\ GROUND WELL DETAIL

\:/ SCALE: NOT TO SCALE

(2

3000
MINIMUM

6 AWG LAID
LOOSE BETWEEN
GROUND RODS

20x3000 (MIN) COPPER

CADWELD TO GROUND
WIRES

6 AWG BARE COPPER WIRE
TO GROUND BUS

2 \ TYPICAL GROUND GRID DETAIL

\:/ SCALE: NOT TO SCALE

CLAD GROUND ROD (TYP)

—_ e
—_—

He CONTRACTOR TO
TRENCH TO POLE FOR
HYDRO SERVICE
l

PROPOSED CONCRETE
EXTENSION

‘ PROPOSED ELECTRICAL
‘@' ENCLOSURE
|

@ GROUND GRID

EXISTING GATE
CHAMBER

_ud

PLANNED HYDRO
SERVICE POLE

/7 EXISTING PUMP CHAMBER

NOTES:

1. ALL GROUNDING CONDUCTORS SHALL BE #6
AWG BARE STRANDED COPPER UNLESS
OTHERWISE NOTED.

2. CONTRACTOR TO COORDINATE NEW
ELECTRICAL SERVICE INSTALLATION AND
METER SOCKET WITH MANITOBA HYDRO.

3. CAST RIGID SLEEVES IN CONCRETE. SEAL
BETWEEN RIGID SLEEVE AND TECK CABLE.

4. SPARE PENETRATIONS TO BE PROVIDED FOR
FUTURE ELECTRICAL PROVISIONS.

5. ALL CONCRETE PENETRATIONS SEALED USING
"ROXTEC” OR EQUAL.

6. CONTRACTOR TO TRENCH TO HYDRO
SERVICE POLE AND COORDINATE CABLE
INSTALLATION WITH MANITOBA HYDRO.
CONTRACTOR TO BACKFILL TRENCH.

ELECTRICAL SITE PLAN
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DETAILS

CONTRACTOR SCOPE LIMITED
TO TRENCHING AND
BACKFILLING AFTER HYDRO
HAS INSTALLED CABLING.
CONTRACTOR TO COORDINATE
| SERVICE INSTALLATION WITH

| MANITOBA HYDRO.
’ 290 /

UTILITY SERVICE TRENCHING DETAIL

© [

SCALE: NOT TO SCALE

¢

/— FLEXIBLE CONDUIT

STEEL CHANNEL —

—_— —_— .
—_—
—_—

\— HAZARDOUS SEAL

SAFETY CHAIN
SECURE TO STRUCTURE

\— TRANSDUCER

— J SCALE: NOT TO SCALE

/ 4"\ ULTRASONIC TRANSDUCER MOUNTING DETAIL

— s
—_—
_——

—_— ———

EYS CONDUIT SEAL

THREADED COUPLING

CAST IN PLACE RIGID METAL
CONDUIT (75mm MINIMUM)

TYPICAL RIGID s T e
METAL SLEEVE N

. 4 N ’

— - o

CABLE PASS THROUGH, ROXTEC RM
EX MODULE OR EQUAL. DIAMETER
WITH CAST IN PLACE CONDUIT

ROXTEC R EX FRAME OR EQUAL.
COORDINATE OUTSIDE DIAMETER

WITH CAST IN PLACE CONDUIT.

A { e

BOLT
R /A SECTION

<«

L. e
4 a -

B 1
PRE—MANUFACTURED L |
CABLE Lo H

M
H
o |

EQUIPMENT SHOWN FOR
CONNECTION INTENT. SEE
SPECIFIC EQUIPMENT
MOUNTING DETAILS FOR

Cea / WITH CAST IN PLACE CONDUIT
s /

//// \_—_/ SCALE: NOT TO SCALE
/

‘ ROXTEC R EX FRAME OR EQUAL.
COORDINATE OUTSIDE DIAMETER
WITH CAST IN PLACE CONDUIT.

CABLE PASS THROUGH, ROXTEC RM
EX MODULE OR EQUAL. DIAMETER

FURTHER REQUIREMENTS. /"5°\ TYPICAL CEC SECTION 18 ZONE 1 CABLE SEALING

\:/ SCALE: 1:15

0 300 600 900 1200 1500 "
)
0 e e — ELEV. S THE CITY OF WINNIPEG
9 _—
. SCALE: 1:15 W . WATER AND WASTE DEPARTMENT
7 0 3000 6000 9000 12000 15000 a division of Englobe 1 ]-I z; ENGINEERING DIVISION
5 I e e e — DESIGNED CHECKED
. DE J. SWAIN o R OFSTIE RENFREW OUTFALL GATE CHAMBER
4 1-0240G-S0002-001 STRUCTURAL PLANS SCALE: 1:130 2024 U P GR AD ES
-0240G-50002- m— mm— ENGINEERS DRAWN APPROVED
3 1-0240G-E0002-001 ELECTRICAL SINGLE LINE DIAGRAM M ET R | C == === GEOSCIENTISTS BY D. MCMILLAN BY R. OFSTIE E LE C TR I C A L SI TE P LA N
02400010, MANITOBA .
1 1-0240G-E0005-001 ELECTRICAL ENCLOSURE LAYOUT DECIMALIZED NUMBERS INDICATE METRES MPE, A DIVISION OF HORIZONTAL CONSULTANT DRAWING NUMBER
NO. DRAWING NUMBER REFERENCE DRAWING TITLE UNLESS OTHERWISE NOTED ENGLOBE CORP. 0 ISSUED FOR CONSTRUCTION 2024.03.15 VERTICAL TRV
REFERENCE DRAWINGS No. 4968 NO. REVISIONS DATE BY |pAtTE  2024-03-15 DATE 1—0240G—EO0003—001 SHEET 16 oF 4]
BID OPPORTUNITY: —— FILE PATH: M:\N—Data\84\00 City of Winnipeg\006 — Renfrew Outfall Gate Chamber Upgrades\AutoDesk\ACAD\

PLOT DATE: 2024 03 15

FILE NAME:

el.1 electrial site plan.dwg




		2024-03-18T15:29:16-0600
	Richard G Ofstie




