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EXTERIOR PANEL DETAIL OPC-AC
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FIBREGLASS

PAD

LOUVERS FOR

VENTILATION

35"

[889mm]

35"

[889mm]

48"

[1220mm]

ELECTRICAL

ENCLOSURE

(NOTE 1)

3 POINT PAD

LOCKABLE HANDLE

DETAIL NOTES:

1. ENCLOSURE SHALL CONSIST OF THE FOLLOWING:

· TRANSFORMER (REFER TO SINGLE LINE DIAGRAM '2/E4')

· PANELBOARD

· DIGITAL TORK ASTRONOMICAL / PHOTO TIME CLOCK.

· 5052 ALUMINUM CONSTRUCTION

· NEMA TYPE 3R RATED

· FULLY WELDED DESIGN

· POWDER COATED GREY (TEXTURED) FINISH

· 3 POINT PAD-LOCKABLE HANDLES

· REMOVABLE SS HINGES

· DOUBLE SIDED SINGLE DOORS

· REMOVABLE LIFTING EARS

· LOUVRES c/w FITLERS

2. ACCEPTABLE MANUFACTURER: FOXFAB, STRONG, JRS
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12"

[300mm]

MAXIMUM 11-1/4" [300mm]

FIBREGLASS PAD

2" x 7-7/8" [50mm x 200mm]

PLANKING (3 PLANKS TO BE

EQUALLY SPACED UNDER BASE)

ALLOW 9'-10" [3000mm] OF SLACK

FOR ALL PRIMARY CABLES

2" [50mm] OF SAND

BELOW PLANKS
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SIZED TO SUIT

C.S.T.E.

FIBREGLASS BASE DETAIL
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DETAIL NOTES:

1. ALL GROUNDING AND BONDING TO BE DONE WITH #3/0 BRAIDED

COPPER CONDUCTOR.

2. REFER TO SPECIFICATION FOR FURTHER GROUNDING DETAILS.

MAIN GROUND BAR IN

OUTDOOR ENCLOSURE

GROUND CONDUCTORS IN

CONDUIT TO STAR POINT. #3/0

BARE COPPER CONDUCTOR

CADWELD (TYP.)

BARE STRAND CONDUCTOR

ON ARM (TYP.)

10'-0"

[3048mm]

MAIN GROUNDING LAYOUT
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GROUNDING TRENCH DETAIL
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3/4"Ø x 10' COPPER-CLAD

GROUND ROD (CHEMICAL

GROUND RODS NOT ALLOWED)

GROUND ROD THERMIT

CONNECTOR (TYP.)

#3/0 AWG BARE COPPER

CONDUCTOR (TYP.)
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GROUND ROD DETAIL
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