
Ø80mm, 355mm LENGTH POWDER COATED STEEL
MOUNTING BASE w/ MOUNTING + BASE PLATES,
SPACED 1200 O/C

Ø14mm 140mm S.S. THREADED ROD, EMBEDDED MIN.
110mm INTO SLAB HIT HY-100 ADHESIVE ANCHOR OR
EQUIVALENT

ANODIZED ALUMINUM BENCH MOUNTING BRACKET
w/ VERT. KNIFE PLATE SUPPORTS,
UNDERMOUNTED TO BASE

150 x 790 x 50mm SALVAGED S4S OAK TIMBER
SLATS ASSEMBLED IN SETS AS DETERMINED BY
THE MOUNTING BRACKET, 1500mm LENGTH
THREADED GALV. STEEL ROD

NOTE:

1. CONTRACTOR TO SUBMIT SHOP DRAWINGS SHOP
DRAWINGS FOR REVIEW AND APPROVAL PRIOR
TO FABRICATION

2. ALL HARDWARE TO BE RATED FOR EXTERIOR USE

3. ALL EXPOSED HARDWARE AND MECHANICAL
FASTENERS TO BE TAMPER-PROOF

4. TIMBER CORNERS TO BE R15mm

5. POWDER-COATING FOR EXPOSED SUPPORTS TO
BE RAL 2003
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Ø122051x152mm (2"x6") THERMALLY
MODIFIED ASH OR EQUIVALENT
UN-TREATED S4S TIMBER DECKING
AFFIXED TO FRAME WITH
COUNTER-SUNK,TAMPER PROOF
HARDARE

CUSTOM GREY IRON TREE
GRATE FRAME, TWO PIECES w/
LOCKING MECHANISM.
SURFACING TO MATCH
DECKING TYPE AND
ORIENTATION

MA
X.

 45
080

PLANTING SOIL, AS PER
SPECIFICATION PLACED IN
200mm LIFTS COMPACTED TO
75-85% PROCTOR

25.4mm SQ. ALUMINUM FRAME,
MOUNTED TO CONCRETE SLAB
(REFER TO STRUCTURAL)

50mm RIGID INSULATION

FILTER FABRIC (MIRAFI P50
OR EQUIVALENT)
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 60
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NOTE:

1. CONTRACTOR TO SUBMIT  SHOP
DRAWINGS FOR REVIEW AND
APPROVAL PRIOR TO FABRICATION

2. ALL HARDWARE AND MECHANICAL
FASTENERS TO BE RATED FOR
EXTERIOR USE AND TAMPER-PROOF

3. REFER ALSO TO SPECIFICATIONS

100mm PERFORATED PVC DRAIN
c/w FILTER SOCK CONNECTED
TO LDS (REFER TO CIVIL)

CLEAN FILL , AS PER
SPECIFICATION PLACED IN
250mm LIFTS COMPACTED TO
95% SPMDD

CUSTOM GREY IRON  FRAME,
ONE PIECE w/ LOCKING
MECHANISM AND HINGE.
SURFACING TO MATCH
DECKING TYPE AND
ORIENTATION

582 MAX.
13

51x152mm (2"x6") BEVELLED

2x INGROUND GROUND BOX,
UNDERMOUNTED TO STAGE
SLAB ON COMPACTED
GRANULAR BASE AS PER
MANUFACTURER'S
SEPCIFICATION
(REFER TO ELECTRICAL)

CONCRETE SLAB AND GRADE
(REFER TO STRUCTURAL)
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CAST-IN-PLACE PILE
(REFER TO STRUCTURAL)

50

NOTE:

1. CONTRACTOR TO SUBMIT SHOP DRAWINGS FOR
REVIEW AND APPROVAL PRIOR TO FABRICATION

2. ALL HARDWARE TO BE RATED FOR EXTERIOR USE
AND TAMPER-PROOF. GASKETS TO BE
NON-CURING BUTYL

3. REFER ALSO TO SPECIFICATIONS AND
GEOTECHNICAL REPORT
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POWDER COATED ALUMINUM STYLE RIB
PANEL, MAX. 51% OAP, MAX. Ø10mm
PERFORATIONS @ 13mm STAGGERED
SPACING

64 x 64mm POWDER COATED SQ. GALV.
TUBULAR STEEL POST w/ THREE HORIZ.
L-CHANNEL RAILS, BASE PLATE
(REFER TO STRUCTURAL)

15
00

POST LAYOUT AS PER L1.1,
REFER ALSO TO STRUCTURAL

ALUMINUM PANELS TO OVERLAP BY
MIN. 150mm OR ONE FULL RIB SECTION
TO BE ORIENTED VERTICALLY AND
AFFIXED TO STEEL RAILS w/
CORRESPONDING HARDWARE

SCREEN SECTIONS ABUTTING
UPPER RETAINING WALL TO
BE ANCHORED TO WALL
ASSEMBLY

END POSTS TO BE ANCHORED
TO EXISTING WALL SECTIONS

TAPERED CONCRETE SLAB
AT MAX. 12:1 SLOPE
(REFER TO STRUCTURAL)

51x152mm (2"x6") BEVELLED
RAMP-EDGED (@ 8:1)
THERMALLY MODIFIED ASH
OR EQUIVALENT UN-TREATED
S4S TIMBER DECKING
AFFIXED TO FRAME WITH
COUNTER-SUNK,TAMPER
PROOF HARDARE

10mm ALUMINUM SPACER,
MOUNTED TO CONCRETE SLAB
(REFER TO STRUCTURAL)

APPLICABLE CITY OF WINNIPEG STANDARDS:

1. CW 3010 - CLEARING AND GRUBBING

2. CW 3110 - SUB-GRADE, SUB-BASE AND BASE
COURSE CONSTRUCTION

3. CW 3130 - SUPPLY AND INSTALLATION OF
GEOTEXTILE FABRICS

4. CW 3135 - SUPPLY AND INSTALLATION OF
GEOGRID

5. CW 3170 - EARTHWORK AND GRADING

6. CW 3230 - FULL-DEPTH PATCHING OF EXISTING
SLABS AND JOINTS

7. CW 3235 - RENEWAL OF EXISTING
MISCELLANEOUS CONCRETE SLABS

8. CW 3240 - RENEWAL OF EXISTING CURB

9. CW 3310 - PORTLAND CEMENT CONCRETE
PAVEMENT WORKS

10. CW 3324 - PORTLAND CEMENT CONCRETE
SIDEWALK

11. CW 3335 - INSTALLATION OF INTERLOCKING
PAVEMENT STONES ON A LEAN CONCRETE BASE

I want to see you dance when the drum beats

5.870.72 3.00

9.21

7.743.466.66 1.21 1.43
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ETCHED (ENGRAVED) LETTERING ON UPPER
RISER OF TIERED SEATING b/w STAIRS TO READ:

"I want to see you dance when the drum beats"

STAIR RISERS

20
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34 106

FONT FOR ETCHING TO BE: ROCKWELL

PHRASE TO BE LOWERCASE

CONTRACTOR TO SUBMIT SHOP
DRAWING FOR REVIEW AND APPROVAL
INDICATING ETCHING DEPTH, FINISH
TREATMENT
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1
 L2.1

FREE-STANDING BENCH ELEVATION
SCALE - 1 : 10

2
 L2.1

FREE-STANDING BENCH PLAN
SCALE - 1 : 25

3
 L2.1

PRIVACY SCREEN DETAIL
SCALE - 1 : 20

6
 L2.1

PLATFORM (STAGE) SECTION
SCALE - 1 : 20

8
 L2.1

PLATFORM (STAGE) RAMP DETAIL
SCALE - 1 : 20

7
 L2.1

PLATFORM (STAGE) FRAMING PLAN
SCALE - 1 : 50

4
 L2.1

EMBEDDED POEM ART PIECE
SCALE - 1 : 150

5
 L2.1

EMBEDDED POEM ART PIECE DETAIL
SCALE - 1 : 5

SECTION (TYP.) PLAN  (TYP.)
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