MANHOLE (EXISTING INSTALLATION)

! I
LONGITUDINAL JOINT

MANHOLE ( NEW OR EXISTING INSTALLATION)

; CURB

TRANSVERSE JOINT SPACING TO
BE ADJUSTED SO THAT JOINT
FALLS ON CENTER OF MANHOLE
WHERE POSSIBLE.

()
i

ADDITIONAL I15M DEFORMED
BAR ALL-AROUND

/ LONGITUDINAL JOINT

NOTE:

. BAR MAT REINFORCEMENT,
DOWELS AND TIE BARS NOT
SHOWN

S

2. BAR MAT REINFORCEMENT,
DOWELS AND TIE BARS TO BE 75 TYP. [ i TRANSVERSE JOINT
I0Omm TYP. FROM BUTT JOINT
50 mm LIFTER RING
ASPHALT MATERIAL M.H. FRAME AND COVER
APPROVED BOND BREAKER CONCRETE ISOLATION
TO BE BELOW TOP OF
CONCRETE AND SEALED. APPROVED BOND BREAKER
| o s < —— J=—— CONCRETE
s T
150 | sl I50 GREATER THAN MAXIMUM
. = 0.D. OF M.H. TO DEPTH 1.O m
I_EEE : BELOW BOTTOM OF
s PAVEMENT.
e
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