TYPICAL SECTION THROUGH
SODDED AREA.

SOD TO BE LAID LENGTHWISE
ACROSS FACE OF SLOPE

%

TYPICAL SECTION THROUGH
SODDED SLOPE - I:3 OR
STEEPER.

SOD TO BE LAID CLOSELY,
PACKED TOGETHER. JOINTS
IN ADJACENT ROWS SHALL

LEVEL WITH CURB OR PAVED AREA
IF APPLICABLE

100 EXCAVATION

TOPSOIL FIRMLY PACKED

COMPACTED SUBGRADE

; X /\V/\V/\V/\?/\>
SEKEEEEEES

IN EVERY SECOND ROW ON SLOPE
AND AT THE BASE OF THE SLOPE
EACH PIECE OF SOD TO BE PEGGED
WITH TWO MINIMUM 250 mm LONG
WOODEN SKEWERS DRIVEN IN BELOW
LAWN LEVEL. ON SLOPE I:12 OR
STEEPER, EACH PIECE OF SOD IN
EVERY ROW SHALL BE PEGGED.

— FULL ROW OF SOD TO
BE USED ON PERIMETER
OF SODDED AREA.

BE STAGGERD.

PLANTING AREA
OR WALKWAY —l

TYPICAL SOD LAYOUT.

DIMENSIONS ARE IN MILLIMETRES
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