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NOTE:
THE STORM RETENTION POND HAS EXPERIENCED
SLOPE STABILITY PROBLEMS IN THE PAST.
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DISCHARGE
PIPE DETAIL

600mm THICK RIP-RAP, SIZES RANGING FROM
100mm TO 300mm DIAMETER

(min. 50% BETWEEN 200mm AND 300mm)

GEOTEXTILE

900 CSP4.0

BOTTOM ELEV. = 225.073

N.W.L. ELEV. = 227.573

HWL ELEV. = 229.403
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RIM - 231.900
INV SW. - 225.380
INV E. - 225.370

INV W. - 225.073

69.0 - 900 DIA. 3.5mm THICK CSP WITH 68x13 CORRUGATED PROFILE @ 0.43% - TRENCHLESS

EXISTING GROUND PROFILE OVER
PROPOSED SEWER ALIGNMENT
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LARGE DIAMETER
MANHOLE
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1350 TO 2700 Ø

"T"

19 Ø RUNGS @ 300 O/C

FLAT TOP REDUCER

STANDARD CITY OF WINNIPEG
MANHOLE FRAME AND COVER
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M
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PERFORMED BIUMINOUS
GASKET BENEATH FRAME

AND BETWEEN RISER SECTIONS

MINIMUM 200 THICK
INITIAL BACKFILL IN
ACCORDANCE WITH

CW 2030

MINIMUM 100 THICK
BEDDING  IN ACCORDANCE
WITH CW 2030

MINIMUM 150 THICK TYPE 3 FILL IN
BOTTOM OF SHAFTS FOR
TRENCHLESS INSTALLATIONS IN
ACCORDANCE WITH CW 2030

PRECAST SECTIONS
TO ASTM C478 AND
C76 CLII

SPECIFIED BACKFILL
IN ACCORDANCE
WITH CW 2030 AND
SD-002

GROUT AND SLOPE FLOW
CHANNEL AS SPECIFIED

CONCRETE BENCHING
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TYPICAL LARGE DIAMETER MANHOLE
SCALE: 1:2035, 37-39
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PANET ROAD/MOLSON STREET
RECONSTRUCTION AND TWINNING

P-3350-

12/16/2013

12/16/2013
LDS - CALLSBECK (3 OF 3)

            WARNING
IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
USED FOR EXCAVATION ON THIS PROJECT THE
CONTRACTOR MUST:

1. NOTIFY THE GAS COMPANY OF THE PROPOSED
LOCATION OF EXCAVATION.

2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
COMPANY INSTALLATIONS SEE PROVINCIAL
REGULATION 210/72 FOR DETAILS.

3. OBTAIN EXCAVATION PERMITS PRIOR TO
CONSTRUCTION.

CONSTRUCTION NOTES:
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34277

12/16/2013

1. ALL PVC PIPE SHALL HAVE CLASS B-TYPE 3
BEDDING AND ALL CONCRETE PIPE SHALL
HAVE CLASS B-SAND BEDDING.

2. ALL BACKFILL TO BE CLASS 3.

3. CB LEADS TO BE INSTALLED AT MIN. 1.0%
SLOPE OR AS DIRECTED BY CONTRACT
ADMINISTRATOR.

4. PIPE INSTALLED IN C.P.R. R.O.W. TO BE
INSTALLED USING PIPE JACKING METHOD.
NO EXCAVATIONS ARE PERMITTED WITHIN
THE C.P.R. R.O.W.

5. PIPE CROSSING IN C.P.R. R.O.W. TO BE

CONSTRUCTED, MAINTAINED, AND
OPERATED IN ACCORDANCE WITH TCE-10
STANDARDS.

6. INSTALL 150 mm SUB DRAIN IN BOTH
DIRECTIONS OF CATCH BASINS ALONG
PAVEMENT EDGE AS PER SD-245 AND CAP
ENDS.

4 JNC

NOTE:
SIGNIFICANT CHANGES TO THE LDS DESIGN
WERE MADE FOR ADDENDUM NO. 3
PLEASE REVIEW ALL ASPECTS OF PLAN/PROFILES

1:250

1:50

39

2
39 39

DISCHARGE PIPE DETAIL
NTS

01/14/14ISSUED FOR ADDENDUM NO. 3

01/14/2014

01/14/2014

01/14/2014


	Addendum #3 2014-01-14 (1)

