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NOTES:

1. SUITABLE FOR PIPES 25Ø TO 300Ø

2. GALVANIZE ALL METAL PARTS AND HARDWARE - EXCEPT

T316 SS ANCHORS

3. SUITABLE FOR WALL OR FLOOR SUPPORTED PIPE

OFFSET PIPE CLAMP

OFFSET PIPE CLAMP

CONCRETE

ANCHOR

CONCRETE

ANCHOR

SIZE & LENGTH TO SUIT

100

3
0

0

2
0

0

400

6

6

6

4-12Ø SS ANCHOR BOLTS

300x200x16mm THK PLATE

PIPE SIZE

(mm)

ROD SIZE

(mm)

MAX LOAD

(kg)

3
6
0

0
 
M

A
X

.

DRILL IN PLACE CONCRETE

INSERT

ROD

REFER TO TABLE FOR

APPROPRIATE SIZING

GALVANIZED PIPE CLAMP

REFER TO TABLE FOR

APPROPRIATE SIZING

CEILING

25

50

75

100

150

200

250

300

350

400

450

500

600

9.5

9.5

12.7

15.9

19.1

19.1

22.2

22.2

25.4

25.4

25.4

31.8

31.8

331

331

612

648

880

907

1632

1723

1904

2086

2176

2176

2176

TO SUIT

6

1 PIPE SUPPORT DETAIL

-

NTS

2 PIPE SUPPORT DETAIL

-

NTS

3 WALL PENETRATION DETAIL

-

NTS

5 PIPE SUPPORT DETAIL

-

NTS

1 ISSUED FOR ADDENDUM 14/01/14
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1

1
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GALVANIZED STEEL

TUBE TO SUIT

RISER CLAMP

V
A

R
I
A

B
L

E

4 RISER CLAMP DETAIL

-

NTS

1

ROD REFER TO MANUFACTURERS

RECOMMENDATIONS FOR

APPROPRIATE SIZING

1


