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610 Ø CIP CONCRETE
FRICTION PILES - TYPICAL

610 Ø CIP CONCRETE
FRICTION PILES - TYPICAL

SLOPE GRADE
TO DOOR

100 STYROFOAM HIGHLOAD 40
2400mm WIDE ALL AROUND BUILDING

150mm VOID FORM
UNDER GRADE BEAMS
- TYPICAL

5
S13

LINE OF
EXCAVATION
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19mm DOWN CRUSHED BASE COURSE (WELL GRADED) COMPACTED
TO 100% SPDD (LIFT THICKNESS NOT TO EXCEEDING 150mm)

50mm DOWN CRUSHED BASE COURSE (WELL GRADED) COMPACTED
TO 100% SPDD (LIFT THICKNESS NOT TO EXCEEDING 150mm)

VAPOUR BARRIER

LINE OF
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4 -20M BARS AT EACH PILE
1200 EMBED IN PILES
350 EMBED WITH STANDARD
HOOKS INTO GRADE BEAM

SILL PLATE
ANCHOR BOLTS

4 -25M HOOK AT EACH
DOOR OPENING
10M STIRRUPS @ 300 O.C.

15M SKIN BARS @ 200 O.C.

12mm ISOLATION JOINT
-TYPICAL

50 RIGID INSULATION
WITH 8mm CONCRETE
FACE ADHERED TO
EXTERIOR FACE OF 300
GRADE BEAM

HORIZONTAL 100 RIGID
INSULATION SEE PLAN

GRADE

15M DOWELS @ 300 O.C.
ALL SIDES

150
1200

150mm VOID FORM
UNDER GRADE BEAMS
- TYPICAL

M16 SILL PLATE
ANCHOR BOLTS
@ 1200 O.C.

4 -25M

4 -25M

20 CHAMFER

12mm ISOLATION JOINT
SEAL WITH EMSEAL 20H
-TYPICAL

4 -25M

10M STIRRUPS @ 300 O.C.

15M SKIN BARS @ 200 O.C.

4 -20M BARS AT EACH PILE
1200 EMBED IN PILES
350 EMBED WITH STANDARD
HOOKS INTO GRADE BEAM

15M DOWELS

4 -25M

4 - 20M VERTICAL

10M CIRCULAR
TIES @ 300 O.C.
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STEEL FRAME ELEVATIONS
1:75
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* * * *

* * * :
* - ALL RIGID FRAME
MOMENT CONNECTIONS
ARE TO BE CONNECTED
FOR A FACTORED
MOMENT OF 25kNm.
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* *

5750 3538 5750

5950 5950

TOP OF PIERS

TOP OF STEEL

TOP OF STEEL

TOP OF STEEL

TOP OF STEEL

TOP OF WALL
TOP OF PIERS

FINISHED FLOOR

610

8 - 20M VERTICAL

10M CIRCULAR
TIES @ 300 O.C.

30
0

HAIRPIN (10M) BARS
@ 200 O.C. @ EDGE

10M STIRRUPS

15M SKIN BARS

TYPICAL AT EDGE
OF ALL OPENINGS
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METRIC
WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES
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