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PAVEMENT
STRUCTURE

RAILING (TYP.) SEE
DETAILS ON SHEET S3

PAVEMENT
STRUCTURE

19mm DOWN CRUSHED BASE COURSE
COMPACTED TO 100% SPDD

BIN GUIDE ANGLE (TYP.)
SEE DETAILS ON SHEET S3

SUBDRAIN
SD-245

LIGHT STANDARD

CONDUITS AS REQ'D

ANCHOR BOLT FOR
LIGHT STANDARD (TYP.)

APPROX. LIMITS OF RETAINING
WALL EXCAVATION
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50mm DOWN CRUSHED SUB-BASE
COMPACTED TO 100% SPDD

50mm DOWN CRUSHED
SUB-BASE, SEE "RETAINING WALL

BACKFILL NOTES" THIS SHEET
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38 x 89 SHEAR KEY

U/S WALL
EL. 234.015m

SCARIFIED & COMPACTED
SUBGRADE (TYP.)

100 THICK RIGID INSULATION
 HIGHLOAD 40 BY DOW,  ALL JOINTS

 TO BE SHIP LAPPED AND TAPED
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DECIMALIZED NUMBERS INDICATE METRES
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FOR STRUCTURAL BACKFILL WITHIN 1m OF RETAINING WALLS, COMPACT
IN LIFTS NOT EXCEEDING 150 THICK USING LIGHT EQUIPMENT.
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