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typical interior door

typical window jamb

typical perforated rainscreen
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THIS DRAWING IS THE EXCLUSIVE PROPERTY OF H5 
ARCHITECTURE AND DAVID PENNER ARCHITECT AND 
MAY NOT BE REPRODUCED AND/OR USED IN ANY 
MANNER WITHOUT THEIR EXPRESSED WRITTEN 
PERMISSION. THE GENERAL CONTRACTOR AND 
M A T E R I A L S S U P P L I E R / S S H A L L C H E C K A L L 
DIMENSIONS AND INFORMATION ON THIS DRAWING 
A N D R E P O R T A N Y D I S C R E PA N C I E S P R I O R T O 
COMMENCEMENT OF WORK. DO NOT SCALE THIS 
DRAWING.
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sealant, 1/2" recess, typ.

rainscreen type 2 c/w 
screw fasteners 
@±7"o.c.

furring per section detail.

block shear connector.
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1 1/4"

1/4"3"x±8"x1/4" x3"L steel bent 
plate brackets @min. 48"o.c. 
vert., provide vertical slotted 
connection to curtain wall 
back bar, typ.

2"x2"x1/4" x3"L clip angle wind-load 
anchor @min. 48"o.c., provide 
vertical slotted connection to curtain 
wall back bar, typ.

max. 1/2"

note: install furring angle tight to sheet metal 
cladding; gaps shown for graphic clarity only.

3x 4" 
built-up 
curtain wall 
caps.

edge of wood 
deck.

flush glazed door adaptor & 
stop by curtain wall supplier.

door by curtain wall supplier.

fill shim space w/ low-density 
expanding foam, typ. all 
openings.
note: mask adjacent 
surfaces to prevent staining 
during foam installation.

sealant, recess 1/2", typical.

sliding door system secured 
to curtain wall.

1 1/2" x 1/8" weathering steel 
plate, weld to furring, typ. all 
perforated rainscreen vert. edges.

22ga. weathering steel flashing, 
secure in glazing pocket & 
secure to sheet metal cladding 
w/ SS screws @ 24"o.c. vert.

1/4" typ. 6"

22ga alum. flashing to match 
curtain wall.

wall bumper at mid-span of 
glazing. 

W2

line of concrete 
wall above.

1/4"

±1
/4

" 1/4"

1/4"

line of concrete 
wall above.

office

tutorial

glass door.

main library 

interior glazing.

adhere infill glazing w/ clear 
silicon, mask & trim as req'd 
to achieve neat & straight 
edge

W2

W2

furring angle & 
SS rap-tie.

interior glazing, typ.

floor diffuser, 
typ., see mech.

curtain wall, 
typ.

roller blind, above, typ. curtain wall anchorage, 
see section detail.

roof structure, typ.

3/8"

structure silicon curtain wall 
corner joint.

column, paint, see struct.1/4" aluminum plate to match 
diffusers, install in diffuser 
frame & set into silicone, 
flush; max. 1/4" gap to 
column, typ.

1 
3/

4"

diffuser butted tighly 
to wall, typ.

operable window.

CMU sill, smooth 
& flush horizontal 
mortar joints, typ.

face of mortar.interior glazing, align 
w/ face of mortar.

2"x2" steel angle, 
material & fastening 
to match rainscreen.

notch rainscreen around 
girt, typ.

furring angle & SS rap-tie.

steel door & frame.

1/
2"

1/2"

1/4"

millwork type 1.

sealant, recess 1/4".

M&E
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 ty
p.

door & frame.

±3"x2" steel angle, 
material & fastening 
to match rainscreen.

W2

6"

2 layers 3/4" PWF 
plywood blocking, 

fasten to clip angles 
w/ 3/8" galv. bolts.

steel service 
stairs c/w 
handrail.

3"x3"x1/4" x3"L galv. 
clip angle @min. 

24"o.c.

5 
1/

2"

1"

3/4"

alternate every 2nd rainscreen panel 
orientation to achieve butt-joint 
condition, typ.

threshold.

2x 4" built-up 
curtain wall caps.

girts, see struct.


