
NOTES

1. ADJUST MH AND CB RIMS TO NEW GRADES.

2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT

REQUIRE TEMPORARY SUPPORT, REMOVAL OR

REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF

THE CONTRACTOR AS NECESSARY.

3. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE

SIDEWALKS TO LIMITS AS SHOWN.  SIDEWALKS TO BE

RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.

4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO

PROTECT EXISTING TREES WITHIN THE LIMITS OF

CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION

ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

UTILITIES/SERVICES IN THE FIELD PRIOR TO

CONSTRUCTION.

6. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.

CB SD-025 OFFSETS ARE DIMENSIONED O/C.

7. IN GENERAL, PAVEMENT AND SIDEWALK AREAS TO BE

REMOVED.  MATCH RECONSTRUCTION LIMITS.

8. REFER TO BID OPPORTUNITY FOR DETAILS REGARDING

TRAFFIC MANAGEMENT.

9. ALL EXISTING LONG WATER SERVICES TO BE INSULATED

(SD-018).  REFER TO BID OPPORTUNITY FOR FURTHER

REQUIREMENTS.

10. ALL COSTS, MATERIALS AND LABOR ASSOCIATED WITH

THE RESTORATION OF THE CATHODIC PROTECTED

WATERMAIN WILL BE THE RESPONSIBILITY OF THE

CONTRACTOR.

11. ADD 200.000m TO ABBREVIATED ELEVATIONS TO OBTAIN

GEODETIC ELEVATIONS.
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#870
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SCOTLAND HOUSE

APARTMENTS

#850

REPLACE EX MH

SEE DWG 11294

REMOVE EX CI & DCP

REMOVE EX CI & DCP

REMOVE EX CB &

ABANDON LEAD

REMOVE EX CB &

ABANDON LEAD

0+072.500 O/S 3.750 R

1800 DP CB (SD-024)

RIM EL 31.791
, 150Ø W&E IN

V 30.766

250Ø N INV 30
.141, BOT EL 2

9.541

C/W 250Ø x 
3.6 SSP @ 6

8.6%

& 2.0 VERTICAL RISER

CONNECT TO
 EX 450Ø CLA

Y CS

0+073.500 @
 INV ±27.67

0+072.500 O/S 3.750 L

1800 DP CB (SD-024)

RIM EL 31.791
, 150Ø W&E IN

V 30.766

250Ø S INV 30
.141, BOT EL 2

9.541

C/W 250Ø x 
4.0 SSP @ 6

2.0%

& 2.0 VERTICAL RISER

CONNECT TO
 EX 450Ø CLA

Y CS

0+074.500 @
 INV ±27.66

RENEW 100 mm CONCRETE

SIDEWALK TO LIMITS SHOWN (TYP)

0+121.428

LIMIT OF CONCRETE

RECONSTRUCTION

CONTRACTOR TO MILL 1.00 m

WIDE HEADER & OVERLAY.

MATCH EX GRADES

LIMIT OF ASPHALT

OVERLAY.

MATCH EX GRADES

LIMIT OF CONCRETE RECONSTRUCTION.

MATCH EX GRADES

CONTRACTOR TO MILL 1.00 m

WIDE HEADER & OVERLAY.

MATCH EX GRADES

0+057.500

LIMIT OF CONCRETE

RECONSTRUCTION

SALVAGE EX

PATIO BLOCKS

RENEW CONCRETE APPROACH

(SD-235) TYP. MATCH EX GRADES

150 Ø x 6.00 m
 SUBDRAINS

C/W PLUGGED ENDS (TYP)

1.0 m DRAINAGE

RAMP CURB

CONTRACTOR TO RECONSTRUCT SIDEWALK

AND EXTEND TO TIE-INTO GRANT AVE N/S

SIDEWALK (APPROX 24.0 m LONG)
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MATCH EX GRADES

IB CP #2 SE CORNER

LILAC ST & DUDLEY AV

(3.048 m O/S)

N 10246.972  E 10064.099

IB CP #1 NW CORNER

WENTWORTH ST & GRANT AV

(3.048 m O/S)

N 10000.000  E 10000.000

32.293 32.281 32.266 32.256 32.090 31.991 31.975 32.028

31.889 31.882

31.791

31.923 32.021 32.067 32.03931.838

31.885 31.965

31.791

31.923 32.039 32.086 32.058

31.973 32.01631.913 31.866 31.998 32.077
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32.096
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32.139 32.250 32.346 32.220

2.5 OF SEWER REPAIR

SEE DWG 11294

2.0 OF SEWER REPAIR

SEE DWG LD-11294

3.4 OF SEWER REPAIR

SEE DWG 11294
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EXISTING

GROUND

150 SUBDRAIN (SD-245) AT

LOCATIONS SHOWN IN PLAN

180 INTEGRAL

BARRIER CURB

(SD-204)

150 REINFORCED CONC PAVT

75 - 20 mm BASE COURSE

150 - 50 mm SUB-BASE

300 - 100 mm CRUSHED SUB-BASE

SEPARATION GEOTEXTILE FABRIC

PREPARED SUBGRADE

SUITABLE SITE FILL (TYP)

0.450

TYP

2%

3.7503.750

7.500 6.3086.308

N PL

2%

20.117

2-8% 2-8
%

TYPICAL PAVEMENT SECTION

CONCRETE PAVEMENT STRUCTURE

SCALE: NTS

2-4%

100 CONCRETE SIDEWALK

50 - 20 mm BASE COURSE

1.500.30

REGRADE & RESOD C/W

IMPORTED TOPSOIL AS REQ'D

0.750

TYP

S PL
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0+057.500

CL EL 231.973

0+065.000

CL EL 231.913

0+072.500

CL EL 231.866

0+098.801

CL EL 231.998

0+106.365

CL EL 232.077

0+110.115

CL EL 232.124

0+113.865

CL EL 232.096

0+121.428

CL EL 232.016

N GUT EL 231.885

N GUT EL 231.791

N GUT EL 231.923

N GUT EL 232.039

N GUT EL 232.086

N GUT EL 232.058

N GUT EL 231.965

S GUT EL 231.889

S GUT EL 231.923

S GUT EL 232.021

S GUT EL 232.067

S GUT EL 232.039

S GUT EL 231.882

S GUT EL 231.838

S GUT EL 231.791

0+055.000

N SW EL 232.293

0+058.314

N SW EL 232.281

0+068.614

N SW EL 232.266

0+100.306

N SW EL 232.028

0+072.500

N SW EL 232.256

0+084.537

N SW EL 232.090

0+088.114

N SW EL 231.991

0+092.000

N SW EL 231.975
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NORTH PROPERTY LINE

SOUTH PROPERTY LINE

EX NORTH GUTTER

EX SOUTH GUTTER

EX CENTRELINE

NORTH GUTTER

SOUTH GUTTER

CENTRELINE

NORTH & SOUTH GUTTER

NORTH BACK OF SIDEWALK
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0+060.326

S SW EL 232.139

0+100.410

S SW EL 232.220

0+064.000

S SW EL 232.250

0+083.317

S SW EL 232.346

SOUTH BACK OF SIDEWALK
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LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.

NOTE:

LOCATION APPROVED

BID OPPORTUNITY No. 180-2016

2016 LOCAL STREETS PACKAGE

ENGINEERING DIVISION

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

METRIC

1:250

1:10

12
W160015-Scotland-PP-01.dwg

12

HORIZONTAL AND VERTICAL ALIGNMENT

STA 0+030 TO WENTWORTH ST

17

WRJ

DML

RPB

BWB

52-023

231.873 m

SW Cor. Wentworth St. & Weatherdon Ave., Brass

plug in 4.6 m Conc. pile, 2.6 m E. of W.L.

Wentworth St. & 0.6 m S. of S.L. Weatherdon Ave.

16/03/09

RPBISSUED FOR CLIENT REVIEWA 16/03/18
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Certificate of Authorization

MORRISON HERSHFIELD

No. 1736

CHAINAGE

ALONG  L

R.O.W.

C

N/A

PLAN

SCALE:  1:250

0 15m105

PAVEMENT PROFILE

0

VERTICAL SCALE:  1:10

0.20.1 0.40.3 0.5m

LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW

WATERMAIN

LAND DRAINAGE SEWER

MANHOLE

CATCH BASIN/CATCH PIT

CURB INLET WITH BOXHYDRO HANDWELL/CABINET

MTS  HANDWELL/PEDESTAL

GAS

SURVEY BAR

FENCE

TREECATV/FIBRE OPTIC

TRAFFIC SIGNALS/PIT

CB LEAD/SSP/DCP

SUBDRAIN

DITCH

PROPERTY LINE

BOC/EDGE OF PAVEMENT

TEST HOLE

TH-12

ELEVATION

TRAFFIC SIGN

33.000

CONCRETE PAVEMENT

CONC SIDEWALK/MEDIAN

ASPHALT PAVEMENT

PAVING STONE

GRAVEL

PLANING/REMOVAL

RAMP CURB

33.333

H

M

BRUCE

R.P.

C

ISSUED FOR TENDERB 16/04/14 RPB

ISSUED FOR ADDENDUM 1C 16/04/26 RPB


