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0+119.812

N SW EL 232.406

0+130.000

N SW EL 232.371

0+132.247

N SW EL 232.314

0+139.895

N SW EL 232.320

0+142.500

N SW EL 232.405

0+172.500

N SW EL 232.375

0+187.500

N SW EL 232.360

0+165.500

N SW EL 232.295

0+117.221

N GUT EL 232.295

N GUT EL 232.235

0+120.200

N GUT EL 232.260

0+154.750

N GUT EL 232.087

0+117.219

CL EL 232.305

0+120.500

CL EL 232.325

0+131.000

CL EL 232.297

0+153.750

CL EL 232.205

0+187.500

CL EL 232.289

0+192.500

CL EL 232.274

0+117.216

S GUT EL 232.264

S GUT EL 232.060

CL EL 232.223

0+148.794

S GUT EL 232.130

0+176.345

S GUT EL 232.160

0+182.500

S GUT EL 232.222

S GUT EL 232.240

S GUT EL 232.222

0+200.000

S GUT EL 232.180

NORTH PROPERTY LINE

SOUTH PROPERTY LINE

EX NORTH GUTTER

EX SOUTH GUTTER

EX CENTRELINE

NORTH GUTTER

SOUTH GUTTER

CENTRELINE

NORTH BACK OF SIDEWALK
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A+ FINANCIAL
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7-ELEVEN
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CONC CONC
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CONC

CONC

ASPHALT

PARKING

LOT

ASPHALT

PARKING

LOT

CONC

CONC WITH

ASPH OVLY
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0+153.750 O/S 3.660 R

1800 DP CB (SD-024),

C/W TF-100 F & C (GUTTER INLET)

RIM EL 32.060, 250Ø N INV 30.410,

BOT EL 29.810

C/W 250Ø x 2.0 SSP @ 12.5%

CONNECT TO EX 250Ø CB LEAD

0+154.750 O/S 3.810 L

1800 DP CB (SD-024)

RIM EL 32.087, 250Ø S INV 30.437,

BOT EL 29.837

C/W 250Ø x 2.0 SSP @ 10.5%

CONNECT TO EX 250Ø CB LEAD

REMOVE EX CI & DCP

REMOVE EX CB &

2.0 m OF LEAD

ADJUST EX MH F&C C/W

50 mm RISER RING (TYP)

REMOVE EX CP & DCP

REMOVE EX CB &

2.0 m OF LEAD

MILL TO REMOVE EXISTING BARRIER

CURB & CONSTRUCT NEW  CURB WITH

100 mm FINSIHED HEIGHT CURB (SD-205)

MILL TO REMOVE EXISTING

LIP CURB & CONSTRUCT NEW

MODIFIED LIP CURB (SD-202C)

MATCH STAMPED

CONCRETE SIDEWALK
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LIMIT OF ASPHALT OVERLAY AND

MILLING.  MATCH EX GRADES

INSTALL DETECTABLE

WARNING TILE (TYP)
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2.2 OF SEWER REPAIR

SEE DWG 11292

NOTES

1. ADJUST MH AND CB RIMS TO NEW GRADES.

2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT

REQUIRE TEMPORARY SUPPORT, REMOVAL OR

REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF THE

CONTRACTOR AS NECESSARY.

3. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE

SIDEWALKS TO LIMITS AS SHOWN.  SIDEWALKS TO BE

RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.

4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO

PROTECT EXISTING TREES WITHIN THE LIMITS OF

CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION

ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION.

6. MODIFIED BARRIER CURB TO BE USED AT ALL INTERSECTION

RADII, BACK LANE RADII AND BULLNOSES.

7. CONTRACTOR TO OVERLAY DRIVEWAYS TO ENSURE

POSITIVE DRAINAGE TO NEW STREET GRADES.  FINAL LIMITS

TO BE DETERMINED IN THE FIELD BY CONTRACT

ADMINISTRATOR.

8. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC. CB

SD-025 OFFSETS ARE DIMENSIONED O/C.

9. REFER TO BID OPPORTUNITY FOR DETAILS REGARDING

TRAFFIC MANAGEMENT.

10. ALL APPROACHES TO HAVE 40 mm LIP CURB.

11. ALL COSTS, MATERIALS AND LABOR ASSOCIATED WITH THE

RESTORATION OF THE CATHODIC PROTECTED WATERMAIN

WILL BE THE RESPONSIBILITY OF THE CONTRACTOR.

12. ADD 200.000 m TO ABBREVIATED ELEVATIONS TO OBTAIN

GEODETIC ELEVATIONS.

EXISTING

GROUND

ASPHALT OVERLAY

EXISTING PAVEMENT STRUCTURE

3.810

6.248 7.620 6.248

N PL

20.117

TYPICAL PAVEMENT SECTION

ASPHALT REHABILITATION

SCALE: NTS

2-4%

100 CONCRETE SIDEWALK

50 - 20 mm BASE COURSE

1.500.30

3.810

2-8%

REGRADE & RESOD C/W

IMPORTED TOPSOIL AS

REQ'D (TYP)

2-8
%

DOWELLED BARRIER CURB (SD-205)

AT LOCATIONS SHOWN IN PLAN

MODIFIED LIP CURB (SD-202C) AT

LOCATIONS SHOWN IN PLAN

S PL

LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW

WATERMAIN

LAND DRAINAGE SEWER

MANHOLE

CATCH BASIN / CATCH PIT

CURB INLET WITH BOXHYDRO

MTS

GAS

SURVEY BAR

FENCE

TREECATV / FIBRE OPTIC

TRAFFIC SIGNALS / PIT

SSP / DCP

SUBDRAIN

DITCH

PROPERTY LINE

BOC / EDGE OF PAVEMENT

TEST HOLE

TH-12

ELEVATION

TRAFFIC SIGN

33.000

CONCRETE PAVEMENT

CONC SIDEWALK / MEDIAN

ASPHALT PAVEMENT

PAVING STONE

GRAVEL

PLANING / REMOVAL

RAMP CURB

33.333

LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.

NOTE:

LOCATION APPROVED

BID OPPORTUNITY No. 180-2016

2016 LOCAL STREETS PACKAGE

ENGINEERING DIVISION

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

METRIC

1:250

1:10

7
W160015-Lorette-PP-01.dwg

7

HORIZONTAL AND VERTICAL ALIGNMENT

LORETTE AVE TO STA 0+200

17

RPB

KMB

WRJ

BWB

16/03/16

RPBISSUED FOR CLIENT REVIEWA 16/03/18
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Certificate of Authorization

MORRISON HERSHFIELD

No. 1736

CHAINAGE

ALONG  L

R.O.W

C

N/A

PLAN

SCALE:  1:250

0 15m105

PAVEMENT PROFILE

0

VERTICAL SCALE:  1:10

0.20.1 0.40.3 0.5m

BRUCE

R.P.
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52-023

231.873 m

SW Cor. Wentworth St. & Weatherdon Ave., Brass

plug in 4.6 m Conc. pile, 2.6 m E. of W.L.

Wentworth St. & 0.6 m S. of S.L. Weatherdon Ave.

ISSUED FOR TENDERB 16/04/14 RPB

ISSUED FOR ADDENDUM 1C 16/04/26 RPB


