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BENCHMARK LOCATION LOCATED ON "O" OF OPEN ON HYDRANT, SOUTHEAST CORNER OF PEMBINA HIGHWAY AND DALY STREET NORTH
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DESIGN DATA 1.	AASHTO STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, AASHTO STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC SIGNALS, 5TH EDITION. 2009. 	 2.	DESIGN WIND LOADS = 1.50 kPa (30 PSF) DESIGN WIND LOADS = 1.50 kPa (30 PSF) 3.	DESIGN ICE LOAD = 0.15 kPa (3 PSF) DESIGN ICE LOAD = 0.15 kPa (3 PSF) 4.	ALL MATERIALS ARE CSA G40.21 - 350W STRUCTURAL STEEL UNLESS OTHERWISE NOTED. ALL MATERIALS ARE CSA G40.21 - 350W STRUCTURAL STEEL UNLESS OTHERWISE NOTED. 5.	ALL MATERIALS EXCEPT STAINLESS STEEL AND ALUMINUM ARE HOT-DIP GALVANIZED IN ALL MATERIALS EXCEPT STAINLESS STEEL AND ALUMINUM ARE HOT-DIP GALVANIZED IN ACCORDANCE WITH CSA G164 TO A MINIMUM NET RETENTION OF 600 g/m. 6.	ALL AREAS OF DAMAGED GALVANIZING REPAIRED WITH SELF-FLUXING LOW  TEMPERATURE. ZINC ALL AREAS OF DAMAGED GALVANIZING REPAIRED WITH SELF-FLUXING LOW  TEMPERATURE. ZINC BASED ALLOY ROD OR SPRAY ON COATING CALLED "ZINGA".	 7.	DESIGN TO FATIGUE CATEGORY II FOR ALL LOAD CASES. DESIGN TO FATIGUE CATEGORY II FOR ALL LOAD CASES. SIGNS 1.	FOUR SIGN PANELS FOUR SIGN PANELS SIZES: 3 - 900 x 900 1 -	 900 x 1350  900 x 1350      	SUPPLIED AND INSTALLED BY THE CITY OF WINNIPEG TRAFFIC SERVICES BRANCH. SUPPLIED AND INSTALLED BY THE CITY OF WINNIPEG TRAFFIC SERVICES BRANCH. 2.	INSTALL HOLES IN THE GUSSET PLATES FOR DRAINAGE DURING GALVANIZING AS DETAILED. INSTALL HOLES IN THE GUSSET PLATES FOR DRAINAGE DURING GALVANIZING AS DETAILED. 3.	LONGITUDINAL SEAM WELD SHALL HAVE 60% PENETRATION EXCEPT WITHIN 150 mm OF BASE LONGITUDINAL SEAM WELD SHALL HAVE 60% PENETRATION EXCEPT WITHIN 150 mm OF BASE PLATES AND FLANGE PLATES WHERE IT SHALL BE 100% PENETRATION.
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