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EXTENT OF HOCKEY RINK BASE CONSTRUCTION
610mm (2'-0") BEYOND EDGE OF RINK BOARDS
(INCLUDING PENALTY BOXES)

EXISTING VEHICLE
ACCESS DOORS

EXISTING VEHICLE
GATE

EXISTING ACCESS
GATE

EXISTING PLAYERS
BOXES AND GATES

EXISTING HOCKEY
RINK BOARDS AND
CHAIN LINK FENCING

PAVE EXISTING HOCKEY RINK
TO CITY OF WINNIPEG

CONSTRUCTION STANDARDS;
SEE DETAIL 2/G003

CENTRELINE OF ASPHALT GRADING
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40'-0" EXIST

EXISTING RINK
LIGHTING TYP

EXISTING RINK
LIGHTING TYP

EXISTING
SOD

EXISTING
SOD

EXISTING RINK
LIGHTING TYP

EXIST HEAVY
DUTY ASPHALT

EXIST LIGHT
DUTY ASPHALT

EXIST LANSCAPE
PLANTINGS

EXIST REMOVABLE
BOLLARD

EXIST FIXED
BOLLARDS

LINE OF TRANSITION TO
EXISTING LIGHT DUTY
ASPHALT

EXIST CURB

EDGE OF EXIST
ASPHALT

EDGE OF EXIST
ASPHALT

EXISTING
SOD

EDGE OF EXIST
ASPHALT

EXIST ASPHALT
PARKING LOT

REMOVE AND REPLACE
EXISTING BOARDS AS REQUIRED
FOR CONSTRUCTION ACCESS;
SEE SITE PLAN

CONSTRUCTION
FENCING/ACCESS TYP;
SEE SITE PLAN

CONSTRUCTION
FENCING/ACCESS TYP;
SEE SITE PLAN

200'-0" EXIST

85
'-0

" E
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ST

6'
-0

" E
XI

ST

CONTRACTOR TO REPAIR EXISTING
SOD, CURBS, ASPHALT AND OTHER
MATERIALS DAMAGED DURING
CONSTRUCTION

76mm (3") TYPE II ASHPALT PAVEMENT TO CW 3410 (NOT INSTALLED UNDER
PLAYERS BOXES)

102mm (4") COMPACTED CRUSHED 3/4" DOWN LIMESTONE BASE COURSE TO CW
3110

203mm (8") COMPACTED CRUSHED 2" DOWN LIMESTONE SUB BASE TO CW 3110

GEO-TEXTILE FABRIC UNDER PLAYERS BOX ONLY

COMPACTED SUB-GRADE TO CW 3110

SLOPE FROM
CENTRE 1% MAX

85'-0" SEE LAYOUT

SLOPE FROM
CENTRE 1% MAX
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RINK LAYOUT PLAN &
RINK BASE CONST

490 KEENLEYSIDE

EAST ELMWOOD STORAGE
SHED
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OUTDOOR HOCKEY RINK LAYOUT PLAN1

 1 : 20

HOCKEY RINK PAVING SECTION2

JULY 27, 2016

GEO-TEXTILE FABRIC UNDER ASPHALT-PAVED AREA OF SKATING RINK

AUGUST 18, 2016 G101R1


