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B }=————— THIS DWG
BILL OF MATERIAL GENERAL NOTES:
ITEM QrY DESCRIPTION MANUFACTURER / PART NUMBER 1. THE FENCE SHALL BE BONDED TO THE GROUND GRID AT EVERY CORNER POST, GATE POST, AND AT LEGEND: Ei‘ﬁ_
INTERVALS NOT EXCEEDING 12m (40'—0") ALONG THE FENCE LENGTH. —_———
1 AS REQ'D |UNIVERSAL SERVIT, COPPER RUN 1/0 — 2/0 AND TAP #8-2/0 AWG  |BURNDY P/N: KSU26 ( ) 2/0 TINNED CU GROUND CONDUCTOR

2. THE FENCE BONDING CONDUCTOR SHALL BE WEAVED THROUGH THE FENCE A MINIMUM OF TWO TIMES. -

FENCE POST GROUNDING CONNECTOR, HOT DIPPED TIN PLATED COPPER 4/0 TINNED CU GROUND CONDUCTOR

LT

2 AS REQ'D n 177 BURNDY P/N: GAR1729W ) )
U0 140 (1%"-1%") 0.D. PIPE SIZE TO 2/0 AWG — 250 MCM CABLE / 3. "DANGER: HIGH VOLTAGE” SIGNS SHALL BE MOUNTED ON THE OUTSIDE OF EACH FENCE GATE AND EVERY e COMPRESSION CONNECTION @

FENCE LINE AND LIGHT POST GROUNDING CONNECTOR, HOT DIPPED TIN 12m (40'-0") ALONG THE FENCE AT A HEIGHT OF 4 FEET ABOVE GROUND. » e

3 A ’ "_23%") 0.D. - BURNDY P/N: GAR1829W = —
S REQD EEAJE&S&PPER 50 (2°-2%") 0.D. PIPE SIZE TO 2/0 AWG - 250 / 4, REFER TO DRAWING 1-0102-EGRD-Y001-001 FOR CONNECTION DETAILS TO GROUND GRID. EXOTHERMIC  CONNECTION
. |FENCE CORNER POST GROUNDING CONNECTOR, HOT DIPPED TIN PLATED

4 AS REQD |cOPPER 80 (3"-3%7) 0.D. PIPE SIZE TO 2/0 AWG — 250 MCM CABLE |BURNDY P/N: GAR2029W

FENCE GATE POST GROUNDING CONNECTOR, HOT DIPPED TIN PLATED @NKBEY_ELM
5 AS REQ'D |COPPER 115 (4"-4%") 0.D. PIPE SIZE TO 2/0 AWG — 250 MCM BURNDY P/N: GAR2229W

CABLE
6 AS REQ'D ;?A_A;%sm CONNECTOR, COPPER, RUN #1-2/0 AWG TO TAP BURNDY P/N: YCHC26C26
7 AS REQ'D |1/0 AWG EXTRA FLEX COPPER TIN-PLATED CABLE (FT) (GENERIC)
8 AS REQD |2/0 AWG STR. CU CABLE TIN-PLATED (FT) (GENERIC) LIGHT FIXTURE PER LUMINAIRE

SCHEDULE C/W SLIP—FIT ADAPTER
FOR POSTS.

* THIS BILL OF MATERIALS IS INDICATIVE ONLY AND DOES NOT NECESSARILY INCLUDE ALL MATERIALS OR MISCELLANEOUS MATERIALS I
REQUIRED. IT IS INTENDED TO BE USED AS A GENERAL GUIDELINE ONLY AND IT IS THE RESPONSIBILITY OF THE
VENDOR/FABRICATOR /ELECTRICAL CONTRACTOR TO PROVIDE ALL MATERIALS REQUIRED FOR A COMPLETE AND WORKING SYSTEM.
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