Al SIZE - 594mm x 841mm

DTN

LHIEHE

v

SLOWER
SUILDING

N

A\
SAARERRRRRRRRRRRRRRRNSNRRRRRNN

/

\
N\
N

R713U-19

NEMA 4 COMMUM
JUNCTION BOX/

™~ NEMA 4 CAMERA PQ
| _JUNCTION: BOX - |

CATIONS

WER

'E GATE

1-0102-EAAA-AQO1
1-0102—-ELTG-C007
1-0102-ESCH-AQ002

ELECTRICAL, LEGEND AND DETAILS

EXTERIOR LIGHTING CONTROL, LC—-C726 SCHEMATIC AND WIRING DIAGRAM
SCHEDULE, LUMINAIRE AND EXIT SIGNS

PATH: P:\y AREA DRAWINGS\1-0102-EGAD-Y008.dwg

LAST SAVE: 2017/03/30 — 10:16am

REFERENCE DRAWINGS

DESCRIPTION

GATE POWER AND COMMUNICATIONS PLAN
1 : 250

1:250

GENERAL NOTES

1. REFER TO DWG. 1-0102-ESCH-R001-002 FOR PANEL SCHEDULE.
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2. WIRE AND CONNECT 575V, 3¢ GATE OPERATORS FROM MCC-R750. REFER TO DWG. 1-0102-ESLD-R005 j
FOR SINGLE LINE DRAWING. THIS DWG.

o«

o

THE SITE PLAN SHOWS DEVICES AT THEIR APPROXIMATE LOCATION.

CONTRACTOR SHALL REFER TO THE SITE SURVEY PLAN PRIOR TO PERFORMING ANY EXCAVATIONS.
ALL DEVICES SHOWN ON THIS DRAWING ARE NEW AND ARE TO BE PROVIDE BY THE CONTRACTOR.

6. NOT ALL JUNCTION BOXES ARE SHOWN. PROVIDE SUITABLE PULLBOXES AS REQUIRED.

7. ALL CONDUIT RUN INSIDE THE BNR BUILDING TO BE RIGID THREADED ALUMINUM CONDUIT. EXTERIOR BURIED CONDUIT TO BE

RIGID PVC.

8. APPROXIMATE EXTERIOR CABLE / CONDUIT ROUTING SHOWN. INTERIOR ROUTING NOT SHOWN. CONFIRM EXACT ROUTING ON SITE,

AND COORDINATE WITH OTHER TRADES.

9. WIRE AND CONNECT THE MOTORIZED GATE SYSTEM, INCLUDING BUT NOT. LIMITED TO OPERATOR INTERCONNECTION WIRING,
SENSORS, ETC. FOR A COMPLETE AND WORKING SYSTEM. CONFIRM REQUIREMENTS ON THE EQUIPMENT SHOPDRAWINGS.

SPECIFIC _NOTES
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PROVIDE 53mm CONDUIT FROM THE BNR AUTOMATION ROOM (R-109) TO THE SECURE SIDE OF THE FENCE GATE. EXTERIOR PORTION
OF RUN TO BE BURIED. PROVIDE 4 STRAND, 50 MICRON MULTIMODE FIBER (2 USED, 2 SPARE) AND SPARE PULLCORD RUN IN
CONDUIT SYSTEM. PROVIDE 30 FEET OF SPARE CABLING COILED UP AT BOTH ENDS. THE CITY CONTRACT ADMINISTRATOR WILL SUPPLY
AND INSTALL THE CCTV CAMERA LOCATED AT THE GATE. CCTV CAMERAS TO BE CONNECTED TO THE ADMIN NETWORK NP—R906.
PROVIDE NEMA 4 JUNCTION BOX AT FENCE.

PROVIDE 2C, 10 AWG RW90, 1C, 12 AWG RW90 BND (UPS POWER CIRCUIT R713U—-19) RUN IN 27mm CONDUIT FROM BNR
ELECTRICAL ROOM R-105 TO THE SECURE SIDE OF THE FENCE FOR POWER FOR A FUTURE CCTV CAMERA. EXTERIOR PORTION OF
RUN TO BE BURIED. PROVIDE NEMA 4 JUNCTION BOX AT FENCE. REFER TO PANEL SCHEDULE ON DRAWING 1-0102-ESCH-R001-002.

PROVIDE 3C, 12 AWG TECK90 FROM MCC-R750 BNR ELECTRICAL ROOM (R—105) TO MOTORIZED SITE GATE OPERATORS U-Y512 AND
U-Y513. ROUTE INTERIOR CABLING ALONG CABLE TRAY. EXCAVATE AND DIRECT BURY EXTERIOR PORTION TO GATE POWER JUNCTION
BOX. REFER TO DWG. 1-0102—-EGAD—R001 AND ECBD-RO004.

APPROXIMATE LOCATION OF AUTOMATION ROOM R-109. REFER TO DWG. 1-0102—AGAD—R001.

APPROXIMATE LOCATION OF ELECTRICAL ROOM R-105. REFER TO DWG. 1-0102-EGAD-R0O1.
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