Al SIZE - 594mm x 841mm

GENERAL NOTES:

1. FOR CABLE INSTALLATION, ARRANGE FOR INSPECTION BY THE CONTRACT ADMINISTRATOR PRIOR
TO COVERING CABLES. INSPECTION TO OCCUR WITH BASE SAND AND CABLES INSTALLED AND
3m OF TRENCH WITH COVER SAND AND CONCRETE IN PLACE, BUT NOT BACKFILLED.

2. THE CABLE ROUTING DETAIL IS NOT EXACTLY TO SCALE. SITE CONFIRM ALL MEASUREMENTS.

COMPACTED GRAVEL/SOIL
AS APPLICABLE

GRADE_LEVEL GRADE_LEVEL GRADE LEVEL
N 7 s I3 - E \ \\ \\\' ‘s I 7 Fa 4 . < £ P \\ \ / ~ / / / / / / / / \‘ N
///\\// LSS LSS 7\///\ COMPACTED GRAVEL/SOIL \\/7\// il /\ "/ — COMPACTED GRAVEL/SOIL 7\// \, ... . /‘///\\
_\/\\\////////'MASAPPLICABLE SO, Y AS APPLICABLE N B DIDE, SH\
XN LT //////////////////)// /// i,//////////%WARNINGTAPE,ALONGTRENCHCOVERING
\/\\\//////7{!\\\\ NN P 2RI EE LR N N\ TR THE ENTIRE WIDTH OF THE CONCRETE
DN s Y BACKFILL COMPACTED TO DENSITY 7\// Dy BACKFILL COMPACTED TO DENSITY XA A=A
/\\ v BIL OF UNDISTURBED SOIL \/\\\ Yy YYrs \<\‘ OF UNDISTURBED SOIL e A7 770 0T ARL
//>\////////// /\/// ///\/ /////////////.>\/// 3|2 \\//j;;;i;;;j///
N XK (AN < NN LXK 7K AT AN IR = Y A BACKFILL COMPACTED TO DENSITY
= //\//% %ﬁﬁ/‘%_ = />\/ 4 )“{-f /\//j /\/‘ﬁ//\/&;\é\g\' /\// ; i ; ; ; ; 7/.% 7 OF UNDISTURBED SOIL
= g o \\\ WARNING TAPE, ALONG TRENCH COVERING 3|2 \\\ AR REEAEEEAEE WARNING TAPE, ALONG TRENCH COVERING X
E 5// SRR EEE A THE ENTIRE WIDTH OF THE CONCRETE = O AR AR R R E IR P A THE ENTIRE WIDTH OF THE CONCRETE Y et — 77— CONCRETE, DYED RED, 50mm (27) THICK,
gy » v vrss \Q\ i/ svrrrrrrs0707 \\\ sl XY KX wom 1o ALow FoR 150mm (6 oveRANG
SN s % SN s ss S SSSSSSS X Sy b i N 22 ON EACH SIDE OF CONDUIT, CONTINUOUSLY
S A S AN o L
\\/\/ AAAAANS §/_CONCRETE, DYED RED, 50mm (2”) THICK, \\ oSS S S S S S S S S S S S \< , o / S \
~ i “ > WIDTH TO ALLOW FOR 150mm (6”) OVERHANG \/ . ettt A CONCRETE, DYED RED, 50mm (2") THICK, S ‘// I Y RN »
N it N e ; = | SAND BEDDING 100mm (4") BELOW AND
(I ON EACH SIDE OF CABLE, CONTINUOUSLY A N = F N\ WIDTH TO ALLOW FOR 150mm (67) OVERHANG L ABOVE THE CONDUIT
o N RUN ABOVE CABLES IN TRENCH o N DY ON EACH SIDE OF CABLES, CONTINUOUSLY
sl &Y LT ol &L /\\/ RUN ABOVE CABLES IN TRENCH \
oA () YA k) ~P 150 150 103mm¢@ RIGID PVC CONDUIT
DIMENSION — ] L N >\ DIMENSION —— —Z e R FOR COMMUNICATION CABLE
PER CABLE Q SO N PER CABLE = A A e IO
< I . IAMETER = .
DIAMETER —_ SAND BEDDING 100mm (4”) BELOW AND DIAVIETE e e S R E— SAND BEDDING 100mm (4") BELOW AND
ABOVE THE CABLES / ABOVE THE CABLES
15kV TECK90 15k TECK90 15 KV ARMOURED
150 150 ARMOURED CABLE ARMOURED CABLE 150 200 150 TECK90 CABLE
MINIMUM

DETAIL 1— 15kV_CABLE TRENCH (1 CABLE) DETAIL 2 —15kV CABLE TRENCH (2 CABLES) DETAIL 3 — COMMUNICATION CONDUIT TRENCH
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