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DIMENSION TABLE

"A"

NON-SHRINK 
GROUT

MINIMUM 38

200

150

100

65

100

100

150

150

65

65

4005-500
NTS

ANCHORAGE AS SPECIFIED.

SUBMIT FINAL DESIGN AND CALCULATIONS FOR SUPPORT AND

NOTE:

SIZE

PIPE

PIPE SIZE

NOMINAL

MINIMUM 

"A"

65 THRU 600 PIPE

U-BOLT

PRE-ENGINEERED

PIPE SUPPORT

PRE-ENGINEERED

FLANGE

STANDARD PIPE 

BY CALCULATIONS

AS REQUIRED

SIZE AND NUMBER

CONCRETE ANCHORS,

DRILL PIPE AS REQD

F
L

O
W

1.

4027-191

NTS

LINE DRAIN VALVE INSTALLATION

MAIN LINE PIPE

NOTES:

VALVE

TYPE V306 BALL

COUPLING W/SS CHAIN

ATTACH CAP TO

HOSE COUPLING W/CAP,

38mm MALE QUICK CONNECT

MI SERVICE SADDLE

DOUBLE STRAP

SPECIFIED

SUPPORT AS

ADJUSTABLE SADDLE

STANCHION

STEEL PIPE

SCHEDULE 40

500 MAX

TYP

LENGTH AS REQUIREDLENGTH AS REQUIRED

3
0
0
–

1. ALL MATERIAL TO BE TYPE 316L STAINLESS STEEL.

FOR USE WITH PIPE SIZES UP TO 300mm NPS.2.

3.

NOTES:

4.

*D = NOMINAL PIPE DIAMETER

 

  

2400 MAX

MAX MAX

4D* 4D*

 

7575

5
0

7
5

3
5
0

MAX
600

900 MAX

MIN
75

FITTINGS AND VALVES SHALL BE SAME SIZE AS LINE.

FOR LINE SIZE 38mm AND SMALLER,

SS

38 DIA x 150 LONG

AIR HEADER

PROCESS

3000 MAX 3000 MAX

SPECIFIED, TYP

AND WASHER AS 

ANCHOR BOLT, NUT 

M20 SST ADHESIVE
L102 X 102 X 9.5

SEE NOTE 4

NUTS, SEE NOTE 3

U-BOLT WITH HEX

TYP

22 DIA HOLE

SLIDING SUPPORT, TYP

FOR SST PIPE, TYP

COUPLING AS SPECIFIED

FLEXIBLE SLEEVE TYPE

AIR PIPE

PROCESSFIXED SUPPORT, TYP

SUPPLIER

BY DIFFUSER

SUPPLIED BY

FIXED SUPPORT:  U-BOLT WITH TIGHT FIT AROUND PIPE.

SLIDING SUPPORT:  U-BOLT WITH 3mm GAP AROUND PIPE.

FIXED SUPPORT:  DOUBLE NUT ON BOTTOM, TYP.

SLIDING SUPPORT:  NUT TOP AND BOTTOM, TYP

75-ALP-SST

AS SPECIFIED

DIFFUSER SYSTEM

COARSE BUBBLE

20 THK PLATE

END COUPLING

SST GROOVED

WITH CAP,TYP

END COUPLING

SST GROOVED

END COUPLING

SST GROOVED

2
5
0
 

M
A

X

LUG

LIFTING

NTS

CHANNEL AIR DIFFUSER DETAIL

FOR ALP PIPING IN CHANNELS
PIPE SUPPORTS AND COUPLING 

NTS

PLAN

SECTION

SECTION

ELEVATION

4027-624

4027-625

     

D

    

WET/DRYWET/DRY

NTS

LARGER THAN 300mm
D+100mm FOR PIPE
THAN 300mm
D+75mm FOR SMALLER

CL WALL

BOTH SIDES
SEAL WELD AROUND

NOTES:

NOTED OTHERWISE
INSTALLATION, 230mm UNLESS
AS REQUIRED FOR PIPE

FLANGED PIPE ENDS

PEDESTAL TYPE AJUSTABLE

PIPE SUPPORT SADDLE SUPPORT 

4027-605A

EXISTING CONCRETE WALL

CORE DRILL

0330-022

75-V510

ISSUED FOR CONSTRUCTION - 976-2016

CONCRETE CLOSURE

MATERIAL TO MATCH PIPE
RING 6mm THICKNESS,
PUDDLE FLANGE / THRUST 

PIPE PENETRATION THROUGH

EXISTING SLAB OR WALL

REFER TO STRUCTURAL DETAIL 0330-022. (1-0102-SDTL-A005)
PIPE PENETRATIONS THOUGH EXISTING WALLS AND SLABS, ALSO

PROVIDE WATER TIGHT JOINT AS PERFORMANCE REQUIREMENT.

ALL DIMENSIONS IN MILLIMETERS, UNLESS OTHERWISE NOTED.

3.

2.

1.


