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EMBEDMENT
ANCHORS W/ 100mm MIN
2 - 16mm DIA SST CONC

DETAIL
RISER PLATE
SEE PARTIAL

VARIES
PL 10x75x
END STL

SLOTTED HOLES
W/ 18mm x 65mm
10mm STL BOT PLATE

RISER PLATE PER FULL RISER PLATE DETAIL.
90mm MAX. FOR STAIRS WITH PICKET HANDRAIL EXTEND
TOP OF RISER PLATE AND BOTTOM OF TREAD TO BE
(0551-041 DETAIL 2 OF 2) UNO.  CLEARANCE BETWEEN
FOR RISER PLATE SEE PARTIAL RISER PLATE DETAIL
AFTER FABRICATION.
HOT DIP GALVANIZE ALL MEMBERS AND FASTENERS
PRIOR TO FABRICATION.
FIELD VERIFY DIMENSIONS AND ELEVATIONS
TREADS AND HANDRAIL CONNECTIONS.
STAIR MANUFACTURER TO COORDINATE BOLTED
STAIR HANDRAIL NOT SHOWN.
OTHERWISE NOTED ON PLANS.
GALVANIZED STEEL GRATING TREADS UNLESS
EXCEPT WHERE OTHERWISE NOTED ON PLANS.
AMERICAN STANDARD C310x31 STRINGERS TYPICAL
AND CONCRETE AS SPECIFIED.
PROVIDE PROTECTION FOR DISSIMILAR METALS

8.

7.

6.

5.
4.

3.

2.

1.

SHOWN SEE BELOW.
FOR NOTES NOT
NOTE:

GRATING

TYP
OVERLAP,
25mm

SEE PLANS
METAL BEAM,

NEAR FACE
SINGLE STL ANGLE

GRATING
W/ T.O.
TREAD FLUSH
INSTALL FIRST

NOSING, TYP

EMBEDMENT
W/ 100MM MIN
CONC ANCHOR
2 - 20mm DIA

FACE
ANGLE NEAR
SINGLE STL

CONC BEAM, SEE PLANS

EXCEPT AS NOTED 

TYP
OVERLAP,
25mm

NOSING, TYP

SHOWN SEE BELOW.
FOR NOTES NOT
NOTE:

NOTES:

STAIR SLOPE
VARIES W/
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65
PLAN

TYP
SEE DWGS,
RISERS,
UNIFORM

SECTION

BOTTOM CONNECTION

SLOTTED HOLES
W/ / 18mm x 65mm
10mm STL BOT PLATE

GROUT
NON-SHRINK

NOTE 8, TYP

LANDING CONNECTION - STEEL

EXCEPT AS NOTED
SIM
CONN
2 - ROW BOLTED

IN STRINGER
SLOTTED HOLES
HORIZONTALLY
SHORT

NOTE 8, TYP

STRINGER
STAIR

TYP
SEE DWGS,
RISERS,
UNIFORM

TYP
TREADS,
GRATING

TYP
TREAD,

SEE PLANS
WIDTH

GS-2, SIM

TOP CONNECTION - STEEL

TYP
SEAL

W/ T.O. GRATING
TREAD FLUSH
INSTALL FIRST

TYP
TREAD,

PLATFORM
EDGE OF

GS-2, SIM

TYP
SEE DWGS,
RISERS,
UNIFORM

STRINGER
STAIR

NOTE 8, TYP

IN STRINGER
SLOTTED HOLES
HORIZONTALLY
SHORT

LANDING CONNECTION - CONCRETE

W/ T.O. CONC
TREAD FLUSH
INSTALL FIRST

SEE PLANS
WIDTH

TYP
TREAD,

TYP
TREADS,
GRATING

TOP CONNECTION - CONCRETE

W/ T.O. CONC
TREAD FLUSH
INSTALL FIRST

TYP
SEAL TYP

TREAD,
PLATFORM
EDGE OF
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CONN           SIM
2 - ROW BEAM/WALL

1. HOT DIPPED GALVANIZED AFTER FABRICATION.
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GUARD POST - INTERIOR
0559-026

SPECIFIED
CONC, PAINT AS
SMOOTH, FILL WITH
STEEL PIPE, GRIND
200mm DIA SCHED 40

ALL AROUND
12x50 FLANGE

ON PIPE
CENTERED
PL 12x300x300

CONC SLAB
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(4 PER POST)

DRIVEN INTO ROD MIN 10mm

SELF DRILLING FASTENERS

304 SST COUNTERSUNK

2205 STAINLESS STEEL PLATE  

150x150x12mm THICK 

DETAIL A

6mm THICK ALUMINUM TOE-BOARD

NOTE:

POST ANCHORAGE

WELD ROD AND PLATE WITH A FILLER METAL OF MATCHING OR GREATER YIELD STRENGTH

MINIMUM YIELD STRENGTH OF STAINLESS STEEL ROD AND PLATE TO BE 450 KPa. 

500 ADHESIVE A325 

STAINLESS STEEL BOLTS C/W HILTI RE 

TO CONCRETE WITH 2-16M 304 

2205 STAINLESS STEEL PLATE ANCHORED 

STEEL ROD WELDED TO 150x150x12mm 

31.75mm DIAMETER 2205 STAINLESS

EXTERIOR

125 FOR

CONTINUOUS BED OF SEALANT

SET BASE PLATE IN
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WALL, TYP

TYP
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NOTES:

OPENING CLOSURE

L 75x75x6
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DECK SPAN
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1800 < W
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1800 < L < 2250

2250 < L
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PIECES FOR EQUAL ATTACHMENTS.

NOT FALL AT SUPPORTS PARALLEL TO DECK SPAN, PROVIDE FILLER

SPAN @ 150mm ON CENTER.  WHERE VALLEY OF DECKING DOES

DECKING.  ATTACH METAL DECKING TO SUPPORTS PARALLEL TO

DECKING SPAN WITH SPECIFIED FASTENERS AT EACH VALLEY OF

ATTACH METAL DECKING TO ALL SUPPORTS PERPENDICULAR TO

 
REINFORCEMENT.

REFER TO SPECIFICATIONS FOR SMALLER DECK OPENING

OPENINGS 625mm TO 1800mm

PLAN

CONNECTION

BEAM SUPPORT

SEE JOIST OR

OR BEAM

JOIST

CL METAL

CONNECTION

SUPPORT

SEE WALL
JOIST OR BEAM

OF METAL

TOP CHORD

END

TYP EA
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PLAN

DECK

METAL ROOF
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ROOF DECK OPENING
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WIDTH
OPENING

600 MAX
300 TO
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NOTE:

A FILLER METAL OF MATCHING OR GREATER YIELD STRENGTH

MINIMUM YIELD STRENGTH OF SST ROD AND PLATE TO BE 450 KPa. WELD ROD AND PLATE WITH

BY CODE

WHERE REQUIRED

RAILING EXTENSION 

WITH ABRASIVE NOSINGS

OPEN GRATING STEPS 

METAL STRINGER

PERIMETER

SEALANT AROUND

POST ANCHORAGE DETAIL

CJP

TO METAL STRINGER W/ 2-16M 304 SST BOLTS

150x60x12mm 2205 SST PLATE ANCHORED 

31.75mm DIA 2205 SST ROD WELDED TO 

HOLES (2 PER POST) 

IN PREDRILLED PILOT 

INTO ROD MIN 25mm

FASTENERS DRIVEN 

SELF DRILLING 

302 SST COUNTERSUNK

END CAPS 
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TYP AT POST LOCATIONS
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2205 STAINLESS STEEL PLATE  

150x150x12mm THICK 

(4 PER POST)

DRIVEN INTO ROD MIN 10mm

DRILLING FASTENERS

COUNTERSUNK SELF 

304 STAINLESS STEEL 

OF SEALANT

CONTINUOUS BED 

SET BASE PLATE ON 

RE 500 ADHESIVE A325 

STEEL BOLTS C/W HILTI 

WITH 2-16M 304 STAINLESS 

ANCHORED TO CONCRETE 

STAINLESS STEEL PLATE 

WELDED TO 12mm  2205

STAINLESS STEEL ROD 

31.75mm DIAMETER 2205

REFER TO PIPE GUARD DETAIL

FOR RAILING COMPONENTS

ALUMINUM TOE-BOARD
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OPEN GRATING METAL STAIR WITH 3 RAIL TUBE RAILING

POST ANCHORAGE - 

POST ANCHORAGE - SURFACE MOUNTED 3 RAIL GUARD 3 RAIL PIPE RAILING EXPANSION JOINT (SURFACE MOUNTED)

POST ANCHORAGE -

ALUMINUM RAILS, TYP

42.16 DIA SCHEDULE 40 

BEYOND, TYP

HANDRAIL EXTENSION

42.16 DIA SCHEDULE 40

ALUMINUM POSTS, TYP

42.16 DIA SCHEDULE 80 

ALUMINUM RAILS, TYP

42.16 DIAMETER SCHEDULE 40

TYP

ALUMINUM PIPE SLEEVE,

31.75mm DIAMETER 

TYP

SELF DRILLING FASTENERS,

304 SST COUNTERSUNK

1200mm MAX SPACING

ALUMINUM POSTS, TYP AT 

42.16 DIAMETER SCHEDULE 80
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DIA CONC ANCHOR
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