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TYP

TYPE B

STRINGERS
TYPE A

STRINGERS

1.

2.

AL GRATING

AL GRATING

25

25

AL 100x4.15

90

300mm OC

ANCHORS @

16mm CONC

AL L75x75x6 W/

STRINGERS, 2 MIN

@ 300mm TO

16mm SST BOLTS

SUPPORT

AL L55x55x6 GRATING

5

GROUT

25mm+/- NON-SHRINK

SEE PLANS

COLUMN, FOR LOCATION

50mm SCHED 40 AL PIPE

ANCHORS

W/ 2 - 16mm CONC

AL PL 12x100x200 BASE

1
0
0

STRINGERS

@ 300mm OC TO 

16mm SST BOLTS

GRATING SUPPORT

AL L75x75x6

EA END OF BEAM

PIPE COLUMN,

50mm SCHED 40 AL

CONC ANCHORS

BASE W/ 2 - 16mm

AL PL 12x100x200
GROUT

25mm+/- NON-SHRINK

5

4 - 16mm SST BOLTS

EA SIDE W/

AL L 150x90x6x65

NTS
0551-002

STAIR LANDING WITH SUPPORTS - ALUMINUM

ONE SIDE

CONN,

BOLTED

W/ STD

BEYOND

STRINGERS

STAIR

DETAIL

TOP CONN

CONN SIM TO

CONC WALL

STRINGER TO

TREADS

SIM TO

NOSING

STAIR RAILING NOT SHOWN.

DISSIMILAR METALS AND CONCRETE

PROVIDE PROTECTION FOR

NOTES:

PLANS

SEE

OR AS SHOWN ON PLANS

EQUALS STAIR WIDTH
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0551-801
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T.O. CONCRETE

T.O. ROOFING

FRONT VIEW
SIDE VIEW

PLAN VIEW

RUNG SECTION

T.O. PLATFORM

NOTES:

T.O. PARAPET

PARAPET

TYP

80 AL PIPE, 

SCHEDULE

50mm DIA 

SUPPORT

ROOF

ASSEMBLY

ROOF

GRATING PLATFORM

SERRATED AL OPEN 

TYP EA SIDE

SPECS, SEE NOTE 3, 

CONC OR CMU PER

ANCHORS CONN TO

2-16mm DIA CONC

NTS
0552-827

ALUMINUM LADDER (EXTERIOR WITH PARAPET)

L75x75x6

TO LADDER STRINGER, TYP EA SIDE

200x13mm AL BENT PLATE WELDED

TYP UNO, SEE NOTE 4

100x13mm AL BENT PLATE,
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0

ARCHITECTURAL WALLS.

OF BENT PLATE PRIOR TO INSTALLTION OF

CONTRACTOR TO COORDINATE INSTALLATION4.

CONNECTION IS NOT PROVIDED.

2 ANCHORS REQUIRED ONLY IF BASE 3.

INDICATED ON DRAWINGS.

CONNECTION REQUIRED ONLY WHEN2.

CONTACT WITH CONCRETE AS SPECIFIED.

PROVIDE PROTECTION FOR ALUMINUM IN1.

ANCHORS, SEE NOTE 2

CONC W/ 4 CONC 

CONN, SECURE TO 

EXTRUDED AL BASE

SEE NOTE 1, TYP

80 AL PIPE, TYP

50mm DIA SCHEDULE

SPECS, TYP UNO

CONC OR CMU PER

ANCHORS CONN TO

16mm DIA CONC

OF LADDER

WALL TO FACE
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CONVEX TOP
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135135

20mm THK PLATE

ADHESIVE ANCHORS

DRILLED IN 

4-25mm DIA

20mm THK PLATE

1
5
0

SPECIFIED
25 MPa CONC, PAINT AS
SMOOTH, FILL WITH
STEEL PIPE, GRIND
200mm DIA SCHED 40
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