JBA-UB30

FIELD (cJB-2) CP-UB821
RIO-S802-2
n RACK: 0
MODULE: 3
12 VDC POWER SUPPLY
— ( SEE DWG. AILD-U901
(Z149-XS) PART OF
DOOR SWITCH CA-U821-2
2C, 14 AWG, RWS0, 600V
IN CONDUIT P03038
18003 ———— | 24 vDC FROM
— €03038 TB20 F0303B
* M ><>C +12V0C J CR—-149 z149-33 (196322 ) 096321t go1p L'l 2/0521 (26 VOC)
7149-32 14 ® 13 T1a9—3a (| U9632-2 U9632-2 » 12/0.3.21 2/0.3.21 [ - ESS@%%%STZROOM s
EQUIPMENT ROOM — = |
WEST EXTERIOR C0303B f <psy— | EXTERIOR DOOR CLOSED
DOOR SWITCH NEW WORK C03038 ¢ (F/S)
03035 b].c03038

CONTACT CLOSES WHEN
DOOR CLOSES

NEW WORK

PATH: M:\614099\4ENG\48|&C\DD ~ General DWG\REV\2017-04-05 Issued for Construction — 976-2016\U UV Disinfection Facility\DWB'\ $HIE 02— AVB#80 & d g 2mm

LAST SAVE: 2017/03/30 — 7:50am

ENGINEER'S SEAL

©

NOTES
. THIS DRAWING SUPERSEDES DWG. 1-0102U-AQQ0S. ‘)) cHZMHILLO gg(o;g

THIS DRAWING IS BASED UPON EXISTING DOCUMENTATION AND MAY SNC-LAVALIN ConsuLTing

N

/_C«\ THE CITY OF WINNIPEG

ENGINESRS

NOT REPRESENT THE ACTUAL INSTALLATION. nni WATER AND WASTE DEPARTMENT
3. PREVIOUS IDENTIFIERS ARE SHOWN IN PARENTHESES. DESIGNED BY: CHECKED BY: Wi peg
4. LOOP NUMBERS WERE CHANGED TO COMPLY WITH IDENTIFICATION S. BOGHOSIAN T. CHURCH
STANDARD. HOWEVER, EXISTING WIRING AND RELAYS ARE STILL
LABELED WITH OLD LOOP NUMBER. DRAWN BY: APPROVED BY: SOUTH END WATER POLLUTION CONTROL CENTRE
5. CHANGE EXISTING RELAY WIRING IF REQUIRED TO CORRESPOND WITH S. BOGHOSIAN E. RYCZKOWSKI SEWPCC UPGRADING/EXPANSION PROJECT
P THLSKTE STATS SOALE DATE AUTOMATION — LOOP DIAGRAM
NTS 2016/01,/04 709632
— ISSUED FOR CONSTRUCTION
APcCIil BY: DATE: EQUIPMENT ROOM WEST EXTERIOR DOOR
Coertificate of Autharization J SHUMKA 2017/04/05
SNC-Lavalin Inc. - CITY DRAWING NUMBER SHEET REV. SIZE
00 |ISSUED FOR CONSTRUCTION — 976-2016 2017/04/05| $SB | TMC |CONSULTANTNO:
No. 4489 474248 1-0102-AILD-U904|001/ 00| B
NO. | REVISIONS DATE DESIGN | CHECK

PLOT DATE: Mar 30, 2017 — 7:50am FILE NAME:1-0102—AILD—-U904.dwg




