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MIN 1200mm BELOW GRADE 

INSULATION CARRIED 

50mm PERIMETER RIGID 

JOINT SEALANT, TYP

AIR BARRIER, TYP

METAL FLASHING, TYP

SHIM, TYP 

CONTINUOUS WOOD 

PLYWOOD, TYP

19mm EXTERIOR GRADE

o.c. ,TYP

ANCHOR @ 600mm

10M GALVANIZED 

TYP

WOOL INSULATION BETWEEN 

STRAPPING WITH MINERAL

PLYWOOD ON 40mm WOOD 

19mm EXTERIOR GRADE

SECTION DETAIL 2
1:10

SECTION DETAIL 4
SECTION DETAIL

TYP

HEAD AND JAMBS , PAINTED 

GALVANIZED BENTPLATE AT 

ASSEMBLY, TYP

ROLLING METAL DOOR

 

METAL DOCK LEVELER

JOINT SEALANT, TYP

AIR BARRIER, TYP

SHIM, TYP 

CONTINUOUS WOOD 

PLYWOOD, TYP

19mm EXTERIOR GRADE

TYP

WOOL INSULATION BETWEEN 

STRAPPING WITH MINERAL

PLYWOOD ON 40mm WOOD 

19MM EXTERIOR GRADE

3
SECTION DETAIL

B1

B1

B

B1

B

FACE, TYP

CARRIED UP PLYWOOD 

( BASE AND CAP SHEET) 

ROOFING MEMBRANE 

METAL FLASHING AND 

JOINT SEALANT, TYP

METAL CLOSURE GIRT, TYP

METAL FLASHING, TYP

AIR BARRIER, TYP

JOINT SEALANT, TYP

TO SUIT, TYP

BUILT-UP WOOD BLOCKING 

WINDOW ASSEMBLY 

ALUMINUM SLOPED GLAZED 

FILL, TYP

BATT INSULATION 

CLIP, TYP

CONT METAL FLASHING

METAL COPING FLASHING, TYP

CLIP, TYP

CONT METAL FLASHING

METAL COPING FLASHING, TYP

FRAMING, TYP

WOOD COPING TRUSS 

TYP

BLOCKING TO SUIT 

BUILT-UP WOOD 

TYP

FLASHING CLIP 

CONT METAL 

BLOCKING, TYP

OVER BUILT-UP WOOD 

AIR BARRIER CARRIED

WINDOW ASSEMBLY 

ALUMINUM SLOPED GLAZED 

TYP

BLOCKING TO SUIT 

BUILT-UP WOOD 

TYP

FLASHING CLIP 

CONT METAL 

BLOCKING, TYP

OVER BUILT-UP WOOD 

AIR BARRIER CARRIED

FILL, TYP

BATT INSULATION 

JOINT SEALANT, TYP

FLASHING

ALUMINUM CLOSURE 

FLASHING

ALUMINUM CLOSURE 

FLASHING

ALUMINUM CLOSURE 

WINDOW ASSEMBLY 

ALUMINUM SLOPED GLAZED 

TYP

BLOCKING TO SUIT 

BUILT-UP WOOD 

JOINT SEALANT, TYP

1:5

1:5

FILL, TYP

BATT INSULATION 

TYP

METAL CLOSURE FLASHING

FRAMING, TYP

WOOD COPING TRUSS 

METAL FLASHING, TYP

FIBRE CANT, TYP TYP

METAL FLASHING

FIBRE CANT, TYP

FIBRE CANT, TYP

FLASHING, TYP

ALUMINUM CLOSURE 

FILL, TYP

BATT INSULATION 

TYP

FLASHING 

ALUMINUM 

TYP

PERIMETER BOTH SIDES

JOINT SEALANT ALONG

TYP

OVER WOOD COPING 

CARRIED UP PARAPET 

( BASE AND CAP SHEET) 

ROOFING MEMBRANE 

230

BEYOND, TYP

DOCK BUMPERS

FILL, TYP

BATT INSULATION 

METAL CLOSURE GIRT, TYP

TYP

OVER WOOD COPING 

CARRIED UP CANT  

( BASE AND CAP SHEET) 

ROOFING MEMBRANE 

JOINT SEALANT, TYP

B

BETWEEN, TYP

WOOL INSULATION FILL 

WOOD FRAMING WITH MINERAL 

40 X 140mm @ 400mm o.c.

PLYWOOD BOTH SIDES TO

19MM EXTERIOR GRADE

TO SUIT, TYP

BUILT-UP WOOD BLOCKING

METAL FIXING BAR, TYP

CONTINUOUS NON -FERROUS

TYP

METAL CLOSURE FLASHING 

METAL FLASHING, TYP

BGAD-K007
BGAD-K004

BGAD-K004

WITH MASONRY GROUT

FILL VOIDS IN CMU PARAPET 

METAL FLASHING, TYP

PREFORMED METAL PANEL TYPE 1

TYPE 1, TYP

PREFORMED METAL PANEL 

PANEL TYPE 1, TYP

PREFORMED METAL 

TYPE 2, TYP

PREFORMED METAL PANEL

METAL CLOSURE FLASHING, TYP

JOINT SEALANT, TYP

TYP

ALUMINUM FLASHING 

BACKER ROD , TYP

JOINT SEALANT ON 

TYP

METAL GIRT TO SUIT

TYP

ALUMINUM FLASHING 

JOINT SEALANT, TYP

PANEL TYPE 2

PREFORMED METAL 
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B. KOLIS-HUPA

HIGH RATE CLARIFICATION BUILDING

SECTION DETAILS - PART 2

BUILDINGH.T. FRIEHAMMERR. BATHAN

2017/04/05

    

ISSUED FOR CONSTRUCTION - 976-2016

 

ASSEMBLY TYPE-1A

MODIFIED BITUMEN ROOFING

TYPE-1A

ROOFING ASSEMBLY 

MODIFIED BITUMENOUS

TYPE-1A

ROOFING ASSEMBLY 

MODIFIED BITUMEN 

BGAD-K008


