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GENERAL NOTES:

THIS DRAWING SHOWS AN EXISTING LOCATION. SEE DRAWING
SEP-287 FOR EXISTING EQUIPMENT IN THIS AREA.

ALL EQUIPMENT ON THIS DRAWING IS NEW AND IS TO BE
PROVIDED BY THE CONTRACTOR.

PROVIDE ALL INTERCONNECTION WIRING/CABLING REQUIRED BY
THE BIOFILTER VENDOR FOR OPERATION OF THEIR PACKAGED
SYSTEM AS PER VENDOR PROVIDED SHOP DRAWINGS.
COORDINATE WITH VENDOR AS REQUIRED TO INCLUDE ALL COSTS
AT TIME OF TENDER. PROVIDE WIRE AND CABLE IDENTIFICATION
CONSISTENT WITH THE CITY'S IDENTIFICATION STANDARD.
WIRING/CABLING TO BE ARMOURED CABLE UNLESS OTHERWISE
APPROVED BY THE CONTACT ADMINISTRATOR.

NOT ALL JUNCTION BOXES ARE SHOWN. REFER TO OTHER
DESIGN DOCUMENTS FOR JUNCTION BOXES TO BE PROVIDED.
PROVIDE ALL JUNCTION BOXES SHOWN IN THE DESIGN
DOCUMENTS AND OTHERS AS NEEDED FOR WIRING CONNECTIONS
IN THE FIELD.

SPECIFIC NOTES:
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REFERENCE DRAWINGS

DESCRIPTION

MOUNT METHANE SENSOR 0.5m BELOW THE CEILING.

PROVIDE SUPPORTS AND MOUNTING PLATE AS REQUIRED
TO SUPPORT ENCLOSURES. MOUNTING PLATE TO SPAN
ACROSS COLUMNS.

PORTIONS OF THE HUMIDIFIER ROOM ARE CLASS |, ZONE 2
GROUP lIA AREA. INSTALLATION OF EQUIPMENT SHALL BE
SUITABLE FOR THIS AREA CLASSIFICATION.

FOR DEVICES TO BE WIRED FROM VENDOR LOCAL CONTROL
PANEL, COORDINATE EXACT LOCATIONS AND REQUIREMENTS
WITH BIOFILTER VENDOR. EXACT DEVICES SUPPLIED WILL BE
DEPENDENT ON VENDOR.

PROVIDE SUPPORTS FOR LEVEL SWITCH WITHIN PROCESS
SUMP. PROVIDE CONDUIT THROUGH CONCRETE TOP FOR
LEVEL SWITCH INTEGRAL CABLE. MOUNT ASSOCIATED
JUNCTION BOX WITHIN HUMIDIFIER ROOM.
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