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PLAN AT BASEMENT LEVEL 227.4

DEMOLITION NOTES

/A

REMOVE EXISTING 120V RED EXIT SIGN. REMOVE ASSOCIATED REDUNDANT (UN-USED) WIRING
AND CONDUITS BACK TO SOURCE PANEL. THE NEW EXIT SIGN WILL BE FED FROM 347V SOURCE.

REMOVE EXISTING POWER-FREE RED EXIT SIGN IN STAIRWELL.
CONSTRUCTION NOTES

@ SUPPLY AND INSTALL NEW 347V RUNNING MAN EXIT SIGN. INTERCEPT AND CONNECT TO
NEAREST SUITABLE CONNECTION POINT (CIRCUIT SHOWN). EXTEND WIRING AND CONDUIT FOR
CONNECT TO NEW EXIT SIGN.

@ SUPPLY AND INSTALL NEW POWER-FREE PHOTOLUMINESCENT RUNNING MAN EXIT SIGN IN THE
STAIRWELL DIRECTION AS SHOWN.
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FIXTURE SCHEDULE (FOR EXISTING LUMINAIRES)

TYPE DESCRIPTION

A HOLOPHANE "ENDURALUME", 150 WATT, 347V, HPS HI-BAY TYPE

C/W 150 WATT TUNGSTEN HALOGEN LAMP FOR STANDBY LIGHTING

B HOLOPHANE "ENDURALUME”, 150 WATT, 347V, HPS HI-BAY TYPE

C YORK "UH"SERIES, 2—40 WATT, 347V FLUORESCENT TROFFER TYPE

(1'X4")

D YORK "MG” SERIES, 2—40 WATT, 347V FLUORESCENT WRAP ARUOND

CEILING MOUNT TYPE

F HOLOPHANE "WALLPAK”,100 WATT, 347V, HPS WALL MOUNTED TYPE

C/W PHOTO CONTROL AND ISOLATING WINDING LEAD BALLAST

G YORK "DTW” SERIES 2-40 WATT, 120V FLUORESCENT TYPE

H HOLOPHANE "ENDURALUME",175 WATT,347V, METAL HALIDE TYPE

C/W 150 WATT TUNGSTON HALOGEN LAMP FOR STANDBY LIGHTING

J HOLOPHANE "ENDURALUME",175 WATT,347V, METAL HALIDE TYPE

Ko (2'xa"

YORK "JH"SERIES, 2—-40 WATT, 347V FLUORESCENT TROFFER TYPE

LEGEND

L COOPER "METALUX” SERIES, 2-32W, 347 FLUORESCENT

GENERAL NOTES

1.
2.

FEED PNL-2B FROM NEW ARGES CENTRAL BATTERY SYSTEM ELB-2P VIA
PNL-2P. SEE DWG. 1-0102-ESLD-B002 AND 1-0102-ESLD-P002.
REFER TO SCHEDULE ON DWG. 1-0102—-ESCH-A002 FOR EXIT SIGN MODEL.

"NOT AN EXIT" SIGN
LEFT ARROW EXIT SIGN
RIGHT ARROW EXIT SIGN
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