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GENERAL NOTES:
1. CONNECTIONS TO SYSTEM GROUND ELECTRODES SHALL BE EXOTHERMIC
ELECTRICAL ' STORAGE ' WELD IN ACCORDANCE WITH CEC 10—806.
ROOM B> ! ROOM ! CONTINUED ON DWG. EGRD-G002 2. PERIMETER BURIED GROUND CONDUCTORS SHALL BE LAID IN UNDISTURBED
[ - ) NATIVE SOIL OR MECHANICALLY COMPACTED SOIL. GROUND RODS SHALL
/ 1= CONTD. TO GRIT & BE INSTALLED IN UNDISTURBED NATIVE SOIL OR MECHANICALLY
s ! I SCREENINGS BLDG. COMPACTED SOIL.
PERIMETER GROUNDING
e —tl i | i STAN DBY POWER SEE DWG. EGRD-G002 3. ALL GROUNDING CONDUCTORS SHALL BE STRANDED, SOFT DRAWN COPPER.
1= -+ ==y ' L ~ BUILDING L 2 AWG, BARE, 4. ALL CABLING SHALL BE PHYSICALLY PROTECTED BY DIRECT BURIAL OR BY
1000  DOWN CONDUCTOR SURFACE RUN CONDUIT. EXPOSED GROUND CABLES ARE NOT ACCEPTABLE.
~ 5 5. COORDINATE INSTALLATION OF THE GROUNDING GRID, COMPLETE WITH
GROUND ROD WELL BOXES WITH THE CONCRETE / CIVIL CONTRACTOR.
, 4/0 AWG, BARE, SOME OF THE GROUND ROD LOCATIONS WILL BE PAVED OVER.
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L - P D GROUNDING SYSTEM TO AIR TERMINALS AND MAIN CONDUCTORS ON THE
X ROOF. REFER TO DWG. EGRD—B002 FOR CONTINUATION.
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