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DAMAGE EXISTING REINFORCING

OF SLAB, USE CARE NOT TO

x CONT KEYWAY FULL DEPTH 

THEN CHIP TO REMOVE 20mm

CONCRETE TO 20mm DEPTH

SAW-CUT SURFACES OF 

CONCRETE CURB FLOOR DRAIN CONNECTION OF NEW CONCRETE TO EXISTING

ON PLAN

OF CURB AS NOTED

WIDTH AND HEIGHT

WIDTH EXCEEDS 225mm

LOCATE EF WHEN

HEIGHT LESS THAN 300mm

MIN 2 BARS FOR CURB

HEIGHT EXCEEDS 300mm.

15M@300 WHEN CURB

2 - 15M @ TOP &

THAN 225mm

WIDTH IS LARGER

FACE WHEN CURB

15M@300 PLACE EA

C
L

R

4
0

TYP

SLOPE
SLAB ELEVATION

THAN ADJACENT

RIM 12mm LOWER

SET FLOOR DRAIN

DEPRESSION

600 DIA

DRY FACE

EXISTING

SEE NOTES ABOVE

WET FACE

NOTED OTHERWISE ON PLANS

20M@300 TYPICAL UNLESS

CONCRETE, SEE                

INTO EXISTING

DRILL AND ADHESIVE ANCHOR

REINFORCING BAR DOWELS,

DRY FACE

WALL - PLAN

AND CLEAN

TO FULL 6mm AMPLITUDE

OF EXISTING CONCRETE

ROUGHEN SURFACE

SLAB - SECTION

GRADE STRUCTURES)

(EXTERIOR - DRY BELOW

STRUCTURES)

(INTERIOR - WATER HOLDING

WET FACE OF WALL OR SLAB

STRUCTURES, SEE

AND DRY BELOW GRADE

FOR ALL WATER HOLDING

0315-810

0330-816

CONC WALL

1.

2.

50
 MI

N

5
0
 

M
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4
0

40

90mm, SEE NOTE 2

NTS 0330-078

CONCRETE OR GROUT FILL KEY

45 DEGREES.

PROVIDE KEY FOR ALL FILL WHERE FILL SLOPE ANGLE TO WALL OR SLAB IS LESS THAN 

GROUT OR CONCRETE FILL.

LENGTHEN 90mm BLOCKOUT AS REQUIRED TO MAINTAIN 50mm MINIMUM THICKNESS OF 

NOTES:

CONC SLAB

ANGLE

SLOPE

FILL

SEE NOTE 2

90mm,

CONC FILL

GROUT OR

ANGLE

SLOPE

FILL

HOSE WATERSTOP

SURFACE FOR INJECTION

GROUND CONT SMOOTH

NTS 0330-143

CONCRETE DEMOLITION

1. REMOVE CONCRETE OUT TO SOUND CONCRETE.

2.

3.

4.

5.

EDGES.
REQUIRED, MAKE EDGES PERPENDICULAR TO THE SURFACE.  DO NOT FEATHER
IF CHIPPING INTO THE SURFACE OF THE EXISTING SLAB OR WALL TO REMAIN IS 

DAMAGED SURFACES AS NOTED
CONCRETE FINISH, REPAIR ROUGH OR
CONCRETE TO MATCH EXISTING ADJACENT
FINISH SLAB OR WALL UNDER REMOVED

CONCRETE SURFACES TO REMAIN
DAMAGE EXISTING ADJACENT
REMOVED, USE CARE NOT TO
EXISTING CONCRETE TO BE
SAW-CUT AND CHIP TO REMOVE

TO REMAIN
EXISTING CONCRETE

DRY-PACK WITH NON-SHRINK GROUT
TO REMAIN, CLEAN AND SOAK, AND
MIN BELOW TOP OF EXISTING CONCRETE
AND EQUIPMENT ANCHORS TO 40mm
TO REMOVE EXISTING REINFORCING
40mm DEEP, AND CHIP AND GRIND
CORE DRILL 50mm DIAMETER HOLE,

PATCHING MATERIAL TO MATCH APPREARANCE OF ADJACENT CONCRETE SURFACES.
FILL DEFECTIVE AREA WITH NON-SHRINK GROUT OR AN APPROVED PREPACKAGED

NON-SHRINK GROUT.
USE APPROVED BONDING AGENT ON SURFACES TO BE PATCHED PRIOR TO PLACING 

TECHNIQUES.
BONDING AGENT MANUFACTURER AND NON-SHRINK GROUT MANUFACTURER ON 
CURING PROCEDURES REQUIRED BY MATERIAL MANUFACTURERS.  CONSULT WITH 
DEMONSTRATE METHODS FOR REPAIR USING ACTUAL MATERIALS, METHODS, AND 

NOTES:

 

GROUT

2.

NOTES:

PROVIDE GRATING WHERE GUTTER CROSSES WALKWAY OR WORKING AREAS.

150 100

1
5
0

NTS 0330-077

FORMED CONCRETE TRENCH

SEE

WITH GS-1 SUPPORT @ EDGE,

20mm AL GRATING WHERE REQD

TO DRAIN

OF GROUT

SLOPE TOP

UNLESS SPECIFICALLY SHOWN.

WHERE TRENCH IS ADJACENT TO WALL DO NOT PROVIDE GRATING

1.

M
IN

4
0

M
A

X

1
2
5

0553-001

WATERSTOP

SURFACE FOR INJECTION HOSE

GROUND CONT SMOOTH

H.T. FREIHAMMER

 

STANDARD DETAILS (5)

 

 

(BASE SLAB SECTION SIMILAR)

15M@300

2 - 15M

15, TYP

FRAME IS IN PLACE

GUIDE OR STOP LOG

GROUT AFTER GATE

NON-SHRINK

FILL WITH

1
5
0

1
5
0

3
0
0

3
0
0

150 MIN

NTS 0330-076BNTS 0330-076A

BLOCKOUT FOR STOP LOG OR GATE GUIDE STOP LOG/GATE GUIDE

TYP REINF

SLOT, EF

SIDE OF 

BARS EACH

ADDL TYP 

PROVIDE 
600

CENTERED ON SLOT

LENGTH + 300mm),

x (2 x EMBED

BARS AT 1/2 SPG

TYP INTERRUPTED

AND STOP LOG

CL OF GATE GUIDE

PLAN

FLUSH BLOCKOUT

NOTES:

NOTE:

RAISED BLOCKOUT

PLAN

NOT SHOWN

DIMENSIONS

DETAILS AND

BLOCKOUT FOR

SEE FLUSH

15M@300

TYP

FTG DOWELS,

MATCHING

2 - 15M W/

THICKNESS

WALL

C
L

R

2
0

ISSUED FOR TENDER

STOP PIERS AT UNDERSIDE OF GRATING1.
REINFORCE BASE SLAB SIMILARLY.

WALL BLOCKOUT SHOWN.  BLOCKOUT CONTINUES THROUGH CHANNEL BASE SLAB.

FIT CONDITIONS OF WALL SHOWN ON PLANS.

REINFORCEMENT DETAILS ARE FOR BLOCKOUT AT STRAIGHT RUN WALL.  MODIFY TO

FLUSH BLOCKOUT TYPICAL UNLESS OTHERWISE NOTED OR SHOWN ON PLANS.

3.

2.

1.

140

OTHERWISE

150mm, UNLESS NOTED

150mm

01 G.O.10/2015 J.C.ISSUED FOR CONSTRUCTION

02 G.O.2017/04/05 J.C.ISSUED FOR CONSTRUCTION - 976-2016


