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GENERAL NOTES: SPECIFIC NOTES: ENGINEER'S SEAL
CH2MHILL. @ THE CITY OF WINNIPEG
1.  ALL LIGHTNING PROTECTION SYSTEM COMPONENTS AND CONDUCTORS SHALL BE ALUMINUM (AT THE ROOF CONTRACTOR TO STRIP DOWN THE PAINT ON METAL PIPING BEFORE INSTALLING ‘)) GS /'\
LEVEL), UNLESS NOTED OTHERWISE. THE BONDING STRAP. THIS WILL PROVIDE A METAL TO METAL CONTACT GROUP W']nnipeg WATER AND WASTE DEPARTMENT
BETWEEN TH EBONDING STRAP AND THE METAL PIPE. PROVIDE AN APPROVED SNC+LAVALIN consuINe
2. GROUNDING CONDUCTORS BELOW GRADE, AND DOWN CONDUCTORS FROM THE ROOF, DOWN TO GRADE PAINT/COATING FOR TOUCH UP OF THE EXPOSED METAL PIPE. DESIGNED BY: CHECKED BY:
LEVEL SHALL BE COPPER. . S. JUGANAS E. RYCZKOWSKI SOUTH END WATER POLLUTION CONTROL CENTRE
s CrSRN ONECION S CHTos LT 0 s = G LPGUON/SPASIN FROKT
3. REFER TO SPECIFICATION SECTION 26 41 13 FOR ADDITIONAL DETAILS. CONNECTIONS. ___A?=Gm MJ. PERSSON D. BECKER ELECTRICAL
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