## 90-2017ADDENDUM 2

2017 LANDFILL GAS COLLECTION SYSTEM EXPANSION BRADY ROAD LANDFILL 1901 BRADY ROAD WINNIPEG

## URGENT <br> PLEASE FORWARD THIS DOCUMENT TO WHOEVER IS IN POSSESSION OF THE BID OPPORTUNITY

ISSUED: April 12, 2017<br>BY: Irvin Slike<br>TELEPHONE NO. 204 986-4103<br>THIS ADDENDUM SHALL BE INCORPORATED INTO THE BID OPPORTUNITY AND SHALL FORM A PART OF THE CONTRACT DOCUMENTS

Please note the following and attached changes, corrections, additions, deletions, information and/or instructions in connection with the Bid Opportunity, and be governed accordingly. Failure to acknowledge receipt of this Addendum in Paragraph 10 of Form A: Bid may render your Bid non-responsive.

## PART E - SPECIFICATIONS

NMS Specification 335320
Revise 2.1.1 to read: Pipe for landfill gas extraction wells - PVC: CSA B137.3, Schedule 80, 150 mm diameter. The configuration and size of perforations, where required, shall be as shown on Drawing Detail W1301-4.:

NMS Specification 335320
Revise 2.5.1 to read: The drilling equipment employed should be at least capable of drilling the specified diameter hole through compacted silt fill, both unsaturated and saturated refuse, and gravel to a maximum depth of approximately 32 metres. Air rotary, hollow stem auger, or bucket auger drilling technique will be utilized. No drilling fluids will be used for construction without approval of the Contract Administrator. All boreholes are to be true to line and plumb. Exercise extreme caution when drilling extraction wells near the edge of the landfill to ensure the extraction wells do not exceed closer than 3 meters to the base of the landfill.

