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ARENA
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MECHANICAL PENTHOUSE
201

W1
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Existing girt.

Existing girt.

4

A-600

Existing concrete
beam.

Existing parapet 
beyond.

Fl
us

h

Existing concrete
block wall.

Intermittent ledger angles 
welded to steel t-section 
brackets.  Centre 
horizontal leg of angle on 
new load bearing stud wall 
of Mechanical Penthouse.  
Brackets bolted to existing 
concrete beam. Refer to 
Structural.

Wall Assembly:
-5/8" fiberglass faced GWB
-6" metal stud (Refer to Structural)
-1/2" air space
-Existing insulated metal panel 
system. 

Slope

Service Space access
hatch. Refer to Door
Schedule.  Grout fill

frame.

U/S Lintel Above
Service Space Access

Hatch
-0'-4" 

[773'-8" Geodetic]

SERVICE SPACE

Fl
us

h

Masonry lintel. Refer
to Structural.

R2

4

Slope

Mechanical duct 
passing through 
transom beyond.

Door and frame with 
transom beyond.

Wall Section
3/4"=1'-0"

1
A-500

U/S Penthouse Roof
Deck at Grid 4

 22'-8" 
[796'-8" Geodetic]

T/O Existing Main
Floor Slab

0'-0" 
[774'-0" Geodetic]

T/O Existing
Basement Floor Slab

± -3'-0" 
[771'-0" Geodetic]

U/S Roof Deck
± 11'-6 1/2" 

[785'-6 1/2" Geodetic]
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WEST CORRIDOR

MECHANICAL PENTHOUSE
201

EXTERIOR

2

A-600

3

A-600

U/S Ceiling
Refer to 

Reflected Ceiling Plan

Mechanical pipe.
Refer to Mechanical.

R2

P3

R3

Existing roof joist 
beyond.

Suspended ceiling. 
Refer to Reflected 
Ceiling Plan.

F3

Mechanical duct.
Refer to Mechanical.

Metal stud pony wall
beyond.  Refer to

Structural.

GWB bulkhead. Refer
to Reflected Ceiling

Plan.

Existing parapet 
beyond.

Top of plywood 
sheathing flush with 
top of existing 
concrete floor slab.

R2

Mechanical unit
complete with

manufacturer supplied
curb.   Coordinate

curb height to suit roof
insulation thickness

and accomodate the
ducting between top of
RTU and underside of

roof joists.  Refer to
Mechanical.

Roof reinforcing at
underside of roof

deck.  Coordinate with
mechanical unit

location. Refer to
Structural.

Seal roof membrane
to mechanical unit

curb on all sides as
per roof curb

manufacturer's
details.

Plumbing chase.

Refer to Main Floor 
Plan.

Slope

U/S Penthouse Roof
Deck at Grid 3

 22'-4" 
[796'-4" Geodetic]

SERVICE SPACE

T/O Existing Parapet
Existing

Site Verify

3

Mechanical louver.
Refer to Mechanical.

Refer to 3/A-501 for
curb detail.

Beam. Refer to
Structural.

Joist beyond. Refer to
Structural.

Steel clip braces at 
top of block partition 
back to existing.  
Coordinate with 
Structural.

Slope

Slope

R2

R3

F3
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107

MECHANICAL PENTHOUSE
201

MECHANICAL/ELECTRICAL
SERVICE ROOM

200

Existing roof 
assembly.

LOBBY
102

Existing floor slab.

Existing beam.

8

A-600

7

A-600

6

A-600

T/O Existing Second
Floor Slab

± 12'-0" 
[786'-0" Geodetic]

U/S Roof Deck
Varies

T/O Existing Concrete
Block at Door

Threshold
12'-8" 

[786'-8" Geodetic]

U/S Existing Concrete
Block at Lintel

20'-8" 
[794'-8" Geodetic]

Mechanical duct 
transition through 
transom of door.  
Refer to Mechanical.

Existing roof joist.

Existing concrete 
stairs.

Metal stud pony wall.
Refer to Structural.

Top of parapet
beyond.

I

SERVICE SPACE
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MECHANICAL PENTHOUSE
201

EXTERIOR

OFFICE
125

11

A-600

10

A-600

9

A-600

Coordinate all Mechanical 
and Electrical penetrations 
in existing walls with 
Structural.  Provide lintels 
as required by Structural. 
Maintain existing fire 
resistance ratings and 
separations.

Mechanical duct.  Refer to 
Mechanical.
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W6

R2

F3
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