
Enlarged Plan - UTR 104 & Office 105 Millwork
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5"

2'-6 1/2"

1/2” SSM countertop
Adhesive

3/4” plywood sheathing
HSS framing (refer to

Structural)

HSS front beam welded to
steel plate at side walls.

Plate fastened to solid
blocking within wall, see

4/A-702

Clear silicone bead at joint
between mirror and counter,

typ.

Polished stainless steel
mirror adhered and wrapped

all sides to 19mm plywood
and mounted to GWB 6mm

above counter. Mirror height
and width as per interior

elevations

HSS outrigger beyond
welded to front beam and

vertical post within wall
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Seal all penetrations in wall
assemblies with paintable

sealant
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Top of finished floor

2'-6 1/2"

outrigger

Open

3"

1"

Front face of counter

Horizontal HSS welded to steel 
plate, see Structural

Steel plate fastened to solid wood 
blocking. Plate positioned back from 
face of steel stud to allow GWB to 
fly past plate and fasteners

Countertop above

Varies, see Floor Plans

GWB cut around HSS and annular 
space sealed
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Section Detail - Adult Change Counter
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1/2” SSM on 2 layers 3/4” 
plywood countertop, typ.

4” SSM backsplash, typ. 
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2"

Countertop 
support 
brace, size to 
suit counter 
depth, typ.

Countertop depth:  

varies - see plans
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3/4” PLAM clad plywood 
upper shelves c/w 
matching edging

1/2” PLAM clad plywood 
back panel

1'-0"
typ.
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3/4” PLAM clad particle 
core doors 
(at Office 105 only)

Plan Section Detail - Adult Change Counter
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4

A-702
Section Detail - Adult Change Counter Counter
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OFFICE
105

HSS stub post between 
horizontal edge members
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Upper cabinets and 
shelving

UTR
104

3 3/4" 3'-5" vanity 8'-8" change table

Lav
(see Mech)

1'-6" 1'-6" 5"
C/L

HSS edge member 
attached to blocking within 
stud wall - see 4/A-702

Workcounter
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Align face of counter w/ 
finished face of GWB

3 1/2" 11'-8 3/4"

97.00°

97.00°

4"

Dashed line of HSS 
support frame

SSM waterfall at 
counterheight 
transition
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HSS outrigger and 
support frame 

HSS edge member 
attached to blocking 
within stud wall - 
see 4/A-702
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HSS 
support 
frame

SSM at countertop 
face, typ.

SSM panel at 
inside face of 
return

Elevation - UTR 104 Counter / Change Table
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1/2” SSM on 2 layers 3/4” plywood 
countertop
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Countertop support speedbrace - 
spaced 3’-0” O.C. min. - provide 
solid blocking within partition wall for 
brace attachment, typ. 2"

Eq. Eq. Eq. Eq.

11'-10 3/4"

Elevation - Office 105 Counter and Millwork
1/2"=1'-0"
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1/2” SSM on 2 layers 3/4” plywood 
countertop

2'
-6

"
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"

2'
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"

Countertop support speedbrace - 
spaced 3’-0” O.C. min. - provide 
solid blocking within partition wall for 
brace attachment, typ. 2"

Eq. Eq.

4'-10 5/8"

Elevation - Lifeguard Office 103A Counter and Millwork
1/2"=1'-0"
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The City of Winnipeg

This drawing must not be scaled. The 
contractors shall verify all dimensions and 
other data on site prior to commencement of 
work. Discrepancies, errors, and omissions 
are to be reported to Public City Architecture Inc. 
prior to proceeding with the Work.

Drawings and specifications as instruments of 
service are the property of Public City Architecture 
Inc.; the copyright in the same being reserved.

No reproduction or revision to these drawings may 
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2'-6 1/2" 2'-3 1/2"

Dashed line of wood bench below 
counter

Dashed line of wall and inside steel 
panel face continuing below 
counter to north edge of counter

1/4” folded steel plate clad wall - steel plate 
extends to floor line on both sides - all 
corners to be radiused and polished, min. 
1/8” - all welds between panels to be 
polished smooth
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3'-3"
2'-9 1/2"

2'-9 1/2"
2'-9 1/2"

3'-5 1/2"

Wood
Bench

Dashed line of wall at floor level 
(see Section

5 1/2"offset

top to bottom

2 
1/

2"

2 
1/

2"

105˚

6"

2 1/2"1'-0"
1'-4"

90
.00
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3/8” - 4” wide steel plate support 
brackets c/w diagonal gusset 
bolted to face of concrete/CMU 
below - each plate sized for 
install location

5'-11 1/4" 5'-8 1/2" 5'-3 1/2"
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1/4” steel plate at end of wall
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Enlarged Plan - Lobby 102 Typical Bench and Counter
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Solid laminated maple 
bench, natural finish. Lag 
screw steel support to 
underside of wood bench.

2” wide 6 gauge 
stainless steel flat 
bar bracket at 4’-0” 
O.C. max.

3 
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4"
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1'-4"2 1/2"

2"
Anchor bracket to 
existing concrete 
floor with concrete 
anchor.

1/2”R

1”R

1”R

3"

Continuous blocking to suit

Bench wall construction:
- 1/4” thick folded steel plate (both 
sides, top), adhered to plywood
- 1/2” thick plywood sheathing
- 2x12 wood studs @ 16” O.C., coped 
to suit on 2x6 baseplate

Flush mounted electrical
devices and routing within

wall framing - coor. w/
Electrical

1'
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"

2x6 baseplate lag bolted 
into exist. conc. slab @ 
6” O.C., typ.

Provide heavy gauge angle
brackets at each stud for

secure connection to
baseplate

Min. 1/8” radiused corners, 
typ.
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Standing Counter:
1/4” folded steel plate 
countertop w/ vertical 
returns both sides and 
polished, radiused edges 
throughout.  Steel plate 
adhered to 2 layers - 3/4” 
plywood, typ.

3/8” thick - 4” wide steel plate
support brackets c/w diagonal

gusset bolted to face of
concrete/CMU below - each

plate sized for install location.
Polish all exposed plate edges
for min. 1/8” radius (no sharp

edges), typ.

Continous blocking @ 
counter perimeter

1-1/2” thick 2x6 wood 
blocking at brackets
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Varies - see Plan
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1/4” folded steel plate clad wall - steel 
plate extends to floor line on both 
sides - all corners to be radiused and 
polished, min. 1/8” - all welds 
between panels to be polished 
smooth

IG-01 (see A-700)

X.
C

ol

1/4” folded steel plate countertop w/ 
vertical returns both sides - plate is 
contiguous  with wall
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3/8” - 4” wide steel plate support
brackets c/w diagonal gusset

bolted to face of concrete/CMU
below - each plate sized for
install location.  Polish all

exposed plate edges for min.
1/8” radius (no sharp edges),

typ.
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Elevation - Lobby 102 Bench and Counter - North
1/2" = 1'-0"
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Countertop beyond

1/4” folded steel panels,
typ.

Wood bench beyond

Sloped concrete floor

Laser cut graphic text in steel panel c/w 
polished edges.  Provide 26 gauge 
pre-finished metal back panel in custom 
colour at letter cut-outs, sandwiched between 
steel panel and plywood.  Allow for four (4) 
letters on each side (total of 8), each letter 
within one folded steel panel.

3'
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"

Steel panels to follow
slope of floor

4'
-1

"

NOTE:  Bench, wall and counter on west side of 
Lobby 102 are identical but mirrored - drawings 
to be read as applicable to both locations, with 
mirrored adjustments for west side.

Steel-clad countertop 
(flush with and bearing 
on wall beyond)

1/4” steel panel

Wood bench

Steel bench brackets

Sliding aluminum door

1/4” steel 
panel

3'
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Steel panel joint and 
edges - polished smooth, 
typ.

1'
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0 
3/

4"

Elevation - Lobby 102 Bench and Counter - West
1/2" = 1'-0"
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Elevation - Lobby 102 Bench and Counter - West
1/2" = 1'-0"
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Section Detail - Standing Counter
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Section Detail - Bench & Wall
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