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℄ EXISTING GWWD

RAILWAY TRACK

℄ EXISTING GWWD

AQUADUCT

EASTBOUND LEVEL CROSSING

MILE 67.28 GREATER WINNIPEG WATER DISTRICT RAILWAY

WESTBOUND LEVEL CROSSING

MILE 67.18 GREATER WINNIPEG WATER DISTRICT RAILWAY

℄ EASTBOUND TRANS-CANADA HIGHWAY

℄ WESTBOUND TRANS-CANADA HIGHWAY

PRAWDA SERVICE RD W

THE CITY OF WINNIPEG

0
ISSUED FOR TENDER 2020-01-31 JM

EXISTING TRACK CENTERLINE

ROAD CENTERLINE

ULTIMATE EDGE OF ASPHALT

ULTIMATE EDGE OF GRAVEL

SHOULDER

EDGE OF PROPOSED GRAVEL

CROSSING PROTECTION:

CANTILEVER WITH FLASHING

LIGHTS AND BELLS

1) ALL DIMENSIONS ARE IN METERS UNLESS NOTED OTHERWISE.

2) ELEVATIONS BASED ON ASSUMED INFORMATION. BENCHMARK: TCP CONTROL POINT

SOUTH OF EASTBOUND LANE. ELEV = 302.867.

3) CONSTRUCTION AND SIGHTLINE CLEARING TO BE IN ACCORDANCE WITH TRANSPORT

CANADA GRADE CROSSING STANDARDS AND GRADE CROSSING REGULATIONS.

4) ALL UNDERGROUND UTILITY LOCATIONS TO BE PROTECTED AS PER TC-E10 FOR RAILWAY

LOADING AND OVERHEAD UTILITIES AS PER G.O. E-11.

5) SURFACES

- HIGHWAY: ASPHALT WITH GRAVEL SHOULDERS

- HIGHWAY WIDTH: 7.4 m

- ACCESS ROAD: GRAVEL

-ACCESS ROAD WIDTH: 6 m

- CROSSING MATERIAL: ASPHALT

- DESIGN VEHICLE: WB-20 TRACTOR SEMI-TRAILER

6) VEHICLE SPEED AND TRAFFIC COUNT

- 100 km/h

- 5380 AADT

  TRAIN SPEED:

- 25 mph

- 1 TRAIN PER WEEK

7) REFER TO THE WSP "PROFESSIONAL CONSULTING SERVICES FOR REPLACEMENT OF

RAILWAY CROSSING PROTECTION - CROSSING ASSESSMENT" DATED AUGUST 22, 2019 FOR

FURTHER DETAILS ON THE RECOMMENDED CROSSING IMPROVEMENTS.

8) THE DETAILED ROAD AND SHOULDER WIDTHS ARE THE ULTIMATE WIDTHS AFTER MANITOBA

INFRASTRUCTURE UPGRADE THIS PORTION OF THE TRANS CANADA HIGHWAY.

NOTES

EXISTING HYDRO POLE

OVERHEAD UTILITY LINE

OVERHEAD

UTILITY LINE

NEW 6M GRAVEL ACCESS ROAD

NEW 8'x8' BUNGALOW

APPROX. TOE OF 4:1 SIDE SLOPE

TYPICAL CROSS SECTION AT BUNGALOW PAD

Scale NTS

200-20 GRANULAR C BASE COURSE

300-50 GRANULAR C SUB BASE

SEPARATION GEOTEXTILE FABRIC

200-20 GRANULAR C BASE COURSE

300-50 GRANULAR C SUB BASE

SEPARATION GEOTEXTILE FABRIC

6.00

12.00

3%

IMPORTED FILL

EXISTING RAILEXISTING RAIL

EXISTING GROUNDEXISTING GROUND

EXISTING SIDE SLOPE TO BE BENCH CUT

IMPORTED FILL

APPROX. TOE OF SLOPE

5.30

1M WIDE SWALE TO BE GRADED 1M WIDE SWALE TO BE GRADED

APPROX. TOE OF SLOPE

NEW DITCH BOTTOM

EXISTING SIDE SLOPE TO BE BENCH CUT

3%

EXISTING 1000mm CULVERT MAY REQUIRE EXTENSION

TOPSOIL, SEED AND

EROSION CONTROL BLANKET
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TOPSOIL, SEED AND

EROSION CONTROL BLANKETNOT FOR CONSTRUCTION


