CONSTRUCTION NOTES:
2324 McMICKEN STREET - WEST 2324 S R OV AIES
1. ISOLATE MISCELLANEOUS ITENS IN NEW CONCRETE WORKS AS
2323 2323 PER SD-226C.
STA = 1702600 CONTROL LINE- 2. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH LATEST
ELEV = 231.991 REVISION OF THE GITY OF WINNIPEG STANDARD CONSTRUCTION
222 2322 SPECIFICATIONS.
=1+ WEST BACK OF CURB:
2321 Efaplorors 2321 3. LEGAL PLAN AND UNDERGROUND INFORMATION FROM CITY OF
) - STA= 1+092.00 . 'MINNIPEG LBIS, CONTRACTOR TO VERIFY ALL UNDERGROUNDS IN
ELEV = 231.727 THE FIELD.
2320 232.0
4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO AVOID DAMAGE
FROM CONSTRUCTION ACTIVITIES TO TREES WITHIN THE LINITS OF
231.9 B 231.9 CONSTRUCTION.
5. LOGATION OF EXISTING UTILITIES/SERVICES TO BE CONFIRMED IN
2318 ATz 218 FRE HELD B THE CONTRACTOR,
2317 ELEV = 231.801 EX GROUND AT 2317 6. INSTALL CBLEADS AT MI. +.0% SLOPE OR AS DIRECTED BY THE
CONTROL LINE B - — 8 N
1 S . . CONTRACTOR T0 GO ST LEAD NVERT ELEVATIONS
- B a - PRIOR TO INSTALLATION.
EXWEST GUTTER
2315 2315 8. ALLDIMENSIONS ARE TO BACK OF GURS.
9. LIMITS OF CURE AND SIDEWALK RECONSTRUCTION TO BE
231.4 Aot 231.4 FINALIZED IN THE FIELD BY THE CONTRACT ADMINISTRATOR.
ELEV = 231.652 10. ADJUST ALL WATER VALVES, MANHOLES, CATCH BASINS, CATCH
2313 2313 PITS, CURE STOPS AND WATER SHUT OFF VALVES TO GRADE,
1. ALL PRIVATE WALKWAYS TO BE ADJUSTED TO NEW SIDEWALK OR
TOP OF GUR® ELEVATION, AS REQUIRED.
2324 McMICKEN STREET - EAST 2324 12. STREET LIGHT STANDARDS HYDRO POLES AND ANCHORS THAT
- STA L 102500 S E— 8 REQUIRE T UPPORT. REMOVAL OR REPLACEMENT,
i p ARE TO BE BDNE AY YHE EXPENSE OF THE CONTRACTOR. AS
2323 ELEV = 231.991 2323 NGesen
1402022 CONTROL LINE 3. INSTALL 6 m OF 150 mm SUBDRAIN TO NEW CATCH BASINS IN BOTH
2322 o 2322 DIRECTIONS PARALLEL TO ROADWAY AS PER SD-245 AND CAP
2321 2321 14, ALL SERVICES NEED TO BE INSULATED. ADDITIONALLY, ALL CATCH
BASINS MANHOLES AND LEAD PIPES LOGATED WITHIN 20m OF A
N RESIDENTIAL SERVICE MUST BE INSULATED 7O PROTEGT THE
2320 ,052%, 2320 SERVICE FROM POTENTIAL FUTURE FREEZING.
STA = 1+092.00
2319 i ____~‘ —_ . otk ELEV = 231.727 219 15, TO BE USED AT ALL RADII.
———l e 16. CONTRACTOR TO CONFIRM LOCATION AND LIMITS OF SEWER
2318 e 2 i — 2518 REPAIRS BY PERFORMING VIDEO INSPECTION AND REVIEWING
1.4 ——— 1.4 MTH THE CONTRACT ADMINISTRATOR PRIOR TO CONSTRUGTION.
EAST BACK OF CURS — —_
2317 STA=1+020.22 ———...,__ 2317 17, LIMITS OF BOULEVARD GRADINGILANDSCAPING TO BE FINALIZED IN
R ELEV = 231.892 EX GROUND AT —_——— R THE FIELD BY THE CONTRACT ADMINISTRATOR.
CONTROL LINE
2316 2316 18, MODIFICATIONS TO THE DESIGN REQUIRED DUE TO FIELD.
- STA= 1~026 m) N CONDITIONS MUST BE APPROVED BY THE CONTRACT
215 ELE EXEAST GUTTER 515 ADMINISTRATOR.
) STA = 1+092.00 ) 19, PEDESTRIAN AND CYCLIST TRAFFIC SHALL BE ACCOMMODATED
= 231, AGCORDING TO THE SITE ACCESSIBILITY PLAN.
231.4 ELEV = 231652 2314
2313 231.3
14000 14025 14050 14075 1+100 ABBREVIATIONS: SYMBOLS
cone CONGRETE HYDRO MANHOLE
N (
Cone - CoNCReT O, TELEPHONE MANHOLE
GRAN  CRANULAR Oy TRAFFIC SIGNAL SPLICE PIT
| A - TYP PICAL WATER VALVE
| ‘ 609 611 613 ‘ 617 ‘ 623 £X EXISTING & HYDRANT
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/' CURBSTOP
w WATER VALVE p
‘ EL ELEVATION € GASVALVE
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‘ /ABANDON EX CB AND C gr EGLE'TNT"U HYDRO POLE WITH LIGHT
LIGHT STANDARD
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- RIM =231.652, INV = 230.052 BELLMTS PEDESTAL
2 | H TREE
| — - R o IRON PROPERTY BAR
Er E ‘“ | \ | & A¥DRO 6L ANGHOR
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““ 22 BY OTHERS) ‘ AND CONNECT TO NEW MH l METRIC
1 | |
/ | H WHOLE NUMBERS INDICATE MILLIVETRES
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, 7
al T —2
_ i MATCH EX T WARNING
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14000 I .‘E IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
* 225 C: 173 USED FOR EXCAVATION ON THIS PROJECT THE
= eIy b =¥ CONTRACTOR MUST
N z
_ g I =1 1. NOTIFY THE GAS COMPANY OF THE PROPOSED
. e T, —r— i — f : z LOCATION OF EXCAVATION.
o) i 8 T — o w2
N p ‘ T — ‘ 1 =< 2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
McMICKEN ST H I = COMPANY INSTALLATIONS SEE PROVINCIAL
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