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CONSTRUCTION NOTES

ISOLATE MISCELLANEOUS ITEMS IN NEW CONCRETE WORKS AS
PER SD-225C.

ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH LATEST
REVISION OF THE CITY OF WINNIPEG STANDARD CONSTRUCTION
SPECIFICATIONS.

LEGAL PLAN AND UNDERGROUND INFORMATION FROM CITY OF
'MINNIPEG LBIS, CONTRACTOR TO VERIFY ALL UNDERGROUNDS IN
THE FIELD.

CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO AVOID DAMAGE
FROM CONSTRUCTION ACTIVITIES TO TREES WITHIN THE LIMITS OF
CONSTRUCTION.

LOGATION OF EXISTING UTILITIES/SERVICES TO BE CONFIRMED IN
THE FIELD BY THE CONTRACTOR.

INSTALL GB LEADS AT MIN. 1.0% SLOPE OR AS DIRECTED BY THE
CONTRACT ADMINISTRATOR.

CONTRACTOR TO CONFIRM EXISTING LEAD INVERT ELEVATIONS
PRIOR TO INSTALLATION.

ALL DIMENSIONS ARE TO BACK OF CURB.

LIMITS OF CURB AND SIDEWALK RECONSTRUCTION TO BE
FINALIZED IN THE FIELD BY THE CONTRACT ADMINISTRATOR.

). ADJUST ALL WATER VALVES, MANHOLES, CATCH BASINS, CATCH

PITS, CURB STOPS AND WATER SHUT OFF VALVES TO GRADE.

ALL PRIVATE WALKWAYS TO BE ADJUSTED TO NEW SIDEWALK OR
TOP OF GURB ELEVATION, AS REQUIRED.

. STREET LIGHT STANDARDS, HYDRO POLES AND ANCHORS THAT
ORARY SUP/ ENT,

REQUIRE TEMP PORT. REMOVAL OR REPLACEMEN
ARE TO BE DONE AT THE EXPENSE OF THE CONTRACTOR, AS
NECESSARY.

INSTALL 6 m OF 150 mm SUBDRAIN TO NEW CATCH BASINS IN BOTH
DIRECTIONS PARALLEL TO ROADWAY AS PER SD-245 AND CAP

. ALL SERVICES NEED TO BE INSULATED. ADDITIONALLY, ALL CATCH

BASINS. MANHOLES AND LEAD PIPES LOGATED WTHIN 2.0m OF A
RESIDENTIAL SERVICE MUST BE INSULATED TO PROTECT THE
SERVICE FROM POTENTIAL FUTURE FREEZING.

TO BE USED AT ALL RADIL,

. CONTRACTOR TO CONFIRM LOCATION AND LIMITS OF SEWER

REPAIRS BY PERFORMING VIDEO INSPECTION AND REVIEWING
WWITH THE CONTRACT ADMINISTRATOR PRIOR TO CONSTRUCTION.

. LIMITS OF BOULEVARD GRADINGILANDSCAPING TO BE FINALIZED IN

THE FIELD 8Y THE CONTRACT ADMINISTRATOR.

. MODIFICATIONS TO THE DESIGN REQUIRED DUE TO FIELD

CONDITIONS 1UST BE APPROVED BY THE CONTRACT
ADMINISTRATOR.

. PEDESTRIAN AND CYCLIST TRAFFIC SHALL BE ACCOMMODATED

ACCORDING TO THE SITE ACCESSIBILITY PLAN.
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METRIC

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

WARNING

IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
USED FOR EXCAVATION ON THIS PROJECT THE
CONTRACTOR MUST:

1. NOTIFY THE GAS COMPANY OF THE PROPOSED
LOCATION OF EXCAVATION.

. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
COMPANY INSTALLATIONS SEE PROVINCIAL
REGULATION 210/72 FOR DETAILS.

@

OBTAIN EXCAVATION PERMITS PRIOR TO
CONSTRUCTION.

, | T 1 T i S ENGINEERS
/ | I | | ‘ | \  mll GEOSCIENTISTS
[ ‘ | FURBY ST | MANITG
| ‘ ‘ / | | l ‘ \ \ Certificate of Authorization
| | / | I Dillon Consulting Limited (MB)
/ 510 514 518, /520 ] 522 [ 528 536 538 542 550 552 58 o 55 Dater 2020210
WATERMAIN JEESECRTVEE [—— CONCRETE ROAD ———— ¢ PROFILE B, DESIGNED T
LAND DRAINAGE SEWER 300 105 ASPHALT_ROAD [——— NORTH/WEST GUTTER UNDERGROUND STRUCTURES it o ! N, THE CITY OF WINNIPEG
WASTE WATER SEWER 250 WS CONC_ROAD W/ASP_OVERLAY SOUTH/EAST GUTTER DRAWN PUBLIC WORKS DEPARTMENT
HYDRO R0 CONCRETE_SIDEWALK —F—— | NORTH/WEST MED. GUTTER B TH W’imnpeg
BELLMTS —ses | ASPHALT PATH i 'SOUTH/EAST MED. GUTTER SUPY. U/G STRUCTURES oATE SHECKED
GAS 100, GAS PAVING STONES NORTH/WEST DITCH 8 MRD DILLON CITY DRAWING NUMBER
TRAFFIC_SIGNALS L PAVEMENT REPAR FABRIC |[X_ X X| SOUTH/EAST DITCH APROVED CONSULTING 2023 RESIDENTIAL STREETS RENEWAL PROGRAM -
I STREET _LIGHTS 232000 ELEVATION NORTH/WEST SIDEWALK LOGATION. OF UNDERGROUND. STRUCTURES, AS L TP SPRAGUE ST AND VARIOUS OTHER LOCATIONS SHEET oF,
5 — T e S AR R L AT RS
MANHOLE C PROPERTY_LINE [—— - SOUTH/EAST SIDEWALK SO, A7 9ASRP\ON T BEL HFOMATON —_— 15 31
[a] CATCH BASIN E — CURB_RAMP e THAT e SV (ST S5 PR ST HOR. SCALE 1:250 ‘CONSULTANT DRAWING NUMBER
——— COLAMENS AL CRRNCE L EFSE 5155080 FoR TEDER Teael | vernoa 1410 consuLTANT PRovecT Numeer | SARGENT AVE-SHERBROOK ST-FURBY ST-ELLICE AVE
Y CATCH PIT A2 DETECTABLE TLE SRR WA | 2 e : 22-4462 PLAN-PROFILE (STA. 1+135 TO 14285)
5 |_EXISTING LEGEND—PLAN PROPOSED] EXISTING LEGEND—PLAN PROPOSED | EXISTING LEGEND—PROFILE | PROPOSED wo. | Rrevisons owe | av | owe onTe




		2023-03-24T15:55:08-0500
	Mark Rene J Doucet




