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TYPE 1: REMOVE TO 25mm BEYOND FRONT MAY OF

REINFORCEMENT.
TYPE 2: FULL DEMOLITION.

TYPE 3: REMOVE TO EXTERIOR FACE OF

REINFORCEMENT.
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SOUTH ABUTMENT ELEVATION - REMOVALS

EXISTING GUARD RAIL
TO BE REMOVED

TO REMAIN

REMOVALS TO BE COMPLETE WHEN DECK IS REMOVED FROM CARRIAGE

WAY PRIOR TO POURING NEW DECK.

THE AREA SHALL REMAIN FULLY FENCED TO PREVENT PUBLIC ACCESS

UNTIL ALL RAILINGS ARE RECONSTRUCTED.

PERFORM DEMOLITION ON ONE BEARING SUPPORT COLUMN AT A TIME.

PERFORM DEMOLITION OF COLUMNS STARTING FROM THE TOP, MOVING
TOWARDS THE BASE.
IF DISCOVERED THAT EXISTING REINFORCEMENT IS SEVERELY CORRODED
OR BROKEN, INFORM CONTRACT ADMINISTRATOR IMMEDIATELY.
CONTRACTOR TO UNDERTAKE DELAMINATION SURVEY WITH RESIDENT
ENGINEER OF AREAS NOT BEING FULLY OR PARTIALLY RECONSTRUCTED TO
CONFIRM EXTENTS OF DEFECTS.
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